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Installation Instructions 

For use on standard door thicknesses from 16 mm to 22 mm 
(5/8" to 7/8").

Installation Instructions 

For use on standard door thicknesses from 16 mm to 22 mm 
(5/8" to 7/8").

Adjustments
1. Depth Adjustment: Loosen fixing screw #1 (just one turn),

adjust door to desired position, retighten screw.

2. Side Adjustment: Adjust screw #2 to desired position 
± 2 mm.

3. Height Adjustment: Loosen screw #3, adjust door to 
desired position, retighten screw.

4. Door Thickness Adjustment: Loosen screw #4, adjust and 
retighten screw to adjust gap between the door flaps.
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60° Bi-Fold Door Hinges 60° Bi-Fold Door Hinges 

Maximum
Door Dimensions

Number of Hinges 
Recommended

(per door)

500 mm × 700 mm 
(20" × 28")

2

500 mm × 1500 mm 
(20" × 60")

3

500 mm × 2000 mm 
(20" × 80")
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Extra-heavy doors (e.g., doors with mirrors) may require 
extra hinges. A 35 mm drill bit is required.

Mark center of 35 mm hole to be drilled 12.5 mm from 
inner door edge.

Drill hole minimum depth 11 mm, insert hinge boss parallel 
to the edge of the door as shown in Figure 1 and screw 
down the hinge.

Transfer center line B (also center line of hinge arm) onto the 
corresponding outer door using a pencil and square.

Draw a vertical line across this center line 37 mm from and 
parallel to front edge of outer door.

Mark and punch 2 small guide holes 32 mm apart, 16 mm on 
either side of center line B.

Mounting plate with slot facing to the front can now be 
screwed into place. Install door by snapping hinge arm onto 
mounting plate.
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Figure 1: Hole locations. Figure 1: Hole locations.
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Figure 2: Adjustments. Figure 2: Adjustments.
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