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Figure 1: Mounting measurements when lid is flush with the 

back of the box and fastening plate is attached vertically.
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Figure 2: Mounting measurements when lid is inset and fastening 

plate is attached horizontally.
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Recommended for use on boxes with solid plank lids. Not suitable 
for use on boxes with hollow lids.

Caution: Do not try to operate the hinge by hand.

Calculating pound•inches
Rated at 40 to 45 pound•inches each. To determine pound•inches, 
multiply one-half the distance from the front to the back of the 
lid by its weight. For example, a 20Й lid weighing 8 lb requires 
80 pound•inches of support. Therefore, you would need to use 
two hinges.

Mounting Option 1: Lid Flush with Back of 
Box (fastening plate is vertical)
Place the bottom bracket so that the center of the top screw hole 
on the fastening plate measures 1Й down from the top of the side 
panel and 1 1/4Й from the outside back edge of the box, as shown 
in Figure 1. Fasten with #8 sheet metal screws.

Open the lid to approximately 85° and place the lid support against 
the underside of the lid with the top fastening plate flat against the 
surface. The distance from the hinge pivot point to the first screw 
hole should be 3Й. Fasten with #8 sheet metal screws.

Lid Supports 

Mounting Option 2: Lid Inset from Back of 
Box (fastening plate is horizontal)
Place the bottom bracket so that both screw hole centers on the 
fastening plate measure 1 1/2Й down from the top of the side panel 
and the center of the fastening plate measures 1 1/4Й from the 
back edge of the lid, as shown in Figure 2. Fasten with #8 sheet 
metal screws.

Open the lid to approximately 85° and place the lid support 
against the underside of the lid with the top fastening plate flat 
against the surface. The distance from the hinge pivot point to the 
first screw hole should be 3Й. Fasten with #8 sheet metal screws.


