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1. Project Description and Overview 

1.1 General Project Location and Description of Project and Project Area 

(The overall size of the project area will have an impact on the amount of data and 

analyses required in this AFR. It is recommended that the project area be optimized 

so that the project retains flexibility for siting panels while at the same time 

reducing the total area for which data will be required.) Provide the following 

information about the project: 

1.1.1 Project location ‒ county and towns in the project area. 

The Dawn Harvest Solar Energy Center (“Project”) is located in the townships of Harmony (T3N 

R13E) and La Prairie (T2N R13E), Rock County, Wisconsin. 

1.1.2 Size of project area (in acres), area to be disturbed by construction activities (in 

acres), and size of solar arrays (in acres). 

The Project will be built within a 2,793-acre general Project Area. Within the Project Area, 

Dawn Harvest Solar Energy LLC (“Dawn Harvest Solar”) has leased approximately 1,787 acres. 

Of the 1,787 acres under lease, 927 acres are designated as Proposed Array Areas, and represent 

the approximate acreage anticipated to be required to host 150 megawatts (“MW”) alternating 

current (“AC”) of solar arrays. This array area includes the surface area of the solar modules 

themselves and spacing between the aisles of solar modules, fence lines, and access roads. An 

additional approximately 26 acres are anticipated to be required to host the 50 MW / 200 

megawatt hour (“MWh”) AC Battery Energy Storage System (“BESS”), Collector Substation, 

operations and maintenance (“O&M”) Facility, Generator Transmission Tie Line (“Gen-Tie 

Line”) (assuming a 1.1-mile long, 100-foot-wide right-of-way (“ROW”)), and ancillary 

components such as access roads and storm water facilities. In total, approximately 1,012 acres 

are anticipated to be disturbed by construction activities to host the Project. 

 

In addition to the Proposed Array Areas, Dawn Harvest Solar presents 550 acres of Alternative 

Array Areas for alternative solar array siting. The Alternative Array Areas comprise enough land 

to accommodate 59% additional capacity, presenting Proposed and Alternative Array Areas that 

are capable of hosting a gross capacity total of 239 MWAC. The preliminary Project Layout is 

shown in Figures 4.1.1 and 4.1.2 in Appendix A. The Proposed and Alternative Array Areas 

offer a range of different characteristics and allow the Public Service Commission (“PSC”) to 

consider multiple configurations, with unique benefits, for the final Project Layout.  

1.1.3 Size (rated capacity), in both DC and alternating current (AC) MWs, of the 

proposed project. When providing the DC MW size, a range can be provided. (If an 

actual panel model is not yet under contract, the applicant must provide 

information on at least two models that are being considered.  Those panels must 

represent the maximum and minimum megawatt size under consideration for 

purchase for the project).  

The Project’s solar arrays will have an aggregate nameplate capacity of up to 150 MWAC and 

195 MWDC. Photovoltaic (“PV”) panels (“solar modules”) produced by several manufacturers 
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are under consideration for the Project including Hyperion Solar, Runergy, Canadian Solar, JA 

Solar, Jinko, Longi, Illuminate, Risen, and Trina. Example solar modules under consideration are 

provided in Appendix B. During the procurement process, Dawn Harvest Solar will analyze 

current market offerings to make a final selection on solar module equipment. 

 

Examples of solar module models that are available at this time that may be utilized are the 

Longi LR4-72HBD (450 W) on the low wattage end and the Canadian Solar HiKu7 Mono (665 

W) on the high wattage end. While these two solar modules are examples of equipment that may 

be installed, Dawn Harvest Solar will take into balanced consideration the cost, efficiency, and 

technology available during the procurement process. Given the continuous advancement of 

solar module technology, solar modules considered during procurement may include higher 

wattage solar modules, potentially leading to fewer total solar modules installed. It is also 

possible that a different manufacturer of a substantially similar product may be selected during 

the procurement process. 

1.1.4 Number of panel sites proposed for the project and the number of alternative panel 

sites that have been identified (See the discussion on page 1 regarding alternatives). 

Identify any new or modified electric transmission lines or other electric 

transmission facilities that might be needed. 

The Project Layout contains 16 fenced Array Areas shown in Figures 4.1.1 and 4.1.2 in 

Appendix A. The fenced Array Areas include both Proposed and Alternative Array Areas. 

Within the fenced Array Areas, 13 sites are designated as Proposed Array Areas and 19 sites are 

designated as Alternative Array Areas. The Power Block Configuration Map in Appendix C 

illustrates how the Project Layout may be divided into approximately 50 complete power blocks 

utilizing 4.2 MW inverters where possible for representative purposes. Of the 50 power blocks 

shown, 39 are designated as Proposed Array Power Blocks and 11 are designated as Alternative 

Array Power Blocks. 

 

A new 138 kV Gen-Tie Line approximately 1.1 miles in length will connect the Collector 

Substation to the existing Interconnection Switchyard within the Project Area owned by 

American Transmission Company (“ATC”). The Collector Substation, Gen-Tie Line, and 

Interconnection Switchyard are associated facilities to the Dawn Harvest Solar generating 

facility and are essential to allowing the electricity generated by Dawn Harvest Solar to be 

transmitted on the Midcontinent Independent System Operator (“MISO”) transmission system. 

The Proposed and Alternative Gen-Tie Line Routes and the Interconnection Switchyard are 

shown in Figures 4.1.1 and 4.1.2 in Appendix A. Additional information on the Gen-Tie Line is 

provided in the Transmission Application Filing Requirements (“AFR”) section of this 

Application. Pursuant to Wis. Stat. §196.491(3)(a)1, this Application seeks both a Solar CPCN 

and Transmission CPCN in PSC Docket No. 9809-CE-100. 

 

Pursuant to the Generator Interconnection Agreement (“GIA”) executed by Dawn Harvest Solar, 

ATC, and MISO provided in Appendix W, no network upgrades or standalone network 

upgrades are to be constructed by Dawn Harvest Solar. 
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1.1.5 Provide a general map showing the location of the project area, nearest 

communities, townships, and major roads. Include an inset map showing where the 

project is located in the state. Scale should be appropriate for showing communities 

within at least 10 miles of the project area boundary. 

Please refer to Figure 1.1.5 in Appendix A for a map incorporating the requested information. 

1.2 Ownership 

Identify the corporate entity or entities that would own and/or operate the plant. 

Dawn Harvest Solar Energy LLC, a wholly owned subsidiary of Invenergy Solar Development 

North America LLC and an affiliate of Invenergy LLC (“Invenergy”), is currently the entity 

anticipated to own and operate the Project. Dawn Harvest Solar is a wholesale merchant plant as 

defined by Wis. Stat. § 196.491(1)(w)1.  

 

Dawn Harvest Solar, provided it receives a CPCN from the PSC, may directly or indirectly 

through its affiliates, own, construct, and operate the Project by selling the power using long 

term power purchase agreements or other available options. Alternatively, Dawn Harvest Solar 

may sell or assign the Project, or a portion thereof, to one or more public utilities or other 

qualified entity or entities at any time. Any future buyer or assignee will be required to meet all 

permit conditions and any power purchase agreement obligations associated with the Project or 

portion thereof. As part of any such sale or assignment, Dawn Harvest Solar or an affiliate may 

function as the Engineering, Procurement, and Construction (“EPC”) contractor to construct the 

Project and function as the O&M services provider to operate and maintain the Project. 

 

Invenergy develops, builds, owns, and operates large-scale energy facilities across four core 

technologies: wind (117 projects; 18,676 MW), solar (51 projects; 6,469 MW), natural gas (13 

projects; 6,071 MW), and battery storage (21 projects; 556 MW / 1,817 MWh). Invenergy 

projects are mainly located in the United States, but Invenergy has a global presence with other 

projects located in Japan, Poland, Scotland, Mexico, El Salvador, and Uruguay. Invenergy has a 

proven development track record of 202 large-scale projects with a capacity of over 30,000 MW.  

  

In Fond du Lac and Dodge Counties, Wisconsin, Invenergy developed the Forward Wind Energy 

Center (“Forward Wind”), a 129 MW wind energy generation facility that began operating in 

2008 and provides electricity to Wisconsin Public Service Corporation (“WPSC”), Wisconsin 

Power & Light (“WPL”), and Madison Gas & Electric (“MGE”). (See PSC Docket No. 9300-

CE-100). Invenergy constructed, owned, and operated Forward Wind for 10 years while 

providing electricity and renewable energy certificates (“REC”) to its customers. In 2018, 

Invenergy sold Forward Wind to its customers and will continue to operate the facility through 

its remaining service life. (See PSC Docket No. 05-BS-226). 

 

In Iowa County, Wisconsin, Invenergy developed the Badger Hollow Solar Farm (“Badger 

Hollow Solar”), a 300 MW solar energy generating facility. (See PSC Docket Nos. 9697-CE-100 

and 9697-CE-101). The first phase of 150 MW was constructed by Invenergy and is now owned 

by WPSC and MGE. The second phase of 150 MW was constructed by Invenergy and is now 
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owned by Wisconsin Electric Power Company (“WEPCO”) and MGE. Invenergy operates both 

phases of the facility on behalf of its customers. 

 

In Kenosha County, Wisconsin, Invenergy is constructing the Paris Solar Energy Center (“Paris 

Solar”), a 200 MW solar energy generating facility with a 110 MW BESS. The CPCN for Paris 

Solar was approved in December 2020. (See PSC Docket No. 9801-CE-100). 

 

In Walworth and Rock Counties, Wisconsin, Invenergy is constructing the Darien Solar Energy 

Center (“Darien Solar”), a 250 MW solar energy generating facility with a 75 MW BESS. The 

CPCN for Darien Solar was approved in August 2021. (See PSC Docket No. 9806-CE-100). 

 

In Dane County, Wisconsin, Invenergy is developing the Koshkonong Solar Energy Center 

(“Koshkonong Solar”), a 300 MW solar energy generating facility with a 165 MW BESS. The 

CPCN for Koshkonong Solar was approved in May 2022. (See PSC Docket No. 9811-CE-100).  

 

In Columbia County, Wisconsin, Invenergy is developing the High Noon Solar Energy Center 

(“High Noon Solar”), a 300 MW solar energy generating facility with a 165 MW BESS. The 

CPCN for High Noon Solar was approved in July 2023. (See PSC Docket No. 9814-CE-100). 

1.3 Project Need/Purpose 

Independent Power Producers (IPP) (merchant plants) skip to Subsection 1.3.6. 

Subsections 1.3.1 thru 1.3.5 apply to utilities only.  These subsections focus on 

compliance with Wis. Stat. § 196.374, the Renewable Portfolio Standard (RPS). 

1.3.1 The utility’s renewable baseline percentage and baseline requirement for 2001-2003 

and the amount of renewables needed in the future. 

1.3.2 Amount of renewable energy currently owned and operated by the utility as defined 

by the RPS requirements for additional renewable energy. 

1.3.2.1 Total existing renewable generation capacity. 

1.3.2.2 Total energy produced by renewable assets in previous calendar year separated 

by generation type (Hydro, biomass, methane, wind etc.). 

1.3.2.3 Amount of renewable energy acquired through purchase power agreements 

(separated by type, hydro, biomass, wind, solar, etc.). 

1.3.2.4 Amount of RPS credits purchased. 

1.3.3 Expected annual energy output for the project. 

1.3.4 Other need not covered in Section 1.3.1 

1.3.4.1 Monthly demand and energy forecast for peak and off peak periods over the next 

20-25 years. 

1.3.4.2 Describe how the availability of purchase power was analyzed. 

1.3.4.3 Identify plant retirements forecast over the next 20-25 years. 

1.3.4.4 Describe how the existing and expected applications for generation from IPPs 

have been factored into your forecast. 
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1.3.4.5 Describe how the proposed project meets the requirements the Energy Priorities 

Law, Wis. Stat. §§ 1.12 and 196.025(1). 

1.3.4.6 Briefly describe utility’s compliance under Wis. Stat. § 196.374 for energy 

efficiency. 

1.3.5 Utilities Only – Generation Capacity Expansion Modeling 

The generation capacity expansion modeling should be performed in a software 

program like EGEAS or similar and include a 30-year extension period. The 

generation capacity expansion modeling should be filed on CDs, DVDs, or uploaded 

to the PSC’s SFTP site, based on discussion with the docket coordinator as 

described in the PSC ERF Policy/Procedure Filing guide. 

1.3.5.1 Describe the 25-year optimal generation expansion plan for all of the entities that 

are part of the generation plan. 

1.3.5.2 The solar resource should be modeled as non-dispatchable, using an hourly solar 

profile if the project does not include a storage component. If the proposed solar 

project includes a storage component, the project can either be modeled as two 

units, one non-dispatchable (solar resource) and one dispatchable (storage 

component) or as a single unit as long as the single unit can accurately reflect the 

operational characteristics of the project. 

Sections omitted, only apply to utilities. 

1.3.6 IPPs Only – Energy Agreements 

1.3.6.1 Identify all Wisconsin utilities under contract for delivery of energy from the 

proposed project. 

1.3.6.2 For each utility under contract or with which an agreement in principle for 

delivery of energy is in place provide the following, by utility: 

1.3.6.2.1 Rated capacity under contract. 

1.3.6.2.2 Annual energy to be delivered under contract or expected to be delivered. 

There are no Wisconsin utilities currently under contract for delivery of energy from the Project. 

1.4 Alternatives 

Invenergy is a privately held, independent developer with decades of experience identifying and 

evaluating sites for large-scale energy facilities. The sections below describe the process 

by which Invenergy identified the Project. 

 

Under the PSC’s AFR pertaining to solar energy projects, Dawn Harvest Solar presents in this 

Application Proposed and Alternative Array Areas that are capable of hosting 239 MWAC, which 

is 59% greater than the desired Project size of 150 MWAC. By offering the PSC the ability to 

select locations of Array Areas within the Project Area that will comprise an approved project, 

Dawn Harvest Solar is placing before the PSC a variety of feasible alternative locations, limited 

only by the request that Dawn Harvest Solar be able to optimize the final Project Layout. The 
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Proposed and Alternative Array Areas offer a range of different characteristics and allow the 

PSC to consider multiple configurations, with unique benefits, for the Project. 

1.4.1 Utilities (CPCN) – Supply Alternatives.  Describe the supply alternatives to this 

proposal that were considered (including a “no-build” option) and present the 

justification for the choice of the proposed option(s). 

1.4.1.1 Describe any alternative renewable fuel options considered and why those 

options were not selected. 

1.4.1.1.1 Wind 

1.4.1.1.2 Biomass 

1.4.1.1.3 Hydro 

1.4.1.1.4 Landfill Gas 

1.4.1.1.5 Fuel Cell 

1.4.1.2 Describe Purchase Power Agreements (PPAs) considered or explain why a PPA 

was not considered for this project. 

1.4.1.3 No-Build Option. 

Sections omitted, only apply to utilities. 

1.4.2 Utilities (CPCN or CA) and IPPs (CPCN) ‒ Project Area Selection 

1.4.2.1 Alternative Project Areas.  Describe the project area screening and selection 

process used to select the proposed project area.  Provide the following: 

1.4.2.1.1 List individual factors or site characteristics used in project area selection. 

Invenergy began considering development of utility-scale solar energy generation facilities in 

Wisconsin in 2016 due to the decline in the cost of solar energy that would provide Wisconsin 

utilities an opportunity to source clean energy and capacity within the state at an affordable price. 

The Project Area was selected after analyzing the state of Wisconsin for potential utility-scale 

solar energy generation facility sites. In evaluating sites, Invenergy considered solar resource, 

proximity to transmission infrastructure, topography, land cover, property rights, and community 

acceptance. Favorable results for these characteristics are present in the Project Area. 

1.4.2.1.2 Explain in detail how brownfields were considered in the selection of sites to 

develop. 

Wis. Stat. § 238.13(1)(a) defines a brownfield as “abandoned, idle, or underused industrial or 

commercial facilities or sites, the expansion or redevelopment of which is adversely affected by 

actual or perceived environmental contamination.” Wis. Stat. § 196.491(3)(d)8. requires 

brownfields to be used to the extent practicable for large electric generating facilities. 

 

The potential use of existing brownfield sites was evaluated. A comprehensive list of brownfield 

sites was accessed from the United States Environmental Protection Agency (“EPA") RE-
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Powering Mapper1. The largest brownfield site identified in the state of Wisconsin was 369.25 

acres and located in Outagamie County; the largest in Rock County was 19.44 acres. No 

brownfield sites reviewed were identified as suitable for the Project using the tiered evaluation 

approach outlined in Section 1.4.2.2. 

 

Dawn Harvest Solar relied on EPA data rather than the Wisconsin Remediation and 

Redevelopment Database (“WRRD”)2 to identify brownfields because not all sites listed in the 

WRRD are brownfields. The WRRD lists all sites where the discharge of a hazardous substance 

has been reported and either the site has been remediated, is being remediated, requires no 

further action, or has ongoing remediation obligations. Many of those sites are still used and 

useful to the property owner or may already have been redeveloped, and do not meet the 

definition of a brownfield. The WRRD does not indicate which of the sites WDNR considers 

brownfields. 

1.4.2.1.3 Explain how individual factors and project area characteristics were weighted 

for your analysis and why specific weights were chosen. 

As outlined in Section 1.4.2.1.1, Dawn Harvest Solar utilized numerous criteria to site the 

Project. All of the criteria evaluated are important for the successful development of a utility-

scale solar energy generation facility and thus were equally weighted in selecting the Project 

Area. 

1.4.2.1.4 Provide a list of all project areas reviewed with weighted scores for each siting 

factor or characteristic used in the analysis. 

As noted in Section 1.4.2.1.3, Dawn Harvest Solar views the described siting factors equally. A 

more detailed description of the Project’s approach to the site selection process is described in 

Section 1.4.2.2 below. 

1.4.2.2 Provide a narrative describing why the proposed project area was chosen. 

Invenergy acquired the Project, formerly known as Sunrise Solar, from National Grid 

Renewables in 2021. The tiered evaluation below describes the general process by which 

Invenergy evaluated the state, region, and Project Area before and after acquiring the Project. 

 

Tier One Evaluation – State Level 

Invenergy reviewed several solar resource datasets to identify areas within the state with 

adequate solar resource necessary to make the Project economically feasible. Based on the data 

collected, southern Wisconsin was identified as having the strongest solar resource due to its 

solar irradiance and favorable weather patterns. 

 

Tier Two Evaluation – Regional Level  

Invenergy evaluated the following criteria at the regional level to identify a viable project area: 

 
 
1 U.S. Environmental Protection Agency (US EPA). 2024. RE-Powering Mapper - Geospatial information for 

Brownfield Properties with latitude/longitude data. 
2 https://dnr.wisconsin.gov/topic/Brownfields/WRRD.html 
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• Location of existing transmission infrastructure thought suitable for interconnection and 

market access; 

• Topography that would require minimal grading to accommodate project engineering and 

design parameters; 

• Availability of land to accommodate this size project and compatibility with existing land 

uses including consideration of existing land cover; 

• Preliminary review of environmentally sensitive areas, such as parks, wetlands, 

waterbodies, and habitats; and 

• Community and landowner support and acceptance of a renewable energy project. 

 

Tier Three Evaluation – Project Area Level 

Once the Project Area was identified and determined viable through the Tier Two Evaluation, 

Dawn Harvest Solar continued to collect data, refine placement of the solar arrays based on 

engineering and design parameters, and conduct landowner meetings and community 

engagement to solicit public input. Dawn Harvest Solar evaluated the following criteria within 

the Project Area for the Tier Three Evaluation: 

• Existing infrastructure; 

• Topography; 

• Land use and zoning; 

• Property rights; 

• Geology; 

• Soils; 

• Existing vegetative communities; 

• Sensitive habitats; 

• Threatened and endangered species; 

• Cultural resources; 

• Wetlands; 

• Waterways; 

• Floodplains; 

• Noise; 

• Glare; 

• Aviation; 

• Recreation and publicly owned lands; 

• Efficiency of construction and conformity to uniform power blocks; and 

• Public outreach and community feedback. 

 

To minimize environmental impact, and in consideration of the above-referenced criteria, the 

Project primarily proposes utilizing relatively flat, open terrain, which should require minimal 

grading, and minimal clearing of wooded areas. Where possible, the Project Layout utilizes 

symmetrical 4.2 MW power blocks and sites solar modules on parcels in proximity to each other 

to maximize electrical efficiency; simplify design, construction, and operation; and minimize the 

cost and environmental impact of the Project. 
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1.5 Utilities (CPCN or CA) and IPPs (CPCN) – Site Selection 

1.5.1 List the individual factors or characteristics used to select the proposed and 

alternative panel sites (arrays). 

Within the Project Area, the Proposed and Alternative Array Areas were selected based on the 

criteria identified in the Tier Three Evaluation outlined in Section 1.4.2.2. 

 

Dawn Harvest Solar believes that the most efficient Project design can be attained by 

constructing uniform power blocks. A “power block” is a modular building block from which a 

utility-scale solar energy generation facility can be constructed. In an ideal configuration, a 

power block is rectangular in shape with an inverter in the center and the surrounding acres being 

used to host solar modules that feed electricity to that inverter.  

 

To the extent any Proposed Array Area is determined by the Commission to be non-optimal for 

Project infrustructure, Dawn Harvest Solar respectfully requests the Commission to consider the 

practical effects on Project design and constructability of such a decision, and to the extent 

possible, retain uniform power blocks. If a specific portion of the Proposed Array Area is 

rejected for construction and a power block cannot be shifted, the result would be suboptimal. 

Dawn Harvest Solar seeks to utilize uniform power blocks with practices and equipment of 

industry leading quality and the closer the Project can adhere to this standard, the more efficient 

design, construction, and operation will be and, thus, the more economical the Project will be. 

 

Dawn Harvest Solar respectfully requests that the PSC review the Proposed and Alternative 

Array Areas and approve all locations deemed suitable for use by Dawn Harvest Solar. If 

specific portions of the designated Proposed Array Areas are determined to be unsuitable, Dawn 

Harvest Solar will make every effort to reconfigure the remaining, approved Array Areas to 

retain complete and uniform power blocks, rather than designing areas for partial and/or non-

uniform power blocks. 

1.5.2 Provide information on how site characteristics and the type/s of panels chosen 

factored into the selection of the final panel sites. 

Site characteristics were considered as described in Sections 1.4.2 and 1.5.1. The conceptual 

design for the Project utilizes LONGi LR5-72HBD 555M solar modules; SMA SC 4200 UP 

inverters; and NEXTracker Horizon SPT tracking systems. During the procurement process, 

Dawn Harvest Solar will analyze current market offerings to make a final selection on solar 

module, inverter, and tracking system equipment. Dawn Harvest Solar will take into balanced 

consideration the cost, efficiency, and technology available during the procurement process, 

which may include higher wattage solar modules, potentially leading to fewer total solar modules 

installed. The final Project Layout will be optimized for the final equipment selected. Example 

equipment under consideration is provided in Appendix B. 

1.5.3 Setback distances 

1.5.3.1 Provide the minimum setbacks and reasons for those setback distances for both 

boundary fences and solar panels from: 
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• residences 

• property lines 

• other buildings (e.g., animal barns, storage sheds) 

• roads 

• wetlands and waterways 

• any other features. 

Dawn Harvest Solar selected the minimum setback distances provided in Table 1.5.3.1 below to 

ensure safe construction, operation, and maintenance of the Project. The minimum setback 

distances take into consideration property rights, local zoning, avoidance of impacts on sensitive 

infrastructure and environmental features, and the generally innocuous nature of the Project. The 

minimum setback distances are conducive to continued agricultural use on non-participating 

agricultural properties and maximize the use value of the land for participating landowners in a 

manner that prevents the unnecessary creation of uneconomical or otherwise unfarmable strips of 

land. 

 

Table 1.5.3.1 Minimum Setback Distances 

Type Distance to Solar Modules Distance to Fences 

Residences 150 feet 28 feet  

Non-Participating 

Property Lines 

28 feet 8 feet  

Other Buildings 28 feet 8 feet 

Arterial Highways  150 feet from centerline or 100 

feet from ROW, whichever is 

greater. 

8 feet from ROW. 

Collector Roads 125 feet from centerline or 75 feet 

from ROW, whichever is greater. 

8 feet from ROW. 

Local Roads 85 feet from centerline or 75 feet 

from ROW, whichever is greater. 

8 feet from ROW. 

Railroads 78 feet (based on assumed 100-

foot ROW). 

58 feet (based on assumed 100-

foot ROW). 

Natural Gas Pipelines 53 feet (based on assumed 50-foot 

ROW). 

33 feet (based on assumed 50-foot 

ROW). 

Transmission Lines 53 feet (based on assumed 50-foot 

ROW). 

33 feet (based on assumed 50-foot 

ROW). 

Wetlands Target of 50 feet where 

practicable, depending on wetland 

type.  

Target of 50 feet where 

practicable, depending on wetland 

type.  

Waterways 75 feet from OHWM of navigable 

waterways. 

75 feet from OHWM of navigable 

waterways. 

Floodplain 28 feet Target of 8 feet where practicable. 
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During final engineering, if ROW distances are determined to be greater than the assumptions 

listed in Table 1.5.3.1 for railroads, natural gas pipelines, and transmission lines, Dawn Harvest 

Solar will ensure both solar modules and fences are set outside of these ROWs. 

1.5.3.2 Identify any sites where non-participating “good neighbor” agreements have 

been executed. 

Dawn Harvest Solar initiated a Good Neighbor Program in April 2024 with the goal of including 

adjacent residential property owners as participants in the Project. All owners of residential 

property adjacent to Proposed and Alternative Array Areas have been invited to participate. No 

good neighbor agreements have been executed to date. Communication with adjacent non-

participating residential property owners will continue throughout all phases of the Project 

lifecycle. 

1.5.3.3 Status of easement agreements: 

1.5.3.3.1 Identify all project sites with easement agreements that have been signed. 

1.5.3.3.2 Identify all sites where easement agreements have not been signed and provide a 

short description of the status of negotiations. 

Please refer to Table 1.5.3.3 below. An amendment to the solar easement agreement for parcel 

APN 020 013001 is currently in negotiations and is anticipated to be executed in the near future. 

An amendment to the Transmission Easement Agreement for parcels APN 020 003003 and 020 

003008 is currently in negotiations and is anticipated to be executed in the near future. 

 

Table 1.5.3.3 Landowner Agreement Type and Status 

Landowner Name Agreement Type Status Parcel APN(s) 

Hill O’Farms, Inc Solar Easement Agreement Signed 014 075006 

020 001004001 

020 001005 

020 003001 

020 003002 

020 004002 

Frosty View Farms, LLC Solar Easement Agreement Signed 020 00200101 

020 002002 

020 002009 

William M. Donovan Solar Easement Agreement Signed 014 076008 

Parr Farm, LLC Solar Easement Agreement Signed 020 005006 

Darlene A. Becker Revocable 

Trust 

Solar Easement Agreement Signed 014 076009 

014 077006 
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Table 1.5.3.3 Landowner Agreement Type and Status 

Landowner Name Agreement Type Status Parcel APN(s) 

DLB Properties, LLC Solar Easement Agreement Signed 014 07700302 

Harry E. Roberts and Sharon 

A. Roberts 

Solar Easement Agreement Signed 020 013001 

John A. Manthey Revocable 

Living Trust 

Solar Easement Agreement Signed 014 064005 

014 064007 

WIL-HU Acres LLC Solar Easement Agreement Signed 020 005002 

Allen T. Dorr and LaVonne B. 

Dorr 

Solar Easement Agreement Signed 014 064003 

014 064004 

William G. and Marion G. 

Barlass 

Solar Easement Agreement Signed 014 077003 

Harvey H. Greinert Transmission Easement 

Agreement 

Signed 014 076001 

Riesterer Farms, LLP Transmission Easement 

Agreement 

Signed 020 004001 

Ed Leach Farms, Inc Transmission Easement 

Agreement 

Signed 020 002006 

Steven W. Brown Transmission Easement 

Agreement 

Signed 020 003003 

020 003008 

WJH Properties Transmission Easement 

Agreement 

Signed 020 00500101 

Mark S. Metcalf and Christine 

M. Metcalf 

Transmission Easement 

Agreement 

Signed 014 076002 

B&G Kraus Enterprises LLC Transmission Easement 

Agreement 

Signed 020 003004 

DLS Land, LLC Transmission Easement 

Agreement 

Signed 020 005005 

Sandra Metcalf Transmission Easement 

Agreement 

Signed 014 07600301 

Hill O’Farms, Inc. Purchase Option  In 

Negotiation 

020 003001 

1.5.4 Identify whether setbacks are consistent with local zoning (county or municipality) 

or if there are variations from local zoning setbacks, describe why. 

The minimum setback distances provided in Table 1.5.3.1 are generally consistent with the Rock 

County, Town of Harmony, and Town of La Prairie zoning ordinances. All categories of the 

setbacks described are consistent with the Rock County Zoning Ordinance. All categories of the 
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setbacks described are consistent with the Town of La Prairie and Town of Harmony zoning 

ordinances except for the single instance of setbacks from rear yards of nonparticipating 

landowners. This discrepancy arises because the Project is designed to maximize the use value of 

the land for participating landowners in a manner that prevents the unnecessary creation of 

uneconomical or otherwise unfarmable strips of land. 

1.6 Utilities Only – Cost 

1.6.1 Provide capital cost of the completed facility organized by Plant Account Codes 

(PAC) found in the PSC’s Uniform System of Accounts for Private Electric Utilities 

– 1/1/90.  Provide a breakdown within each PAC and a subtotal.  Include, at least, 

the following PACs: 

1.6.1.1 PAC 340 – Land and Land Rights 

1.6.1.2 PAC 341 – Structures and improvements (operation and maintenance (O&M) 

buildings, access roads) 

1.6.1.3 PAC 344 – Generators (foundations, engineering, procurement, construction 

management, erection) 

1.6.1.4 PAC 345 – Accessory Electrical Equipment (substation, meteorological towers, 

collector circuit system, SCADA 

1.6.2 Provide the complete terms and conditions of all lease arrangements. 

1.6.2.1 Site lease 

1.6.2.2 Neighbor or non-participant agreements 

1.6.2.3 Provide a statement demonstrating how conditions of Wis. Stat. § 

196.52(9)(a)3(b) have been met (this pertains to leased generation contracts). 

1.6.2.4 Affiliated interest approvals required.  Include those applied for or received. 

1.6.3 Discuss and provide the comparative costs of the alternatives identified and 

evaluated in Section 1.4. 

1.6.4 Describe the effect of the proposed project on wholesale market competition.  

Include a description of how, at the time of this filing, the proposed facility would be 

treated as an intermittent resource in the Midcontinent Independent System 

Operator, Inc. (MISO) market. 

1.6.5 Provide an estimate of the expected life span for the power plant. 

1.6.6 Describe how the facility would be decommissioned at the end of its life span. 

Describe expected decommissioning actions and timelines. 

1.6.6.1 Provide an estimate of the cost of and source of funding for decommissioning. 

State whether financial security would be provided to cover decommissioning 

costs, including the amount and time it would be provided. 

1.6.6.2 State how the start of decommissioning would be decided, including a description 

of what constitutes site abandonment. 

Sections omitted, only apply to utilities. 
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1.7 IPPs Only – MISO and Project Life Span 

1.7.1 MISO Market.  Describe how, at the time of this filing, the proposed facility would 

be treated as an intermittent resource in the MISO market. 

Intermittent resources in the MISO market, such as solar and energy storage, qualify to provide 

both energy and capacity so long as they are registered with MISO and deliverable to load via 

Firm Transmission Service or Network Resource Interconnection Service (“NRIS”). The GIA 

allocates NRIS for 120 MWAC of proposed capacity of the solar component of the Project plus an 

additional 50 MWAC for the BESS component of the Project. The GIA allocates Non-Firm 

Transmission Service or Energy Resource Interconnection Service (“ERIS”), for the entire 

Project capacity. During periods of grid congestion, the Project may be limited to delivering only 

the NRIS capacity allocated. 

 

MISO, in accordance with Federal Energy Regulatory Commission (“FERC”) acceptance of the 

Reliability Availability & Need seasonal capacity construct (ER22-495-000), developed four 

unique seasonal class-average capacity values for solar for Planning Year 2023-2024. The solar 

default seasonal capacity credits in Planning Year 2023-2024 are 50% for all seasons, with the 

exception of Winter 2023-2024 for which the solar default capacity credit is 5%. 

 

New solar resources with less than 30 consecutive days of metered output will receive the default 

solar capacity credit of 50% for summer, fall, and spring. In winter, the default solar capacity 

credit will be reduced to 5%. Solar resources with greater than 30 consecutive days of metered 

output are accredited based on their performance during specific seasonal peak hours as outlined 

in Appendix V of the MISO Resource Adequacy BPM-011, which outlines accreditation 

determinations based on average performance during hours ending 15, 16, and 17 for summer, 

fall, and spring, and hours ending 8, 9, 19, and 20 for winter. MISO will continue to use a 

deterministic accreditation methodology for new solar resources until sufficient front-of-meter 

solar resources are in operation to warrant performance of a solar capacity credit study. 

1.7.2 Provide an estimate of the expected life span for the power plant. 

The Project is anticipated to remain operational for approximately 35 years, but the actual life 

span may be longer. The lease agreements provide for a total operation period of 55 years. 

1.7.3 Describe how the facility would be decommissioned at the end of its life span. 

Describe expected decommissioning actions and timelines. 

Dawn Harvest Solar will be responsible for the removal of all aboveground equipment and 

underground equipment to a depth of 4 feet below ground surface. Dawn Harvest Solar reserves 

the right to seek to extend commercial operations by applying for an extension of any required 

permits. Subject to applicable regulatory approval, should Dawn Harvest Solar decide to 

continue operation, a decision will be made as to whether to upgrade the facility with newer 

technologies which may allow the Project to continue to produce energy efficiently and 

successfully for a longer duration. 

 

Decommissioning of the Project will include removal of solar modules, tracking systems, 

foundations, inverters, transformers, collector circuits and communication cables, and ancillary 
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equipment. Civil facilities, access roads, and array fences will be removed at the discretion of the 

landowner. Some Project facilities, such as the O&M Facility, Collector Substation, Gen-Tie 

Line, and BESS, may remain in use or be repurposed after the end of the useful life of the solar 

energy generating facility. Project facilities that remain in use or can be repurposed will not be 

removed during decommissioning. 

 

Standard decommissioning practices will be utilized, including dismantling and repurposing, 

salvaging/recycling, or disposing of the equipment. Decommissioned equipment and materials 

will be evaluated for recycling based on economic viability. Disposal of materials will be 

consistent with applicable regulations and industry standards. Dawn Harvest Solar anticipates 

decommissioning will take approximately 12 months. A detailed Decommissioning Plan is 

provided in Appendix D. 

1.7.3.1 Provide an estimate of the cost of and source of funding for decommissioning. 

State whether financial security would be provided to cover decommissioning 

costs, including the amount and time it would be provided. 

Westwood Professional Services, Inc. (“Westwood”) prepared a preliminary cost estimate for 

decommissioning the Project. Based on current pricing, technology, and regulatory requirements, 

the estimated net decommissioning cost (cost of decommissioning minus any potential estimated 

resale and salvage value revenue) resulted in a net surplus of approximately $10,313,100 for the 

initial period of Project operation. The cost estimate is non-binding and was based on 2024 

pricing for removal of components. 

 

Dawn Harvest Solar believes that, based on the potential resale and salvage value of the installed 

equipment, it is unnecessary to establish a decommissioning funding source at the early stages of 

operation. Dawn Harvest Solar proposes to update the Decommissioning Plan and cost estimate 

at the 10th anniversary of commercial operations. At the 10th anniversary of commercial 

operations, Dawn Harvest Solar will post a form of financial security, such as a surety bond, 

letter of credit, escrow account, reserve fund, parent guarantee or other suitable financial 

mechanism, if any estimated net cost of decommissioning exists. The Decommissioning Plan 

will be updated every 5 years thereafter and the financial security will be adjusted to be 

consistent with the then current estimated net decommissioning cost. 

1.7.3.2 State how the start of decommissioning would be decided, including a description 

of what constitutes site abandonment. 

At the end of commercial operation, Dawn Harvest Solar will assess whether to decommission 

the Project or seek to extend the life of the Project. Subject to applicable regulatory approval, 

should Dawn Harvest Solar decide to pursue continued operations, it will evaluate whether to 

continue with the existing equipment or to upgrade the facility with newer technologies. If Dawn 

Harvest Solar does not pursue continued operation or repowering of the Project, the 

decommissioning process will begin when Dawn Harvest Solar determines the Project is 

discontinued or after approximately one year without energy production. In the unlikely event 

that the decommissioning process is not complete within 12 months following the termination of 

commercial operations, the Project will be considered abandoned. 
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1.7.3.3 State whether a participating landowner could be responsible for 

decommissioning costs in any situations. 

Participating landowners will not be responsible for decommissioning costs in any situation. 

1.8 Utilities and IPPs – Required Permits and Approvals 

1.8.1 Approvals and Permits.  For each of the regulatory agencies listed below provide the 

following information: 

• regulatory agency, 

• the approvals/permits required, 

• application filing date, 

• the status of each application, 

• agency contact name and telephone number. 

1.8.1.1 Federal 

1.8.1.1.1 Federal Aviation Administration (FAA) 

1.8.1.1.2 U.S. Army Corps of Engineers 

1.8.1.1.3 U.S. Fish and Wildlife Service 

1.8.1.1.4 Other federal agencies not listed above 

1.8.1.2 State 

1.8.1.2.1 WisDOT 

1.8.1.2.2 DNR 

1.8.1.2.3 DATCP 

1.8.1.2.4 Other state agencies not listed above 

1.8.1.3 Local Permits – including county, town, city, and village 

All potentially applicable and evaluated federal- and state-level permits that may be necessary 

for the construction of the Project are identified in Table 1.8.1 below. Permits to be applied for 

will be determined based on Dawn Harvest Solar’s final engineering following issuance of a 

Final Decision in the CPCN proceeding. In addition to the permits identified in Table 1.8.1, 

Dawn Harvest Solar may apply for local permits to facilitate cooperation with local 

governments. In the event local permits are withheld or delayed subsequent to the issuance of a 

CPCN, installation and utilization of the facility may nevertheless proceed under Wis. Stat. § 

196.491(3)(i). 

 

Table 1.8.1 Potentially Applicable Permits 

Agency Permit/Notice Notes 
Filing 

Date 

Status 

Federal 

United States Army Corps 

of Engineers 

Section 401 Water 

Quality Certification 

The Project is designed to 

avoid impacts to 

N/A Not 

required 
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Table 1.8.1 Potentially Applicable Permits 

Agency Permit/Notice Notes 
Filing 

Date 

Status 

jurisdictional water 

resources. 

United States Army Corps 

of Engineers 

Section 10 Waterway 

Permit 

The Project is designed to 

avoid impacts to 

jurisdictional water 

resources. 

N/A Not 

required 

United States Army Corps 

of Engineers 

Section 404 Wetland 

Permit 

The Project is designed to 

avoid impacts to 

jurisdictional water 

resources.  

N/A Not 

required 

United States Fish and 

Wildlife Service 

 

Endangered Species 

Act Review 

The Project is designed to 

avoid impacts to 

threatened and endangered 

species and critical 

habitat. 

N/A Not 

required 

Federal Aviation 

Administration 

CFR Title 14 Part 77.9 

Notice 

The Notice Criteria Tool 

determined that notice for 

the Gen-Tie Line may be 

required. 

Anticipated 

Q3 2025 

In 

progress 

State 

Public Service Commission 

of Wisconsin 

Certificate of Public 

Convenience and 

Necessity 

Required for construction 

of a large electric 

generating facility. 

4/30/2024 In 

progress 

Wisconsin Department of 

Natural Resources 

EAS 

Geri Radermacher – 

Wetland Regulatory/Zoning 

Specialist 

262-574-2153 

Geri.Radermacher@wiscon

sin.gov 

Wetland Fill Permit 

(Wis. Stat. Ch. 281) 

The Project is designed to 

avoid impacts to 

jurisdictional water 

resources. 

N/A Not 

required 

Wisconsin Department of 

Natural Resources 

EAS 

Construction 

Affecting Navigable 

Waterways (Wis. Stat. 

Ch. 30) 

The Project is designed to 

avoid impacts to 

jurisdictional water 

resources.  

N/A Not 

required 
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Table 1.8.1 Potentially Applicable Permits 

Agency Permit/Notice Notes 
Filing 

Date 

Status 

Geri Radermacher – 

Wetland Regulatory/Zoning 

Specialist 

262-574-2153 

Geri.Radermacher@wiscon

sin.gov 

Wisconsin Department of 

Natural Resources 

Melissa Yarrington 

715-401-1794 

Melissa.Yarrington@wisco

nsin.gov 

Wisconsin Pollutant 

Discharge Elimination 

System Construction 

Site Stormwater 

General Operating 

Permit (Wis. Stat. Ch. 

283, Wis. Admin. 

Code Ch. NR 216 & 

NR 151) 

Required for land 

disturbance or 

construction activities that 

disturb one or more acres 

with a point source 

discharge to surface 

waters of the United 

States. 

Anticipated 

Q1 2025  

Not 

started 

Wisconsin Department of 

Natural Resources 

EAS 

Stacy Rowe 

Endangered and Threatened 

Resources Review 

608-228-9796 

Incidental Take of 

Threatened or 

Endangered Resource 

(Wis. Stat. Ch. 29) 

The Project is designed to 

avoid impacts to state 

listed species. 

N/A Not 

required 

Wisconsin Department of 

Natural Resources 

Bureau of Drinking and 

Groundwater 

Deborah Lyons-Roehl 

Operations Program 

Associate 

608-267-9350 

Deborah.LyonsRoehl@wisc

onsin.gov 

Private Well 

Notification Number 

and Approval  

Required for construction 

of a private well. 

Anticipated 

Q1 2025  

Not 

started 

Wisconsin State Historical 

Society Historic 

Preservation Office 

Chip Brown 

(608) 264‐6508 

Section 106 of the 

National Historic 

Preservation Act 

Review 

The Project is designed to 

avoid impacts to cultural 

resources. 

N/A Not 

Required 

Wisconsin Department of 

Transportation 

Bureau of Highway 

Maintenance 

P.O. Box 7980 

Oversize-Overweight 

Vehicle Permit 

Required for any vehicles 

exceeding posted limits on 

state roads. 

Anticipated 

Q1 2025 

Not 

started 
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All direct wetland and waterway impacts will be avoided through adjustment of the final Project 

Layout to avoid field-verified resources, or through construction methods (i.e. directional boring 

of underground collector circuits and siting of surface disturbance outside the boundaries of 

Table 1.8.1 Potentially Applicable Permits 

Agency Permit/Notice Notes 
Filing 

Date 

Status 

Madison, WI 53707-7980 

608-266-7320 

Oversize-

permits.dmv@dot.wi.gov 

Wisconsin Department of 

Transportation 

SW Region 

Bob Fasick 

Bureau of Highway 

Maintenance 

608-266-3438 

robert.fasick@dot.wi.gov 

 

Connection Permit Required for construction 

of driveway or 

public/private road on 

property abutting a state 

highway. 

To be 

determined  

Not 

started 

Wisconsin Department of 

Transportation 

Bureau of Highway 

Maintenance 

Bob Fasick 

4822 Madison Yards Way, 

5th Floor South 

Madison, WI 53705 

(608) 266-3438 

robert.fasick@dot.wi.gov 

Right-of-Way Permit Required for any 

construction in a state 

highway right-of-way. 

Anticipated 

Q1 2025  

Not 

started 

Wisconsin Department of 

Transportation 

Bureau of Highway 

Maintenance 

Bob Fasick 

4822 Madison Yards Way, 

5th Floor South 

Madison, WI 53705 

(608) 266-3438 

robert.fasick@dot.wi.gov 

Utility Permit Required for construction 

or maintenance of a utility 

facility in state highway 

right-of-way. 

Anticipated 

Q1 2025  

Not 

started 

Wisconsin Department of 

Safety and Professional 

Services 

608-266-2112 

Electrical and 

Plumbing Plan Review 

Required for installation 

of electrical, plumbing, 

and certain mechanical 

systems in a commercial 

building. 

Anticipated 

Q1 2025  

Not 

started 
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wetlands and waterways). As such, United States Army Corps of Engineers (“USACE”) Section 

401, 10, and 404 permits, and WDNR Chapter 281 and 30 permits related to wetland or 

waterway impacts will not be required. 

 

No endangered species impacts are anticipated that would necessitate permits from the United 

States Fish and Wildlife Service (“USFWS”) or WDNR. Agency feedback received indicates 

there are no actions required to avoid impacts to special-status species and resources. 

 

No impacts to cultural resources are anticipated that would necessitate Section 106 review under 

the National Historic Preservation Act (“NHPA”). 

1.8.2 Correspondence with Permitting Agencies.  Provide copies of correspondence to and 

from state and federal agencies that relate to permit approval, compliance approval, 

or project planning and siting.  Provide copies of any correspondence to or from 

local governments.  This should continue after submittal of the application. 

Copies of official correspondence to and from state and federal agencies that relate to permit 

approval, compliance approval, or Project planning and siting since Invenergy acquired the 

Project are provided in Appendix E, except for the current WDNR Endangered Resource 

Review (“ERR”) and USFWS Information for Planning and Consultation (“IPaC”) Official 

Species List, which are provided in Appendix F and the Navigability Determination Request 

(“NDR”) which is provided in Appendix M. Section 7.2 contains detailed information regarding 

Dawn Harvest Solar’s public outreach efforts. Dawn Harvest Solar will continue to correspond 

with permitting agencies as applicable throughout the lifecycle of the Project. 

2. Technical Description – Project Area, Arrays, Panels, and Ancillary 

Facilities 

2.1 Estimated Solar Resource and Projected Energy Production 

Provide a complete energy production assessment for the project.  This report 

should include, at a minimum: 

2.1.1 Solar resource data used in analysis. 

To evaluate the solar energy resource for the Project, the SolarAnywhere version 3.7 typical 

meteorological year (“TMY”) dataset, provided by Clean Power Research, was used. The 

SolarAnywhere data was input to the PVsyst software program for resource and energy 

production analysis. PVsyst is considered the industry standard for this analysis. SolarAnywhere 

uses an algorithm to estimate typical annual solar global horizontal irradiance (“GHI”) from 22 

years of geosynchronous satellite data. SolarAnywhere GHI data is shown to be accurate within 

+/- 4.5% on an annual basis with 95% confidence. The model is shown to be consistent spatially 

and across over two decades of record. The TMY file was then used to simulate a typical full 

year of production with PVsyst. The PVsyst model output information is provided in Appendix 

G. Table 2.1.1 below provides a summary of available solar energy irradiance throughout the 

year. 
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Table 2.1.1 Global Horizontal Irradiance on PV Plane (kWh/m2) 

Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec Year 

54.3 74.6 115.0 138.7 168.5 186.0 193.3 165.1 128.5 85.6 54.6 44.7 1408.8 

2.1.2 Gross and net capacity factor (explain the method used to calculate the capacity 

factors and provide the data used). 

Capacity factor is defined as the ratio of the electricity generated, for the time considered (one 

typical meteorological year, or 8,760 hours), to the energy that could have been generated at 

continuous full-power operation (150 MWAC) during the same period. Gross capacity factor is 

measured at the point of generation, the solar module, and net capacity factor is measured at the 

point of interconnection, net of any system losses. With these definitions, the Project will have 

an estimated year one gross capacity factor of approximately % and an estimated net capacity 

factor of approximately %. These values were calculated utilizing the PVsyst modeling 

software and realistic loss assumptions based on years of solar energy generation facility 

operational experience. 

2.1.3 Estimated energy production of project. 

2.1.3.1 Estimated production losses. 

Energy losses within the system include electrical losses in the electrical collection system and 

Gen-Tie Line and energy conversion losses within the inverters, transformers, and other 

electrical equipment. Additional losses may also be incurred due to factors such as soiling of the 

solar modules, temperature, shading, and mechanical availability. Taking these factors into 

account, energy production losses are estimated to be approximately 15% of the maximum 

output of the Project. Individual loss factors are provided in Appendix G. 

2.1.3.2 Estimated net energy production. 

Dawn Harvest Solar estimates the net energy production will be approximately  MWh in 

the first year of operation. Annual energy production output will depend on final design and 

equipment selection, array placement and configuration, and annual variability in solar resource. 

The energy production modeling report is provided in Appendix G. 

2.2 Solar Panel Type and Characteristics 

2.2.1 Identify the manufacturer and model of solar panel to be used.  (If no Panel 

Purchase Agreement has been signed, applicants should identify the panel or panels 

being considered.  It is acceptable to identify a range by providing information on 

the largest and smallest panel being considered, however, consult with Commission 

staff prior to preparing the application). 

Solar modules produced by several manufacturers are under consideration for the Project 

including Hyperion Solar, Runergy, Canadian Solar, JA Solar, Jinko, Longi, Illuminate, Risen, 

and Trina. Example solar modules under consideration are provided in Appendix B. During the 

procurement process, Dawn Harvest Solar will analyze current market offerings to make a final 

selection on solar module equipment. 
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Examples of solar module models that are available at this time that may be utilized are the 

Longi LR4-72HBD (450 W) on the low wattage end and the Canadian Solar HiKu7 Mono (665 

W) on the high wattage end. While these two solar modules are examples of equipment that may 

be installed, Dawn Harvest Solar will take into balanced consideration the cost, efficiency, and 

technology available during the procurement process. Given the continuous advancement of 

solar module technology, solar modules considered during procurement may include higher 

wattage solar modules, potentially leading to fewer total solar modules installed. It is also 

possible that a different manufacturer of a substantially similar product may be selected during 

the procurement process. 

 

The solar module market can be impacted by tariffs or global supply chain issues and new 

product variants (e.g. higher efficiency or higher wattage per module options) are being 

introduced at a rapid pace. As such, it is important to maintain as much flexibility as possible in 

the individual supplier and technology choice until procurement to maximize the economic 

viability of the Project. 

2.2.2 Panel delivery date – Indicate whether or not this date is firm. 

Panel deliveries are anticipated to begin in Q3 of 2025. This date is not firm. 

2.2.3 Total number of panels required for project. 

Based on the current solar module wattages under consideration, the final solar module count 

could range from 293,233 to 433,333. 

2.2.4 Technical characteristics of panels. 

2.2.4.1 Panel physical dimensions. 

The dimensions for the LONGi LR5-72HBD 555M solar module utilized in the Project Layout 

are 2278 x 1134 millimeters (approximately 7.5 x 3.7 feet). If a different solar module is selected 

during procurement, it is anticipated that the dimensions will be similar. 

2.2.4.2 Panel material/type. 

Each solar module is made from semiconductive layer of crystalline silicon cells or thin film 

compound, conductive metals, anti-reflective glass, aluminum frames, and weather-resistant wire 

connectors. 

2.2.4.3 Any surface treatment of panels. 

During the manufacturing process, the solar module manufacturers identified in Section 2.2.1 

treat the surface of each solar module with an anti-reflective coating to minimize glare and 

increase efficiency. 

2.2.4.4 Panel power curve (provide actual data – solar resource and rated output needed 

to create the curve). 

Power curves for a variety of solar modules under consideration are provided in Appendix B. 
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2.2.4.5 Panel tolerances for extreme weather events or physical damage. 

Dawn Harvest Solar will procure equipment designed to ensure the highest level of operability 

and reliability across the range of anticipated environmental conditions for the lifetime of the 

Project. Extreme weather conditions of concern for solar modules generally occur during high 

wind events, hailstorm events, and heavy snow loading events. The solar modules procured for 

the Project will meet international standards for resisting hail damage and operating 

temperatures. Solar modules will be rated to resist hail damage from a 25-millimeter hailstone at 

a speed of 23 meters per second and operate between -40° to +85° Celsius. 

2.2.5 Technical characteristics of inverters. 

The dimensions for the SMA SC 4200 UP inverter utilized in the Project Layout are 2780 

(width) x 2318 (height) x 1588 millimeters (depth) (approximately 9.1 x 7.6 x 5.2 feet). The 

SMA SC 4200 UP inverter has a rating of 4.2 MWAC. Inverters produced by several 

manufacturers are under consideration for the Project including Power Electronics, TMEIC, 

SMA, GE, and Sungrow. Example inverters under consideration are provided in Appendix B. 

During the procurement process, Dawn Harvest Solar will analyze current market offerings to 

make a final selection on inverter equipment. Pad mounted transformers will also be co-located 

on the inverter skids. The pad mounted transformers will be approximately 10 feet wide and 

long, and approximately 8 to 10 feet tall. 

2.2.6 Technical characteristics of any tracking systems, panel supports, and racking. 

2.2.6.1 Type of material used for supports and racking. 

Array foundations will be constructed of steel, potentially requiring galvanization based on soil 

corrosivity. Racking will be constructed of galvanized steel, stainless steel, and/or aluminum. 

2.2.6.2 Tracking system used. 

The Project Layout utilized the NEXTracker Horizon SPT. Tracking systems produced by 

several manufacturers are under consideration for the Project including Soltec, Array 

Technologies, and Nextracker. Example tracking systems under consideration are provided in 

Appendix B. During the procurement process, Dawn Harvest Solar will analyze current market 

offerings to make a final selection on tracking system equipment. 

 

Tracking systems under consideration include a one-module-in-portrait configuration that would 

consist of north-south tracker rows of single modules in a portrait, or vertical, configuration 

when viewed at an angle perpendicular to the axis of the tracking system, and a two-module-in-

portrait configuration that would consist of north-south tracker rows of two modules. The one-

module-in-portrait system would require array foundations with approximately 4 feet of reveal 

height out of the ground, an overall tip height in the range of 8 to 10 feet when the modules are 

tilted at maximum angle, ground clearance of approximately 18 inches, and array foundations 

spaced approximately every 20 feet. The two-module-in-portrait system would require array 

foundations with approximately 8 feet of reveal, an overall tip height of approximately 15 feet, 

the same 18 inches of ground clearance, and array foundations spaced approximately every 40 

feet. 
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2.2.6.3 Dimensions and number of sections required. 

The Project may require different tracking configurations depending on the final Project Layout 

and equipment procured. Example tracking systems under consideration are provided in 

Appendix B. Assuming the Project exclusively procured LONGi LR5-72HBD 555M solar 

modules and NEXTracker Horizon SPT trackers, approximately 3,400 four-string trackers, each 

approximately 410 feet x 7.5 feet, would be required to achieve the 195 MWDC nameplate 

capacity of the Project. 

2.2.6.4 Typical distances between rows, access roads, and fences. 

Distances between tracker rows will range from approximately 10 to 30 feet. Tracker rows will 

typically be at least 4 feet from access roads and 20 feet from fences. Final distances will depend 

on the tracker system(s) and solar module(s) procured and incorporated during final engineering. 

2.2.6.5 Highest and lowest points of panels during daily rotation. 

At maximum tilt, the highest point of the solar modules will be no more than approximately 15 

feet above ground surface and the lowest point will be no less than 18 inches above ground 

surface. 

2.2.6.6 Operational actions in case of extreme weather events.  Include descriptions of 

actions in response to high wind events, as well as snow or ice removal. 

Tracking system components and foundation pile sizes and depths will be designed in 

compliance with the latest edition of American Society of Civil Engineers (“ASCE”) 7 for wind 

and snow loads. During extreme weather events, the tracking systems will rotate to reduce the 

degree of load experienced on the solar modules and underlying foundations protecting them 

from high directional winds. Likewise, the solar modules will be rotated to avoid snow loading. 

Additionally, the use of bifacial solar modules can help reduce the period during which snow or 

ice cover the top of the solar modules by enabling solar irradiance reflected off the high albedo 

ground surface of fresh snow to penetrate through the clear back sheet and accelerate snow melt 

while simultaneously increasing efficiency. 

2.2.6.7 Panel tolerance for placement on slopes. 

The tracker systems under consideration can accommodate 15% north to south slopes and 

unlimited slopes in the east to west direction. 

2.2.7 Scale drawings of a typical panel row including inverter pad and transformer box. 

A typical solar array configuration schematic is provided in Appendix C. 

2.2.8 Provide information on any perimeter fencing that would be used around the solar 

PV arrays.  Describe any requirements on the fencing around the PV sites.  

Fencing around the solar arrays will be up to 8 feet high and comply with National Electrical 

Code Section 110.31. No barbed wire will be used on the solar array fencing and “agricultural” 

or “deer fence” will be used, unless required otherwise by applicable codes, standards, rules, or 

regulations. Dawn Harvest Solar will raise solar array fencing 6 inches off the ground, utilize a 
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weave with 7 x 12-inch openings at the base, or create approximately one-foot by one-foot 

openings along the bottom of the fence in strategic locations, such as locations abutting natural 

habitats or natural travel corridors, to facilitate small animal movement. 

2.3 Other Project Facilities 

2.3.1 Site Construction Area.  Describe the site construction area.  Include the number of, 

location, and dimensions for: 

2.3.1.1 Solar arrays, proposed and alternative. 

The Project Layout contains 16 fenced Array Areas shown in Figures 4.1.1 and 4.1.2 in 

Appendix A. Within the fenced Array Areas, 13 sites are designated as Proposed Array Areas 

and 19 sites are designated as Alternative Array Areas. The Power Block Configuration Map in 

Appendix C illustrates how the Project Layout may be divided into approximately 50 complete 

power blocks utilizing 4.2 MW inverters where possible for representative purposes. Of the 50 

power blocks shown, 39 are designated as Proposed Array Power Blocks and 11 are designated 

as Alternative Array Power Blocks. 

2.3.1.2 Lay-down/staging areas. 

The Project’s construction contractor will establish an approximately 15-acre temporary general 

construction laydown yard that will include construction trailers with administrative offices, 

employee parking, water service, power service, tool sheds, storage containers, and a laydown 

area for equipment and material delivery and storage. The preliminary location for the temporary 

general construction laydown yard is shown in Figures 4.1.1 and 4.1.2 in Appendix A. 

Additional temporary laydown/staging areas may be needed during construction within the Array 

Areas, Gen-Tie Line ROW, Collector Substation, O&M Facility, and BESS. 

2.3.1.3 Parking area. 

Temporary parking for construction activities will be provided in the laydown/staging areas. 

2.3.1.4 Provide a scale drawing showing the general construction setup for the solar 

array sites. 

A typical solar array configuration schematic showing the general construction setup is provided 

in Appendix C. 

2.3.2 Collector Circuits. 

2.3.2.1 Total number of miles of collector circuits required – separated by circuit type 

(overhead vs. underground). 

The Project Layout includes 24.74 miles of underground collector circuits to connect the 

Proposed and Alternative Arrays to the Collector Substation and 0.27 miles of underground 

collector circuits to connect the BESS to the Collector Substation. No overhead collector circuits 

are anticipated for the Project. The total length of collector circuits in the final Project Layout 

will depend on final engineering design. 
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2.3.2.2 Specify the collector circuit voltage to be used. 

The AC collector circuits will operate at 34.5 kV. 

2.3.2.3 Transformer type, location, and physical size of transformer pad at each site. 

Transformers will be co-located on inverter skids and will be 3-phase, up to 4600 kVA, 34.5 kV 

on the high side, and will be oil or air cooled. The transformers will be approximately 10 feet 

wide and long, and approximately 8 to 10 feet tall. Examples of transformers on inverter skids 

are provided in Appendix B. 

2.3.2.4 Underground collector circuits. 

2.3.2.4.1 Conductor to be used. 

The underground collector circuits will contain copper or aluminum cable with a concentric 

neutral and 105° Celsius XLPE jacket. Conductor sizes up to 1500 KCMiL will be used. 

2.3.2.4.2 Describe installation type and how lines would be laid (open-cut trench, vibratory 

plow, directional bore, etc.).  Provide scale drawing of underground circuit. 

Collector circuits will be installed using open-cut trenches, plows, or directional bores depending 

on conditions and location. Construction details for these installation methods are provided in 

Appendix C. All delineated wetland and waterway, roadway, railroad, and natural gas pipeline 

crossings will be directionally bored. Scale drawings of underground collector circuits are 

provided in Appendix B. 

2.3.2.4.3 Depth and width of trench, and minimum depth of soil cover over circuits (if 

applicable). 

Underground collector circuits will typically be direct buried in native soil arranged in a 

triangular configuration with 36 to 60 inches of cover in a 12- to 18-inch-wide trench depending 

on final engineering. Underground collector circuits routed in parallel will be separated to 

maintain cable ampacity. 

2.3.2.5 Overhead collector circuits. 

2.3.2.5.1 Size of pole to be used. 

2.3.2.5.2 Engineering drawing of structure to be used. 

No overhead collector circuits are anticipated for the Project. 

2.3.3 Site Foundations.  Describe the type of foundation or foundations to be used for 

each part of the project.  If more than one type of foundation may be needed 

describe each and identify under what circumstances each foundation type would be 

used.  Include the following: 

2.3.3.1 Describe how the panel and inverter foundations would be installed (e.g. direct 

imbed, excavation for pouring of concrete footings, etc.). 
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In accordance with the Preliminary Geotechnical Engineering Report provided in Appendix H, 

Dawn Harvest Solar expects to use driven piles for array, inverter, and BESS foundations. Piles 

will vary in size and embedment depth depending on localized geotechnical conditions. If pile 

refusal is expected or encountered due to shallow bedrock or other subsurface obstructions, 

alternate foundation installation techniques or designs such as pre-drilled, cast-in-place, or 

helical piles may be required. Concrete blocks may be used as part of the inverter and BESS pile 

foundations to distribute load and/or create a vault space for electrical wiring. Alternate 

foundation types for inverters and the BESS, such as concrete footings or pads, may be 

considered during final engineering. The main power transformers within the Collector 

Substation will be installed on a concrete slab foundation. 

2.3.3.2 Dimensions, surface area and depth required for each foundation. 

Foundation dimensions will be determined during final engineering. The Preliminary 

Geotechnical Engineering Report results indicate driven pile foundations for array, inverter, and 

BESS foundations will be W6x8.5 to W8x31 steel sections with approximately 7- to 22.5-foot 

embedment depths. The concrete slab foundation supporting the main power transformers within 

the Collector Substation will be the largest foundation at approximately 35 (length) x 50 (width) 

x 3 feet (depth). 

2.3.3.3 Amount of soil excavated for each foundation type. 

No soil excavation is required for driven piles, nor would it be required if helical piles are 

utilized. If a pile location requires pre-drilling or to be cast-in-place, then the hole will be 

augured with a negligible amount of material removed. If utilized, shallow concrete foundations 

for the inverters and BESS could displace approximately 16 cubic yards of soil, pending final 

engineering. Approximately 200 cubic yards of soil is anticipated to be excavated for the 

concrete slab foundation supporting the main power transformers within the Collector 

Substation, pending final engineering. 

2.3.3.4 Describe how excavated soils would be handled including disposal of excess soil. 

Excavated soils will be graded back in after construction and will not be graded into any 

agricultural land, pasture, or sensitive areas. Excess soil will be spread within the Project Area. 

In areas where grading is expected to exceed the depth of topsoil coverage based on geotechnical 

exploration, topsoil will be stripped, stockpiled, and maintained until its reapplication following 

subsoil grading. 

2.3.3.5 Materials to be used for the foundation.  Include: 

2.3.3.5.1 Approximate quantity and type of concrete required for typical foundation. 

Pending final engineering, concrete foundations will be standard reinforced concrete with 

compressive strength less than 5,000 pounds per square inch. The volume of concrete required 

for each foundation will be dependent upon final engineering. 

2.3.3.5.2 Materials required for reinforcement. 

Concrete foundations will be reinforced with steel rebar. 
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2.3.3.5.3 Description of the panel mounting system. 

The solar modules will be mounted to tracking systems. Typically, tracking systems consist of a 

bracket which secures the solar module to the top of a steel tube, often called a “torque tube,” 

which is connected to a gear and motor, and bolted to the racking superstructure. The racking 

superstructure is mounted to the top of the pile foundation. 

2.3.3.6 Provide technical drawings of each foundation type to be used showing 

foundation dimensions. 

Typical drawings of the array, inverter, BESS, and main power transformer foundation types are 

provided in Appendix C. Exact dimensions will be determined during final engineering. 

2.3.3.7 Describe how foundation or support installation would address the risk of frost 

heave on facilities. 

In accordance with the Preliminary Geotechnical Engineering Report provided in Appendix H, 

Dawn Harvest Solar expects the soils in the Project Area to be frost susceptible to a depth of 4 

feet. Foundation designs will account for ultimate adfreeze (frost heave) of 1,500 pounds per 

square foot acting to a depth of 2.7 feet below ground surface. A final geotechnical investigation 

will be completed prior to construction which will be used to determine final foundation designs. 

2.3.4 Access Roads 

2.3.4.1 Provide the total number and total miles required for access roads.  Provide the 

amounts for both temporary access (used during construction only) and 

permanent access (for long-term facility operation and maintenance) roads.  

State if any temporary access roads would be converted into permanent access 

roads. 

The Project Layout includes 11.6 miles of permanent access roads to connect the Proposed 

Arrays to public roadways, 2.6 miles of permanent access roads to connect the Alternative 

Arrays to public roadways, and 0.46 miles of permanent access roads to connect the Collector 

Substation, BESS, and O&M Facility to public roadways. The total number and length of 

permanent access roads in the final Project Layout will depend on final engineering. 

 

Temporary access roads are not anticipated for construction of the Project. If needed, temporary 

access roads will avoid all impacts to wetlands, waterways, sensitive species habitat, and cultural 

resources. No temporary access roads will be converted into permanent access roads. 

2.3.4.2 Describe materials to be used and methods for construction of temporary and 

permanent access roads, including road bed depth. 

Permanent access roads will be constructed by first removing the topsoil and organic material. 

The subgrade will then be compacted and constructed according to civil design requirements. 

Subgrade work will likely include cement stabilization or other treatments as needed to create a 

suitable base. A layer of road base will then be added and compacted. Road aggregate or fill will 

be a local pit run aggregate material that meets Wisconsin Department of Transportation 

(“WisDOT”) specifications. Dawn Harvest Solar expects to utilize up to 12 inches of aggregate 
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for access roads. A final geotechnical investigation will be completed prior to construction which 

will be used to determine final access road designs. 

2.3.4.3 Specify the required width of temporary and permanent access roads. Fully 

describe any differences between final road size and that required during 

construction. 

Permanent access roads connecting solar arrays to public roadways will be up to 20 feet wide 

and may be temporarily widened during construction to approximately 24 feet wide. Permanent 

access roads connecting the Collector Substation, BESS, and O&M Facility to public roadways 

will be up to 24 feet wide. 

2.3.4.4 Describe any site access control (e.g. fences or gates). 

Fencing around the solar arrays will be up to 8 feet high and comply with National Electrical 

Code Section 110.31. No barbed wire will be used on the solar array fencing and “agricultural” 

or “deer fence” will be used, unless required otherwise by applicable codes, standards, rules, or 

regulations. Dawn Harvest Solar will raise solar array fencing 6 inches off the ground, utilize a 

weave with 7 x 12-inch openings at the base, or create approximately one-foot by one-foot 

openings along the bottom of the fence in strategic locations, such as locations abutting natural 

habitats or natural travel corridors, to facilitate small animal movement. Fencing around the 

Collector Substation, BESS, and O&M Facility’s storage area will likely be a chain link design 7 

feet high topped with 1 foot of barbed wire. Fencing around the Collector Substation and BESS 

may be a solid wall design. Access to the Project will be limited to Project personnel, first 

responders, and approved contractors. Lockable gates will be installed at the Collector 

Substation, BESS, O&M Facility’s storage area, and array access road entrances. Landowners 

will not have access to the secured areas. 

2.3.4.5 Describe any setbacks from sensitive resources or storm water management 

considerations in road locations. 

Access roads have been sited to avoid sensitive resources. In general, access roads have been 

sited a minimum of 50 feet from delineated wetlands and 75 feet from delineated waterways. 

Final access road locations will comply with the construction performance standards in Wis. 

Admin. Code § NR 151.11. Best management practices (“BMP”) such as vegetative buffers 

and/or managed turf strips will be incorporated into the final Project Layout as needed to comply 

with WDNR standards. 

2.3.5 General Construction Areas 

2.3.5.1 Identify size, number, and location of laydown/staging areas outside of those 

found at the array sites and any other areas used for material storage. 

The Project’s construction contractor will establish an approximately 15-acre temporary general 

construction laydown yard that will include construction trailers with administrative offices, 

employee parking, water service, power service, tool sheds, storage containers, and a laydown 

area for equipment and material delivery and storage. The preliminary location for the temporary 

general construction laydown yard is shown in Figures 4.1.1 and 4.1.2 in Appendix A. 
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Additional temporary laydown/staging areas may be needed during construction within the Array 

Areas, Gen-Tie Line ROW, Collector Substation, O&M Facility, and BESS. 

2.3.5.2 Identify size and location of construction parking areas. 

Temporary parking for construction activities will be provided in the laydown/staging areas. The 

exact dimensions of the parking areas within the laydown/staging areas will be determined 

during final engineering. 

2.3.5.3 Describe the expected use of these areas after project completion. 

Laydown/staging areas that are incorporated in the final Project Layout will be revegetated in 

accordance with the Vegetation Management Strategy (“VMS”) provided in Appendix I for the 

designated ground cover for that area.  

 

Laydown/staging areas that are not incorporated in the final Project Layout will be revegetated in 

accordance with the VMS or returned to agricultural use and seeded by landowners in 

accordance with their land management program. After construction is complete, aggregate 

surfaces will be removed to a depth where clean aggregate without soil mixing can be retrieved. 

This aggregate may be applied throughout the Project on access roads as a final top layer. Once 

the aggregate is removed, the subgrade will be decompacted and topsoil will be evenly spread 

within the area. 

2.3.5.4 Provide a list of all hazardous chemicals to be used on site during construction 

and operation (including liquid fuel). 

The primary hazardous chemicals that will be present on-site during construction and operation 

are fuel for vehicles and construction equipment, oil in the transformers at the Collector 

Substation and inverter skids, and heating fuel for the O&M Facility. Smaller quantities of 

additional chemicals will also be used during operation and maintenance activities including 

paints, lubricants, and cleaning products. 

 

The following are hazardous materials found in common lithium-ion batteries. Final materials 

will be dependent on final equipment selection, but the list below is representative of batteries 

Dawn Harvest Solar will use. 

• Graphite (used in pencils) 

• Lithium Iron Phosphate 

• Acetylene (used for welding and cutting) 

• Fluoride Polymers (used in high purity plastics applications such as wiring insulation and 

piping) 

• Lithium Hexafluorophosphate 

• Various Organic Solvents 

2.3.5.5 Discuss spill containment and cleanup measures including the Spill Prevention, 

Control, and Countermeasures (SPCC) and Risk Management planning for the 

chemicals proposed. 
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A Spill Prevention, Control, and Countermeasure (“SPCC”) Plan complying with all EPA and 

state law requirements will be developed for both construction and operation of the Project. Spill 

kits will be available on-site, and training, inspection protocols, and response procedures will be 

established in the SPCC Plan. The SPCC Plan will be developed and implemented after initial 

construction mobilization to the site, but prior to storage of materials on the site that would 

require it. At a minimum, the SPCC Plan will identify the following: 

• Typical fuels, chemicals, lubricants, and paints to be used or stored on-site. 

• Methods and location of storage. 

• Locations designated for lubrication and refueling (i.e., outside of sensitive resource 

areas). 

• Preventive measures to be used to minimize potential impacts. 

• Mitigation methods to be employed, should a spill occur. 

• Location of construction spill kits (gloves, booms, sorbents, barrier materials, etc.). 

• Emergency notification procedures and forms. 

• Contact information for individuals requiring notification if a spill should occur. 

• Procedures for handling contaminated and spill response materials 

 

All construction contractors will be responsible for their own SPCC Plans that will be tailored to 

the specific work being conducted. Each plan will be continually updated through the course of 

construction. 

2.3.6 Construction Site Lighting. 

2.3.6.1 Describe the site lighting plan during project construction. 

Dawn Harvest Solar does not plan to utilize permanent lighting on-site during construction 

outside of the general construction laydown yard which may have lights mounted to poles to 

support construction activities and security during non-daylight hours. During extended working 

hours, temporary light plants may be used. All lighting will be illuminated downward and 

shielded away from abutting properties and public roads. 

2.3.6.2 Provide copies of any local ordinances relating to lighting that could apply. 

Rock County does not administer any lighting ordinances applicable to Agricultural Districts. No 

lighting ordinances are administered by the townships of Harmony and/or La Prairie. 

2.4 Substation 

If the project includes the construction of a substation or modifications to an 

existing substation, provide the following information: 

2.4.1 A complete electrical description of required substation facilities including a list of 

transformers, busses, and any interconnection facilities required. 

A Collector Substation will transform the 34.5 kV electrical collection system voltage to the 138 

kV transmission system voltage. A preliminary Collector Substation schematic is provided in 
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Appendix C. The Collector Substation will have a footprint of approximately 250 x 380 feet and 

will generally include items below: 

• 34.5 kV, 1200A Air-insulated circuit breakers; 

• 34.5 kV, 3000A Air-insulated bus and supporting structures (includes air insulated 

isolation switches for the main power transformers and the individual collector circuit 

breakers); 

• 34.5 kV Metering and instrument transformers; 

• 100 kVA Station service transformer installation, which includes AC panels, station 

service transformer with fuses, equipment for a secondary source for AC power, 

conductors and support structure for all equipment; 

• 89/119/149 MVA Main power transformers; 

• 138 kV, 1200A Circuit breaker; 

• 138 kV, 1200A Air-insulated gang operated disconnect switch; 

• 138 kV Surge arrestors, if required; 

• 138 kV Bus and supporting structures; 

• 138 kV Metering and instrument transformers; 

• 138 kV Dead-end structure for outgoing Gen-Tie Line; 

• Protection and control building, which will include DC power equipment, DC panels, and 

relay/control/communication equipment; 

• Internal drive path; 

• Security fence with vehicle gate, man gate, and barbed wire. Fence to be grounded to the 

substation ground grid per National Electrical Safety Code requirements; 

• Bare copper grounding grid (to be installed below grade) with high resistance gravel/rock 

installed above grade for protection against electrical shock; 

• Power cables and control cables installed in a below grade concrete trench, polyvinyl 

conduit and manholes, as required; 

• Lightning protection masts, as required; 

• Yard lighting and receptacles to be used during maintenance and or during emergency; 

and 

• Any required power factor control equipment (i.e., capacitor bank) with associated 

isolation equipment such as reactive power switching equipment and disconnect 

switches. 

 

A 138 kV Gen-Tie Line approximately 1.1 miles in length will connect the Collector Substation 

to the existing Interconnection Switchyard within the Project Area. 

2.4.2 Indicate the size (in acres) of the land purchase required for the new substation or 

substation expansion. 

The Collector Substation is sited on a parcel that is participating in the Project through a solar 

easement agreement. Discussions regarding purchase options for the Collector Substation 

property are currently ongoing with the landowner. The final location of the Collector Substation 

may be adjusted during final engineering. 
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2.4.3 Indicate the actual size of the substation or substation addition in square feet, the 

dimensions of the proposed substation facilities, and the orientation of the 

substation within the purchase parcel.  This should include the size of any new 

driveways associated with the substation. 

The Collector Substation will have a footprint of approximately 250 x 380 feet (95,000 square 

feet, or 2.2 acres). The Project Layout includes an approximately 1,100-foot long, 24 feet wide 

access road to connect the Collector Substation to the public roadway. The orientation of the 

Collector Substation is shown in Figure 4.1.4/4.1.5/4.1.6 in Appendix C. 

2.4.4 Identify current land ownership and whether applicant has control of property or 

whether or not an option to buy has been signed. 

The Collector Substation is sited on a parcel that is participating in the Project through a solar 

easement agreement. Discussions regarding purchase options for the Collector Substation 

property are currently ongoing with the landowner. 

2.4.5 Describe substation construction procedures (in sequence as they would occur) 

including erosion control practices (see Section 3.1). 

Construction of the Collector Substation will require the steps below. Sequencing may vary and 

multiple steps may occur simultaneously. 

 

1. Mobilize equipment and personnel to the site.  

2. Install sensitive resource/impact avoidance signage/flagging, survey staking, and wildlife 

exclusion measures. 

3. Install perimeter erosion control measures (silt fences, silt fence rock outlets, rock check 

dams, filter socks, temporary storm water basins, etc.). 

4. Install permanent storm water BMP.  

5. Construct access road and grade Collector Substation area. 

6. Install grounding and conduit. 

7. Install foundations and base aggregate. 

8. Perform above-grade construction of bus work and install major electrical equipment. 

9. Complete all terminations. 

10. Testing. 

11. Commissioning. 

 

A site-specific construction specification and schedule will be developed during final 

engineering. All contractors will be required to follow the Erosion Control and Stormwater 

Management Plan (“ECSWMP”) as well as adhere to any site-specific environmental 

requirements, including erosion and dust control. 

2.4.6 Describe associated permanent storm water management facilities that will be 

constructed, or expansion/modification of existing storm water treatment facilities 

to comply with applicable post-construction performance standards in Wis. Admin. 

Code §§ NR 151.121 through 151.128. Identify the locations of the point(s) of 

collection and discharge. 
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Permanent storm water basins are expected to be constructed to detain storm water runoff from 

the Collector Substation, BESS, and O&M Facility. The storm water basins for the Collector 

Substation and BESS are anticipated to be constructed west of the facilities. The storm water 

basin for the O&M Facility is anticipated to be constructed south of the facility. Grades will be 

constructed to ensure water is properly routed to the storm water basins via overland sheet flow 

and/or vegetated swales, if necessary. A culvert will likely be installed under the access road 

connecting the O&M Facility to the public roadway. Storm water basins will be designed to 

detain water and discharge to the pre-development outflow point. The storm water basins will 

have an emergency overflow weir designed to pass the 100-year storm event. 

 

An ECSWMP will be completed and provided, documenting compliance with Wis. Admin. Code 

§§ NR 151.121 through 151.128. The ECSWMP will be provided with the Notice of Intent when 

submitted to obtain Construction Site Storm Water General Permit Coverage from WDNR. Final 

storm water BMP design/selection will be completed during final engineering. Please refer to 

Figure 4.1.4/4.1.5/4.1.6 in Appendix C for preliminary locations of BMP and discharge points. 

2.4.7 Describe any security requirements for the substation site and provide information 

on how these would be met. 

Fencing around the Collector Substation will likely be a chain link design 7 feet high topped with 

1 foot of barbed wire to comply with the National Electrical Safety Code. The Collector 

Substation will also have safety lighting that will be illuminated downward and shielded away 

from adjacent properties and public roads. The safety lighting is not anticipated to persist 

through all non-daylight hours and may utilize motion sensors or a timer for limited hours at 

night. The Collector Substation may have security cameras mounted at fence gates. 

2.5 Transmission and Distribution Interconnection 

If the project includes the construction of a generator tie line, that is not the subject 

of a separate application before the Commission, provide the following information: 

2.5.1 Describe any transmission or distribution grid interconnection requirement. 

2.5.2 Identify the length of the generator tie line. 

2.5.3 Provide details on the types of structures (underground/overhead, single-pole/H-

frame, direct embed/concrete caisson, typical span length, etc.) and lines that would 

be constructed as part of any necessary generator tie line, including the height of the 

structures.  If the installation will be underground, identify the installation 

method(s), such as directional bore, open-cut trench, plow, etc.  

2.5.4 Describe the transmission configuration (single-circuit, double-circuit, etc.) 

2.5.5 Describe the right-of-way (ROW) area needed for the generator tie line and the 

status of any easements or other land agreements with property owners. 

2.5.6 Describe all communications and agreements, official or otherwise, with the 

transmission or distribution owner.  These can include definitive phase planning 

(DPP) studies and any signed generator interconnection agreements, or more 

informal meeting notes or letters. 

2.5.7 For transmission interconnections, indicate where the project is in the MISO Queue 

and provide copies of the latest draft or final MISO report for the project 
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interconnect.  During the PSC review process applicant must continue to supply the 

latest reports from MISO.  

2.5.8 Indicate how equipment access will occur, and if off-ROW access roads will be 

utilized. If off-ROW access roads will be utilized, provide the following: 

2.5.8.1 Provide the number of off-ROW access roads proposed, and an identifying name 

or number for each off-ROW access road. 

2.5.8.2 For each proposed route, provide the dimensions (length, width, area) and 

construction method, including any modifications that would be needed to utilize 

the off-ROW access roads, such as road widening, road fill placement, tree 

clearing, etc. 

2.5.8.3 Discuss the reasons for the necessity for off-ROW access roads (e.g. topography, 

rivers/wetlands, etc.). If protection of a natural resource is a reason, discuss how 

the resource would be protected during construction and operation of the 

proposed project. 

2.5.8.4 Provide quantitative land cover information for off-ROW access roads similar to 

the information provided in PSC Impact Table. 

2.5.8.5 If the off-ROW access roads would be modified post-construction, provide 

details.  

2.5.9 Describe the type of construction machinery that would be used. 

2.5.10 Describe the construction disturbance zone, if different from the ROW. 

2.5.11 Describe how spoil materials would be managed on and off-site. 

2.5.12 Describe the dewatering method(s) that may be utilized during excavation activities, 

such as pit/trench dewatering or high capacity wells.  Identify treatment methods 

that would be utilized to treat the discharge, and the discharge location. 

2.5.13 Describe if the construction of a new substation or switchyard, or modifications to 

existing facilities would be needed for the transmission interconnection.  If so, 

describe which company would own and operate the facilities, and which company 

would conduct any ground disturbing construction for the facilities. 

Dawn Harvest Solar is submitting a joint CPCN application for the solar energy generation and 

transmission line portions of the Project. Transmission AFR responses are provided following 

the Solar AFR portion of this Application in compliance with Wisc. Stat. §196.491(3)(a)1. 

2.6 Operations and Maintenance Building 

2.6.1 Describe the purpose and use of the proposed O&M building. 

The O&M Facility will include an O&M building, parking lot, storage area, and other associated 

facilities that may be required such as a drinking water well, aboveground water storage tanks, 

septic system, security system, lighting, and signage. The O&M building will house 

administrative and maintenance equipment and personnel. The O&M building will be the main 

working base for the Project’s technicians and house the Project’s control system hardware that 

provides real time data to technicians and the Invenergy Control Center. The O&M building will 

have workstations for the technicians to use to organize their days in the field, and a garage with 

tools and an inventory of parts and maintenance supplies. 
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2.6.2 Number of full-time employees that would be working at the facility. 

Dawn Harvest Solar expects the Project will employ approximately 5 full-time employees during 

operation. The O&M building will have additional office space for traveling workers. 

2.6.3 Provide the size (in acres) of the land purchase required for the facility. 

The O&M Facility is anticipated to occupy approximately 2.5 acres and is sited on a parcel that 

is participating in the Project through a solar easement agreement. Discussions regarding 

purchase options for the O&M Facility property are currently ongoing with the landowner. The 

final location of the O&M Facility may be adjusted during final engineering. 

2.6.4 Building and Building Footprint. 

2.6.4.1 Provide a drawing or diagram of the O&M building with dimensions including 

square feet. 

A preliminary O&M building schematic is provided in Appendix C. 

2.6.4.2 Indicate the actual size of the building in square feet, and the size of any 

permanent driveways for the building to be constructed. 

The O&M building will have a footprint of approximately 5,000 square feet. The Project Layout 

includes an approximately 360-foot long, 24 feet wide access road to connect the O&M Facility 

to the public roadway. 

2.6.4.3 Describe the type of building to be constructed (metal, frame, etc.). 

A preliminary O&M building schematic is provided in Appendix C. The O&M building design 

will be refined during final engineering. The major material components of the O&M building 

will generally consist of metal, brick, wood, concrete, or other forms of structural materials. The 

final design and construction of the building will be consistent with applicable Wisconsin State 

Building Code. 

2.6.5 Lighting and Security Plan for O&M Property 

2.6.5.1 Describe how the building property would be lit and how the lighting plan 

minimizes disturbance to nearby residences. 

The O&M Facility will include lighting for security purposes that will be illuminated downward 

and shielded away from adjacent properties and public roads. The lighting is not anticipated to 

persist through all non-daylight hours and may utilize motion sensors or a timer for limited hours 

at night. 

2.6.5.2 Describe any security plans for the property (fences etc.). 

Fencing around the O&M storage area will likely be a chain link design 7 feet high topped with 1 

foot of barbed wire. Security cameras will be installed at the O&M building. Doors to the O&M 

building and gates to the O&M storage area will be secured using a key control or badge reader 

system. 
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2.6.6 Describe any other facilities needed, including: 

2.6.6.1 Parking lots. 

A parking lot approximately 68 feet x 70 feet (4,760 square feet) will be constructed adjacent to 

the O&M building. 

2.6.6.2 Sheds or storage buildings. 

No sheds or additional storage buildings are planned for the O&M Facility. An outdoor O&M 

storage area approximately 0.5 acres in size will be constructed adjacent to the O&M building. 

2.6.6.3 Supplies of water. 

A domestic water well will be constructed to provide water service to the O&M building. Dawn 

Harvest Solar will work with the applicable regulatory authorities and obtain all necessary 

permits to construct a new domestic water well. 

2.6.6.4 Sewer requirements. 

A septic system will be constructed to provide sanitary service to the O&M building. Dawn 

Harvest Solar will work with the applicable local regulatory authorities and obtain all necessary 

permits to construct sanitary facilities. 

2.6.7 Describe construction procedures (in the sequence as they would occur), including 

erosion control practices (see Section 3.1). 

Construction of the O&M Facility will require the steps below. Sequencing may vary and 

multiple steps may occur simultaneously. 

 

1. Mobilize equipment and personnel to the site. 

2. Install sensitive resource/impact avoidance signage/flagging, survey staking, and wildlife 

exclusion measures. 

3. Install perimeter erosion control measures (silt fences, silt fence rock outlets, rock check 

dams, filter socks, temporary storm water basins, etc.). 

4. Construct permanent storm water BMP. 

5. Construct access road and grade O&M Facility area. 

6. Construct O&M Facility including building, parking lot, storage area, and utilities. 

7. Finalize grading, permanent stabilization, and final placement of aggregate. 

 

A site-specific construction specification and schedule will be developed during final 

engineering. All contractors will be required to follow the ECSWMP as well as adhere to any 

site-specific environmental requirements, including erosion and dust control. 

2.6.8 Describe associated permanent storm water management facilities that will be 

constructed, or expansion/modification of existing storm water treatment facilities, 

to comply with applicable post-construction performance standards in Wis. Admin. 

Code §§ NR 151.121 through 128. Identify the locations of the point(s) of collection 

and discharge. 



 

 

 

38 

Permanent storm water basins are expected to be constructed to detain storm water runoff from 

the Collector Substation, BESS, and O&M Facility. The storm water basins for the Collector 

Substation and BESS are anticipated to be constructed west of the facilities. The storm water 

basin for the O&M Facility is anticipated to be constructed south of the facility. Grades will be 

constructed to ensure water is properly routed to the storm water basins via overland sheet flow 

and/or vegetated swales, if necessary. A culvert will likely be installed under the access road 

connecting the O&M Facility to the public roadway. Storm water basins will be designed to 

detain water and discharge to the pre-development outflow point. The storm water basins will 

have an emergency overflow weir designed to pass the 100-year storm event. 

 

An ECSWMP will be completed and provided, documenting compliance with Wis. Admin. Code 

§§ NR 151.121 through 151.128. The ECSWMP will be provided with the Notice of Intent when 

submitted to obtain Construction Site Storm Water General Permit Coverage from WDNR. Final 

storm water BMP design/selection will be completed during final engineering. Please refer to 

Figure 4.1.4/4.1.5/4.1.6 in Appendix C for preliminary locations of BMP and discharge points. 

2.7 Battery Storage 

If the proposed project would include a large-scale Battery Energy Storage System 

(BESS) or plans to include one in the future, provide the following information. 

State clearly if the project is seeking authorization to construct a BESS in the 

current solar electric generation facility docket. Provide all of the environmental 

impact information for the BESS if one is being proposed, identical to the 

environmental impact information provided with all other project facilities. 

2.7.1 Describe the location of the proposed BESS, including a map that shows its 

placement within the other project facilities. 

Dawn Harvest Solar is seeking authorization to construct a 50 MW / 200 MWh AC BESS in this 

docket. The BESS may be contiguous and interconnect to the Collector Substation via 

underground 34.5 kV collector lines (called AC-coupled) or it may be distributed throughout the 

site and directly connect to the inverters skids in the solar arrays (called DC-coupled). An AC-

coupled BESS approximately 5 acres in size is depicted in Figures 4.1.1 and 4.1.2 in Appendix 

A. 

2.7.2 Explain what criteria was used to decide whether to use a BESS and provide 

information on how its inclusion would affect the electrical design of the project and 

MISO interconnection process. 

The decision on whether to include a BESS will incorporate an analysis of the following 

criteria: the capital and operating costs of the system; regulatory and permitting considerations; 

the wholesale electricity market conditions; prices for energy, capacity, ancillary services; and 

MISO tariff provisions for the utilization of the BESS. 

 

An AC-coupled BESS design will include battery enclosures centralized near the Collector 

Substation. Adjacent to the enclosures will be rows of pad mounted transformers and inverters 

which will connect to a common bus connected to the Collector Substation. A DC-coupled BESS 

design will include one or more battery enclosures at each inverter skid in the solar arrays. 
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Utilizing smaller, additional transforming equipment, the battery enclosures will connect to the 

solar inverters and jointly utilize the electrical collection system to connect to the Collector 

Substation. 

 

In either scenario, if a BESS is constructed, the appropriate considerations will be made within 

the Collector Substation for accepting power from the BESS and transforming it to 138 kV. 

Additionally, the Gen-Tie Line will be sized appropriately to handle 150 MWAC of solar 

generation and 50 MWAC of BESS output. 

 

The impact to the MISO grid from the integration of a BESS will be positive, as the BESS can 

provide functions such as generation smoothing, shifting, and/or firming, capacity on demand, 

frequency response, and voltage support depending on the final engineering design. The GIA 

allocates NRIS for 120 MWAC of proposed capacity of the solar component of the Project plus an 

additional 50 MWAC for the BESS component of the Project. The GIA allocates Non-Firm 

Transmission Service or ERIS, for the entire Project capacity. During periods of grid congestion, 

the Project may be limited to delivering only the NRIS capacity allocated. 

2.7.3 Identify the manufacturer and model of battery systems to be used. (It is acceptable 

to identify several potential units). Include technical specifications. 

Battery systems produced by several manufacturers are under consideration for the Project 

including General Electric, Powin, and Fluence. Pad mounted transformer and inverter 

manufacturers under consideration for the BESS include General Electric, Power Electronics, 

SMA, and EPC Power. During the procurement process, Dawn Harvest Solar will analyze 

current market offerings to make a final selection on battery system equipment. Examples of 

battery systems under consideration and their technical specifications are provided in Appendix 

B. The dimensions for the Fluence Cube Gen 6 battery enclosure utilized in the Project Layout 

are 2566 (width) x 2549 (depth) x 2257 millimeters (height) (approximately 8.41 x 8.36 x 7.40 

feet).  

2.7.4 Provide information on how the BESS would be installed, any changes to project 

impacts through its inclusion, and ongoing operations and maintenance actions it 

would require. 

If a BESS is constructed, the batteries will likely be housed in standard ISO-style steel 

containers, outdoor-rated modular enclosures, or similar. The enclosures will be populated with 

battery racks that are bolted to the floor and strung together electrically. These enclosures will be 

fully outfitted with auxiliary systems such as HVAC and safety controls. As identified in the 

typical staging and construction sequence provided in Section 2.7.6 below, the enclosures will be 

installed by crane onto driven pile foundations. Alternate foundation types for inverters and the 

BESS, such as concrete footings or pads, may be considered during final engineering. Racks are 

typically loaded by forklifts. 

 

If a BESS is constructed, there will be an increase in impervious surface, which will be 

addressed in the ECSWMP. Deployment of the latest energy storage technology helps to 

minimize the footprint of this impervious surface. The visual impact would increase in both AC- 

and DC-coupled scenarios but would not be entirely out of character with the Project. The visual 
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impact in the DC-coupled scenario would slightly increase by the addition of one or more steel 

containers or outdoor rated modular enclosures adjacent to solar inverters throughout the site. 

These are relatively low height, and this would be a very minor change relative to the base case 

of the solar generating facility installation as the inverter locations are generally several hundred 

feet into the interior of the solar arrays and will be minimally visible from public roads or 

neighboring properties. 

 

The BESS components will contribute additional noise, but Dawn Harvest Solar believes that 

overall noise levels from the Project will remain relatively low. As documented in the Pre-

Construction Noise Analysis provided in Appendix J, during typical operations noise emissions 

from the Project are predicted to be less than 41 dBA at all noise-sensitive non-participating 

residences. Based on final engineering and equipment selection, an updated model of noise 

emissions from the Project will be created and used to determine if noise mitigation measures 

need to be included in the Project as designed. If mitigation measures are deemed necessary, 

Dawn Harvest Solar will consider implementing a variety of feasible mitigation option such as 

constructing a noise wall, adjusting the location of the Collector Substation and BESS further 

from receptors, procuring lower noise equipment, or enclosing equipment. Dawn Harvest Solar 

will update the noise analysis as part of final engineering to ensure that Project-related noise 

levels at all non-participating, noise-sensitive receptors continue to be predicted to be less than 

50 dBA during the daytime and 45 dBA during the nighttime. 

 

The storage enclosures or containers will have a fire alarm control system that will monitor the 

containers and mitigate the propagation of fires to surrounding containers by way of remote 

shutdown procedures in the event of an emergency. Any fire suppressants utilized will be 

environmentally friendly, such as FM200, Stat-X, or F-500, and will extinguishes fire by 

interrupting the chemical reaction pathway. As part of regular maintenance, Dawn Harvest Solar 

will monitor and refill/replace the suppression agent and other parts of the fire suppression 

system, as appropriate. 

 

Operations and maintenance activities for the BESS will be performed in coordination with the 

solar generating facility. The largest maintenance items for the BESS will be the annual capacity 

test and transformer and inverter inspections (if the BESS has its own inverters), a general 

semiannual inspection in accordance with a preventative maintenance program, and continuous 

data monitoring from the Invenergy Control Center. Through remote monitoring, Dawn Harvest 

Solar will ensure the batteries stay within optimal operating bands to ensure both safety and 

long-term performance. Critical information such as battery temperature, state of charge, and any 

system warnings are monitored on a 24/7 basis. Any anomaly is identified immediately and can 

be addressed by action from the Invenergy Control Center or by dispatching local technicians to 

the site. In addition to real time monitoring and support, analysts can analyze trends in operating 

data to predict anomalies or failures before they arise. 

 

The energy capacity of lithium-ion battery systems degrades over time at a predictable rate. It is 

likely Dawn Harvest Solar will wish to maintain a relatively constant energy storage capacity 

during the operating life of the Project. Therefore, Dawn Harvest Solar will likely augment the 

system periodically. “Augmentation” is a process by which additional battery racks are added 
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within existing containers or enclosures, or new containers or enclosures are added to the system 

at designated locations to maintain the initial energy capacity of the system. The approximately 

5-acre footprint of the BESS is adequate to enable augmentation throughout the Project’s life. 

2.7.5 Discuss any safety requirements specific to the BESS both on site and for local first 

responders. 

BESS’s represent a set of thermal, fire, and deflagration hazards which are individually familiar 

to first responders and similar to other substation and solar equipment in terms of high voltage 

AC and DC hazards. The batteries are certified to relevant UL standards such as UL 1973 for 

safer battery modules and UL 9540 for the safe construction of an energy storage system. 

Batteries are required to undergo large-scale fire testing to limit the probability of thermal 

runaway in battery and rack design and anti-deflagration protection in battery enclosures. NFPA 

855 governs documentation and design of safe BESS projects and includes a comprehensive 

Hazard Mitigation Analysis (“HMA”) process. The results of HMA process will inform a site-

specific Emergency Response Plan (“ERP”) and safe approach distances for first responders. 

These emergency protocols and clear delineation of responsibilities will be incorporated into the 

ERP prepared by Dawn Harvest Solar and reinforced through training with first responders. 

 

The BESS may be equipped with emergency diesel generators (“EDG”) in the event that primary 

auxiliary power is inaccessible to the BESS. If included, EDG will be sized for 24-hours of 

backup and power critical auxiliary loads to the BESS such as ventilation, safety alarms, and 

communication equipment. 

2.7.6 Describe construction procedures (in the sequence as they would occur), including 

erosion control practices (see Section 3.1). 

Construction of the BESS may require the steps below depending on whether the BESS is AC-

coupled or DC-coupled. Sequencing may vary and any or all of these steps may occur 

simultaneously. Erosion control BMP will be established per the ECSWMP. 

 

1. Mobilize equipment and personnel to the site. 

2. Install sensitive resource/impact avoidance signage/flagging, survey staking, and wildlife 

exclusion measures. 

3. Install perimeter erosion control measures (silt fences, silt fence rock outlets, rock check 

dams, filter socks, temporary storm water basins, etc.). 

4. Install permanent storm water BMP. 

5. Construct access road and grade BESS area. 

6. Install grounding grid, conduit, foundations, and base aggregate. 

7. Install pad mounted transformers and inverters. 

8. Install battery enclosures. 

9. Install and ground battery racks. 

10. Complete terminations. 

11. Testing. 

12. Commissioning. 
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A site-specific construction specification and schedule will be developed during final 

engineering. All contractors will be required to follow the ECSWMP as well as adhere to any 

site-specific environmental requirements, including erosion and dust control. 

2.7.7 Describe associated permanent storm water management facilities that will be 

constructed, or expansion/modification of existing storm water treatment facilities, 

to comply with applicable post-construction performance standards in Wis. Admin. 

Code §§ NR 151.121 through 128. Identify the locations of the point(s) of collection 

and discharge. 

Permanent storm water basins are expected to be constructed to detain storm water runoff from 

the Collector Substation, BESS, and O&M Facility. The storm water basins for the Collector 

Substation and BESS are anticipated to be constructed west of the facilities. The storm water 

basin for the O&M Facility is anticipated to be constructed south of the facility. Grades will be 

constructed to ensure water is properly routed to the storm water basins via overland sheet flow 

and/or vegetated swales, if necessary. A culvert will likely be installed under the access road 

connecting the O&M Facility to the public roadway. Storm water basins will be designed to 

detain water and discharge to the pre-development outflow point. The storm water basins will 

have an emergency overflow weir designed to pass the 100-year storm event. 

 

An Erosion Control and Storm Water Management Plan (“ECSWMP”) will be completed and 

provided, documenting compliance with Wis. Admin. Code §§ NR 151.121 through 151.128. 

The ECSWMP will be provided with the Notice of Intent when submitted to obtain Construction 

Site Storm Water General Permit Coverage from WDNR. Final storm water BMP 

design/selection will be completed during final engineering. Please refer to Figure 

4.1.4/4.1.5/4.1.6 in Appendix C for preliminary locations of BMP and discharge points. 

3. Construction Sequence and Workforce 

3.1 Construction Sequence and Schedule 

3.1.1 Provide the construction schedule for the proposed project, identifying any potential 

seasonal or regulatory constraints.  Include a timeline showing construction 

activities from beginning of construction to in-service.  Identify all critical path 

items. 

The preliminary construction schedule for the Project is provided in Table 3.1.1 below. Dawn 

Harvest Solar considers all items as critical path. Seasonal standdowns may occur during 

construction and activities may be delayed by heavy precipitation and extreme weather events. 

 

Table 3.1.1 Preliminary Construction Schedule 

Activity Start End 

Start of Construction April 2025   

Site Preparation  April 2025 May 2025 

Access Roads May 2025 August 2026 

Collector Substation Construction June 2025 February 2026 
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Table 3.1.1 Preliminary Construction Schedule 

Activity Start End 

BESS Construction June 2025 January 2026 

Racking Foundation Install July 2025 April 2026 

Racking Install August 2025 May 2026 

Module Deliveries August 2025 May 2026 

Gen-Tie Line Construction August 2025 March 2026 

Module Install August 2025 June 2026 

O&M Facility Construction September 2025 June 2026 

Backfeed  December 2025 December 2025 

Inverter Install March 2026 June 2026 

BESS Testing April 2026 June 2026 

Mechanical Completion May 2026 August 2026 

Inverter, Racking, SCADA Commissioning June 2026 September 2026 

BESS Commissioning June 2026 December 2026 

Placed In Service October 2026 October 2026 

Capacity Testing October 2026 November 2026 

Substantial Completion December 2026 December 2026 

Commercial Operations December 2026  

3.1.2 Provide a description of the staging and construction sequence required for building 

a typical solar array.  Include the delivery of materials. 

Construction of each solar array will require the steps below. Sequencing will vary and any or all 

of these steps may be ongoing concurrently throughout the site. 

 

1. Mobilize equipment and personnel to the site. 

2. Install sensitive resource/impact avoidance signage/flagging, survey staking, and wildlife 

exclusion measures. 

3. Install perimeter erosion control measures (silt fences, silt fence rock outlets, rock check 

dams, filter socks, temporary storm water basins, etc.). 

4. Install permanent storm water BMP where required. 

5. Construct laydown/staging area(s). 

6. Construct access road(s) and grade array area. 

7. Deliver tracking system foundations. 

8. Deliver and install inverters skids. 

9. Deliver and install medium voltage cable. 

10. Install tracking system foundations. 

11. Deliver and install tracking systems. 

12. Deliver and install solar modules. 

13. Install miscellaneous equipment such as DC collection. 

14. Testing. 

15. Commissioning. 
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Solar array fencing may be installed at any point between steps 3 and 12. A site-specific 

construction specification and schedule will be developed during final engineering. All 

contractors will be required to follow the ECSWMP as well as adhere to any site-specific 

environmental requirements, including erosion and dust control. 

3.1.3 Provide an estimate of time required to complete construction at a typical solar 

array. 

The solar array power blocks will be constructed on a rolling basis with construction activities 

occurring simultaneously in multiple power blocks. If a single power block was constructed 

independently, in its entirety, it would require approximately 12 to 16 weeks to complete. 

3.1.4 Provide a description of the staging and construction sequence for any other 

facilities to be constructed. 

In addition to solar arrays, the Project will include a Collector Substation, O&M Facility, BESS, 

and Gen-Tie Line. Sections 2.4.5, 2.6.7, 2.7.6 of the Solar AFR and Section 5.5.2 of the 

Transmission AFR provide typical staging and construction sequences for these facilities. 

General improvements, such as access improvements and preparation of laydown/staging areas, 

will be made as necessary. 

3.1.5 If grading, land leveling, or any other activity that would result in a change in 

topography or vegetative or non-vegetative soil cover will occur provide the 

following information as fully as possible. If technical details are not available, 

discuss the goals and practices generally: 

3.1.5.1 Indicate the maximum area (sq. ft. or acres) of disturbance that would occur at a 

given time. 

The Project will be designed to use the existing topography to the extent practicable in order to 

minimize the amount of grading. Minimal grading is anticipated due to the Project’s relatively 

flat terrain. If grading is required, it will commence generally in a north to south orientation. 

Construction phasing, including clearing, grading, and other activities, will likely include 

multiple areas across the Project simultaneously. During the early stages of construction, 500 or 

more acres could be disturbed at a given time as temporary and permanent vegetation is seeded 

and established. Final disturbance numbers will not be known until final engineering is complete 

and construction sequencing finalized. Dawn Harvest Solar will strive to minimize the number of 

contiguous acres disturbed and the length of disturbance during construction planning. 

Equipment procurement during final engineering will consider current market offerings to 

maximize value and reduce overall grading volume. 

3.1.5.2 Describe erosion and sediment control practices (e.g. sedimentation basins) that 

by design will be employed to result in a discharge of no more than 5 tons per 

acre per year of the sediment load carried in runoff from initial construction to 

final grading. 

Storm water basins are expected to be constructed to detain storm water runoff from the 

Collector Substation, BESS, and O&M Facility. Storm water basins are anticipated to be sited to 
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use existing drainage (modified as needed) to ensure water is properly routed to the storm water 

basins via overland sheet flow and/or vegetated swales, if necessary. Storm water basins will be 

designed to hold water, detain sediment, and discharge to the pre-development outflow point. 

The storm water basins will have an emergency overflow weir designed to pass the 100-year 

storm event. Storm water basins for the Collector Substation, BESS and O&M Facility will be 

converted into permanent storm water basins at the end of construction. 

3.1.5.3 Describe any structural practices that will be used to divert flow away from 

exposed soils, store runoff or otherwise limit runoff and the discharge of 

sediment. 

An ECSWMP will be completed and provided, documenting compliance with Wis. Admin. Code 

§§ NR 151.121 through 151.128. The ECSWMP is anticipated to consist of a combination of silt 

fences, filter socks, silt fence rock outlets, temporary diversion swales, rock checks, sediment 

traps, and storm water basins. Silt fences and filter socks will be implemented in smaller 

drainage areas with low-velocity flow, undisturbed and stabilized soils and shorter fetches. 

Larger drainage areas with higher velocity sheet flow typically over disturbed soils that have 

stabilization methods applied (mulch, hydroseeding) will use a combination of silt fence rock 

outlets, temporary diversion swales, sediment traps, and storm water basins. Vegetative buffers 

and additional silt fences will be implemented near sensitive areas (i.e. wetlands, etc.). Final 

storm water BMP design/selection will be completed during final engineering. The ECSWMP 

will provide calculations via the WDNR Soil Loss & Sediment Discharge Calculation Tool 

(USLE Workbook) documenting compliance with the sediment load requirements of the WDNR. 

3.1.5.4 Describe to what extent final grade will affect predevelopment drainage patterns. 

Minimal grading is anticipated due to the Project’s relatively flat terrain. The intent of the 

grading design will be to minimize grading to the extent practicable while providing a surface 

suitable to meet tracking system slope tolerance and allow for positive drainage. Final grade will 

minimally affect pre-development drainage patterns with outflow points unchanged from the pre-

development conditions. No overall drainage patterns will be changed, and peak storm water 

run-off rates will be reduced in all portions of the Project with peak rates at the Collector 

Substation, BESS, and O&M Facility managed by storm water basins. In locations with 

significant impervious surfaces, storm water basins will be constructed to decrease peak storm 

water run-off rates. 

3.1.5.5 Describe how these preventative measures will be incorporated into the project: 

• Maintenance of existing vegetation, especially adjacent to surface waters 

whenever possible. 

The majority of the Project Area is currently used for agricultural production. Therefore, 

vegetation within the Project Area primarily consists of row crops during the growing season and 

bare or tilled ground in the winter months. Existing vegetation is sparse and associated with 

wetlands and waterways, fence lines, forested areas, and road ROWs. To the extent practicable, 

existing herbaceous vegetation and vegetative buffers along waterways will be maintained 

during construction and operation of the Project. Prior to construction, contractors will be 

required to participate in an environmental training where wetlands, waterways, and other 
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sensitive areas will be discussed and specifics on BMP in these areas will be explained. Prior to 

constructing near wetlands and waterways, these features will be marked off using colored 

flagging or tape to signify them as avoidance areas. 

• Minimization of soil compaction and preservation of top-soil. 

Heavy construction equipment, trucks, and other vehicles used for deliveries will utilize access 

roads to the extent practicable. Equipment used to construct the Project will also use the access 

roads to traverse the site as often as practicable. Vehicular access within the solar arrays away 

from access roads will primarily be done by construction workers driving side-by-side utility 

vehicles that are significantly lighter and have lower ground pressures than pickup trucks or 

larger vehicles. Where compacted soils may occur, they will be addressed using techniques such 

as disking, ripping or chisel plowing. In areas where grading is expected to exceed the depth of 

topsoil coverage based on topsoil sampling and geotechnical investigation, topsoil will be 

stripped, stockpiled, and maintained until its reapplication following subsoil grading.  

• Minimization of land-disturbing construction activity on slopes of 20 percent 

or more. 

There are no slopes of 20% or greater in the Project Area. 

3.2 Workforce 

3.2.1 Provide information on the workforce size and skills required for project 

construction and operation. 

During construction, the workforce will be primarily comprised of laborers, equipment operators, 

electricians, and management personnel. During peak construction periods, approximately 250 

workers are anticipated to be on-site. However, this is for an ideal construction schedule and 

peak workforce may vary based on the final schedule. During operation, Dawn Harvest Solar 

expects the Project will employ approximately 5 full-time employees. Certified maintenance 

technicians will have specific training and expertise to operate the Project. 

 

Dawn Harvest Solar will implement a Construction Compliance Program (“CCP”) consisting of 

environmental training, regularly scheduled inspections, and tools such as permit matrices to 

ensure all environmental laws and conditions are met. Under the CCP, the environmental lead 

will provide environmental training to all managers and the foreman prior to construction. 

Thereafter, the construction contractor will ensure any employee who works on-site is trained in 

accordance with the CCP. 

3.2.2 Estimate how much of the expected workforce would come from local sources. 

The amount of labor that will be sourced locally is unknown at this time, and will be dependent 

upon the construction contractor selected, local labor market, and the availability of qualified 

employees at the time of construction. Dawn Harvest Solar estimates that roughly 50% of the 

construction workforce will be Wisconsin residents. During operation, Dawn Harvest Solar 

expects the full-time employees will reside locally. 
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3.3 Construction Equipment and Delivery Vehicles 

Provide a description of the types of construction equipment needed to build the 

project and the types of delivery vehicles that would be used.  For large equipment 

and vehicles include: 

3.3.1 Types of construction equipment and delivery vehicles. 

Typical construction equipment may include but is not limited to tree removal equipment, 

mowers, cranes, backhoes, digger-derrick trucks, track mounted drill rigs, dump trucks, front-end 

loaders, bucket trucks, bulldozers, motor graders, rollers, pile drivers, skid steers, telehandlers, 

forklifts, flatbed tractor trailers, flatbed trucks, pickup trucks, concrete trucks, puller-tensioner 

equipment, and various trailers. The Project will require different equipment depending on the 

phase of construction. The first phase consisting of civil work and access road construction will 

primarily require dozers, motor graders, and rollers. The pile-driving phase will utilize pile 

drivers. After pile driving, installation of racking and solar modules will be supported mainly by 

skid steers and telehandlers. For the Collector Substation, a large truck crane will be needed to 

set the main power transformers and other heavy equipment. For other Collector Substation 

components and the BESS, smaller cranes, bucket trucks, skid steers, and forklifts will be used to 

place equipment. For the Gen-Tie Line, a wheeled or tracked drill rig will be used to drill holes 

for pole placement and a wheeled or tracked crane will lift the poles into place. All-terrain 

vehicles and light duty trucks will be used for employee transportation across the site. Equipment 

and materials will be delivered by semitrucks, dump trucks, concrete and boom trucks, and water 

trucks. 

3.3.2 Gross vehicle weight (loaded and unloaded) for all vehicles using local roads. 

Except for delivery trucks transporting the main power transformers, cranes used for offloading 

activities, and grading machines and excavators, Dawn Harvest Solar believes all of the vehicles 

using local roads will be legal loads in terms of size and weight. If there becomes a need for 

a larger vehicle, Dawn Harvest Solar’s construction contractor will work with state 

and local authorities to obtain the applicable oversize-overweight permits. The anticipated 

delivery vehicle for the main power transformers in the Collector Substation is estimated to have 

a gross vehicle weight of approximately 300,000 pounds. 

3.3.3 For vehicles used for delivery, include: 

The information provided in Sections 3.3.3.1 through 3.3.3 below is for a typical main power 

transformer delivery vehicle. Final delivery vehicle information will be provided to the proper 

authorities once finalized closer to delivery dates. 

3.3.3.1 Overall vehicle length. 

The expected maximum length of the vehicle is 75 ft. 

3.3.3.2 Minimum ground clearance. 

The minimum ground clearance is 6 inches, though if no overhead obstructions are present the 

deck can be raised and lowered to accommodate bumps and dips in the road surface. 
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3.3.3.3 Maximum slope tolerance. 

The maximum allowable slope is 7%. 

3.3.4 Roads and Infrastructure.  Estimate the potential impacts of construction and 

delivery vehicles on the local roads.  Provide the following: 

3.3.4.1 Describe methods to be used to handle heavy or large loads on local roads. 

As described in Section 3.3.2, vehicles used for transporting Project components will primarily 

be legal loads in terms of size and weight. Dawn Harvest Solar’s construction contractor will 

work with state and local authorities to obtain applicable oversize-overweight permits. 

3.3.4.2 Probable routes for delivery of heavy and oversized equipment and materials. 

The most likely haul route for heavy and oversized equipment and materials is U.S. Highway 

14. County and township roads within the Project Area will be used to deliver equipment and 

materials to the general construction laydown yard and directly to construction sites. Final haul 

routes for construction deliveries have not yet been selected. 

3.3.4.3 Potential for road damage and any compensation for such damage. 

Dawn Harvest Solar is currently in the process of negotiating a local agreement with the local 

governments to determine arrangements regarding road use, damage, and compensation. 

3.3.4.4 Probable locations where local roads would need to be modified, expanded, or 

reinforced in order to accommodate delivery of equipment. 

Dawn Harvest Solar is not currently aware of any locations where road improvements will be 

necessary to accommodate construction deliveries. 

3.3.4.5 Include an estimate of whether or not trees near or in road ROW might need to 

be removed. 

No removal of trees near or in road ROW is anticipated to be necessary to accommodate 

construction deliveries. 

3.3.4.6 Provide an estimate of likely locations where local electric distribution lines 

would need to be disconnected in order to allow passage of equipment and 

materials. 

3.3.4.6.1 Describe how residents would be notified before local power would be cut. 

3.3.4.6.2 Estimate the typical duration of a power outage resulting from equipment or 

materials delivery. 

No disconnection of local electric distribution lines is anticipated to be necessary to 

accommodate construction deliveries, and therefore there is no anticipated power outage. 

3.3.5 Construction Traffic. Describe any anticipated traffic congestion and how 

congestion would be managed, minimized or mitigated.  Include: 
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3.3.5.1 List of roads most likely to be affected by construction and materials delivery. 

The majority of roads in the Project Area will be used for construction and materials delivery. 

Every road that is planned to receive an access road entrance in the final Project Layout will be 

affected by construction and materials delivery. The roads most likely to be affected by 

construction and materials delivery are U.S Highway 14, E County Road MM, E County Road 

A, N Henke Road, S Van Allen Road, S LaPrairie Town Hall Road, S Milton Shopiere Road, 

and N Tarrant Road. 

3.3.5.2 Duration of typical traffic disturbance and the time of day disturbances are most 

likely to occur. 

Traffic congestion will be minimal, and any traffic congestion will be managed, minimized, or 

mitigated to the extent practicable. To the extent site conditions allow, delivery trucks will be 

off-loaded near the point of use to minimize double handling and the amount of trucking. Prior to 

any deliveries, a traffic control plan will be developed and reviewed with town, county, and/or 

WisDOT officials as appropriate. Signage will be installed to guide trucks to the appropriate 

roads after reviewing with local officials. Trucks will not be allowed to stage in or block public 

roads. If trucks cannot exit the roadway in a timely fashion, they will be directed to a designated 

staging area. 

 

A traffic increase will likely occur twice a day when construction workers are traveling to and 

from the site in the morning and evening. Smaller vehicles for personnel arriving onsite may 

occur prior to or after daylight hours. Deliveries of equipment and materials will generally be 

scheduled throughout the day. 

4. Project Maps, GIS Data, and Photo Simulations 

In addition to providing the maps listed below, all GIS data used to create those 

maps must also be submitted with the application (see Section 4.2 for a list of GIS 

shapefiles required and pages vi-vii for instructions on GIS map projections). Only 

provide shapefile GIS data. Do not provide geodatabases or aerial imagery raster 

data. The extent of the orthorectified aerial imagery in the static maps must be 

inclusive enough to show the landscape context within which the proposed facilities 

would be placed. Typically, this requires extending the map extent to at least two 

miles beyond any project boundary. 

 

Provide the maps in both hard copy and digital versions. 

 

Refer to Application Formats in the Introduction. 

4.1 Project Area Maps 

Basic (background) features for both the general and the detailed project area maps 

must include: recent aerial imagery (no older than three years), county boundaries, 

major roads, waterbodies and waterways, and municipality boundaries. All features 

should be labeled appropriately. In addition the maps should contain the following 

features: 



 

 

 

50 

4.1.1 General Project Area Map.  (The extent of this map should show the entire project 

area and reach at least 1 mile beyond the project area boundary. Approximate scale 

1:4800.) Clearly show: 

• The boundaries of the project area, 

• All proposed and alternative solar array sites (symbolized differently and 

identified by number), 

• Any new substation facilities or required expansion of an existing substation, 

• O&M building and facilities, 

• Battery Storage Facilities, 

• Distribution and transmission interconnection, 

• All access roads, distinguishing between temporary and permanent (if 

applicable).  

Figure 4.1.1 is provided in Appendix A. 

4.1.2 Detailed Project Area Map.  (The scale for this map should be larger than that of 

the general project map so that the added detail is clearly visible. This usually 

necessitates a series of maps.) Clearly show: 

• All the features listed for the General Project Area Map, 

• All collector circuits both underground and overhead, symbolized by 

the installation method, 

• Existing utility facilities within and up to one mile of the project area 

boundary (electric transmission and distribution, pipelines, etc.), 

• Industrial/commercial facilities within and up to one mile of project 

area boundary, 

• All residences (identified as either participating or non-participating) within 

and up to one mile of project area boundary, 

• Daycare centers within and up to one mile of project area boundary, 

• Hospitals or other health care facilities within and up to one mile of project 

area boundary. 

(If new residences, day-care centers, hospitals, or commercial or industrial 

facilities have been built since the date of the aerial image base map, note those 

features accurately on the detailed project area map.) 

Figure 4.1.2 is provided in Appendix A. 

4.1.3 Topographic Maps 

Provide topographic maps at 1:24,000 or larger scale showing:  project boundary, 

all solar array sites (proposed and alternative), substation facilities, collector 

circuits, access roads, and O&M building. 

Figure 4.1.3 is provided in Appendix A. 
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4.1.4 Substation 

4.1.4.1 Provide a map showing the following features: 

• The location, dimensions (in feet and acres), and layout of any new substation 

or proposed additions to an existing substation. 

• Recent aerial images of the substation site. 

• The location of all power lines entering and leaving the substation, including 

any turning structures. Show details in a separate diagram of any turning 

structures that might impact adjacent land owners (size, type of structure, 

guying, etc.). 

• For new substations, show the location of the access road, other permanent 

impervious ground surfaces (e.g. gravel, asphalt, concrete, etc.) and the 

location of permanent storm water management features (i.e. pond, swale, 

etc.). For expansion of existing substations, show details on changes to access 

roads that may be required (width, length, location, etc.), as well as any other 

ground disturbing construction activities.  

• Show parcel data including the name of landowners for the substation site or 

substation addition.  Include adjacent landowners. 

• Show topographic contours of the property. 

Figure 4.1.4/4.1.5/4.1.6 provided in Appendix C includes the information requested in Section 

4.1.4. 

4.1.4.2 Provide an engineering diagram/s of the substation and substation equipment 

including any turning structures and interconnection facilities. 

A preliminary Collector Substation schematic is provided in Appendix C. 

4.1.5 O&M building 

4.1.5.1 Provide a map showing the O&M building, parking area, roads, other 

impervious ground surfaces (e.g. gravel, aggregate, asphalt, concrete, etc.), 

permanent storm water management areas, and any other facilities. Include, as a 

background, a recent aerial image of the property. 

Figure 4.1.4/4.1.5/4.1.6 provided in Appendix C includes the information requested in Section 

4.1.5. 

4.1.5.2 Provide an engineering drawing of the O&M building. 

A preliminary O&M building schematic is provided in Figure 4.1.5.2 in Appendix C. 

4.1.6 Battery Storage 

4.1.6.1 Provide an engineered drawing of the battery storage area, fencing, impervious 

ground surfaces, access roads, and permanent storm water management areas. 
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Figure 4.1.4/4.1.5/4.1.6 provided in Appendix C includes the information requested in Section 

4.1.6. 

4.1.7 Natural Resources and Land Use/Ownership Maps 

4.1.7.1 Wetland and waterway maps. See section 8.3 for the map sets to provide. 

Figures 8.3.1 and 8.3.2 are provided in Appendix A and depict desktop and field delineated 

wetlands and waterways in the Project Area. 

4.1.7.2 Land ownership maps, minimum scale 1:10,000 (map extent to one mile from the 

project boundary). Show the following features:   

• Current parcel boundaries and landowners 

• Roads 

• Municipal boundaries 

• Project boundary 

• Solar arrays (proposed and alternative); (symbolized differently and 

identified by number), 

• Access roads 

• Collector circuits 

• Substation 

• O&M building 

• Battery storage 

• Generator tie line 

• Topographic contours 

• Residences, including identification of participating and non-participating 

Figure 4.1.7.2 is provided in Appendix A. 

4.1.7.3 Public lands.  Show the following features:   

• All publicly owned lands inside the project boundary and within two miles of 

the project area (parks, trails national/county/state forests, etc.).  Public lands 

should be clearly labeled.  

• Project boundary 

• Solar arrays (proposed and alternative); (symbolized differently and 

identified by number), 

• Access roads 

• Collector circuits 

• Substation 

• O&M building 

• Battery storage 

• Generator tie line 
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Figure 4.1.7.3 is provided in Appendix A.   

4.1.7.4 Land cover.  Show the following features: 

• The distribution of vegetative communities within the project area using the 

land cover categories in Section 5.3 

• Project area boundary 

• Solar arrays (proposed and alternative); (symbolized differently and 

identified by number), 

• Access roads 

• Collector circuits 

• Substation 

• O&M building 

• Battery storage 

• Generator tie line 

Figure 4.1.7.4 is provided in Appendix A. 

4.1.7.5 Flood Insurance Rate maps (FIRM) (within the project boundary).  Provide flood 

insurance maps if the site is within one-half mile of a floodplain. 

Figure 4.1.7.5 is provided in Appendix A. 

4.1.7.6 Soil survey maps (within the project boundary) 

Figure 4.1.7.6 is provided in Appendix A. 

4.1.7.7 Bedrock maps (within the project boundary).  Map showing depth to bedrock for 

the entire project area. 

Figure 4.1.7.7a, Depth to Bedrock Map and Figure 4.1.7.7b, Bedrock Geology Map are provided 

in Appendix A. 

4.1.8 Community Maps 

4.1.8.1 Zoning maps.  Provide a map or maps of the project area showing existing zoning 

(e.g. agriculture, recreation, forest, residential, commercial etc.).  Map should 

show existing zoning within and up to 0.5 miles of the project area boundary. 

Figure 4.1.8.1 is provided in Appendix A.  

4.1.8.2 Sensitive sites.  Additional map (if necessary) showing proximity to schools, day 

care centers, hospitals, and nursing homes up to 0.5 miles of the project area 

boundary. 

Figure 4.1.2 is provided in Appendix A and includes the sensitive sites requested in Section 

4.1.8.2.    

4.1.8.3 Airports.  Include the following features: 
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• All runways for public airports within and up to 10 miles of the project area 

boundary. 

• All runways for private airports within and up to 10 miles of the project area 

boundary. 

• All landing strips within and up to two miles of the project area boundary. 

• Project area boundary. 

• Both proposed and alternative solar array sites. 

Figure 4.1.8.3 is provided in Appendix A. 

4.1.9 Communication Infrastructure 

4.1.9.1 Identify radio, television, microwave towers, and any NEXRAD or Doppler 

weather radar installations on a map and show the results of the line of site 

analysis.  Include communications and NEXRAD/Doppler installations within a 

one-mile radius of the project area. 

Figure 4.1.9.1 is provided in Appendix A. 

4.2 GIS data – Provide GIS data with attributes as listed and described below.  GIS 

attribute table information should be clearly labeled to identify fields and feature 

names. GIS data should be shapefiles only. Do not provide geodatabases or aerial 

imagery raster data. 

A list of GIS shapefiles provided is included in Appendix K. 

4.2.1 Project area boundary. 

4.2.2 Proposed solar array site components including: 

4.2.2.1 Perimeters of fenced areas identified by number (polygon).  Include area in acres. 

4.2.2.2 Solar arrays identified by number (polygon).  Include area in acres.  

4.2.2.3 All inverters (point). 

4.2.3 Alternative solar array site components including: 

4.2.3.1 Perimeters of fenced areas identified by number (polygon, include area in acres). 

4.2.3.2 Solar arrays identified by number (polygon, include area in acres).  

4.2.3.3 All inverters (point). 

4.2.4 Access roads, differentiate between permanent and temporary, for proposed solar 

array sites (polygon). 

4.2.5 Access roads, differentiate between permanent and temporary, for alternative solar 

arrays (polygon). 

4.2.6 Underground collector circuits (line).  Include number of conductors, voltage, and 

the installation method. 

4.2.6.1 Bore pits for trenchless installation (point). 
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4.2.7 Overhead collector circuits (line).  Include voltage. 

4.2.8 Generator tie line (line).  Include voltage. 

4.2.9 Generator tie line structures (point). 

4.2.10 Laydown areas (polygon). 

4.2.11 Temporary matting (polygon). 

4.2.12 Electric distribution lines within and up to one mile of the project area boundary 

(line).  Include voltage of each line and phases present (e.g. A, B, and/or C). 

All existing distribution line locations have been provided based on aerial photos and are 

depicted in Figure 4.1.2 in Appendix A. Voltage and phase of all existing distribution lines is 

currently unknown. Because Dawn Harvest Solar is an IPP, not the local distribution owner, 

specific phase and voltage information is not readily available. Typical distribution lines in 

Wisconsin range from 4 to 35 kV and can be either one or three-phase lines. 

4.2.13 Electric transmission lines within and up to one mile of the project area boundary 

identified by voltage (line). Include voltage. 

4.2.14 Natural gas high-pressure pipelines within and up to one mile of the project area 

boundary (line). 

4.2.15 New substation components including: 

4.2.15.1 Perimeter of entire parcel acquired or to be acquired (polygon). 

Dawn Harvest Solar may purchase the property hosting the Collector Substation. The extent of 

the property purchased may be subdivided from the existing parcel based on landowner 

preferences, Project needs, and economic feasibility. 

4.2.15.2 Perimeter of substation (polygon). 

4.2.15.3 All interior line work, including collector circuits, buswork, and high voltage 

connections (line). 

4.2.15.4 All interior facilities, including transformer, switchgear, buildings, etc. (polygon). 

4.2.15.5 Access road (polygon). 

4.2.15.6 Other facilities such as a retention pond or storm water management (polygon). 

4.2.16 Expansion of an existing substation components including: 

4.2.16.1 Perimeter of original substation and of expanded area (polygon). 

4.2.16.2 Boundary showing any new land acquisition (polygon). 

4.2.16.3 All new power lines and reconfigured line work (line). 

4.2.16.4 All collector circuits entering the substation (line). 

4.2.16.5 Any modified interior facilities (polygon). 

4.2.16.6 Other facilities such as permanent storm water management features (polygon). 

Pursuant to the GIA, no network upgrades or standalone network upgrades are to be constructed 

by Dawn Harvest Solar. Dawn Harvest Solar will not be purchasing the property hosting the 

Interconnection Switchyard. 

4.2.17 O&M building components including: 
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4.2.17.1 Perimeter of property acquired (polygon). 

Dawn Harvest Solar may purchase the property hosting the O&M Facility. The extent of the 

property purchased may be subdivided from the existing parcel based on landowner preferences, 

Project needs, and economic feasibility. 

4.2.17.2 Perimeter of building (polygon). 

4.2.17.3 Perimeter of other buildings (polygon). 

4.2.17.4 Perimeter of parking lot (polygon). 

4.2.17.5 Access road (polygon). 

4.2.17.6 Other facilities such as permanent storm water management features (polygon). 

4.2.18 Battery Energy Storage System components including: 

4.2.18.1 Perimeter of entire parcel acquired or to be acquired (polygon). 

Dawn Harvest Solar may purchase the property hosting the BESS. The extent of the property 

purchased may be subdivided from the existing parcel based on landowner preferences, Project 

needs, and economic feasibility. 

4.2.18.2 Perimeter of Battery Energy Storage System (polygon). 

4.2.18.3 Access Road (polygon). 

4.2.18.4 Other facilities such as permanent storm water management features (polygon). 

4.2.19 Wetlands and waterways in the project area: 

4.2.19.1 Delineated wetlands (polygon). See Section 8. 

4.2.19.2 Field identified waterways (polygon). See Section 8. 

4.2.20 Land owners/buildings: 

4.2.20.1 All residences within and up to one mile of the project area boundary (point). 

Include land owner name, address, and status as either participating or non-

participating. 

4.2.20.2 All parcels within and up to one mile of the project area boundary (polygon). 

Include land owner name, address, and status as either participating or non-

participating. 

4.2.20.3 All industrial/commercial facilities within and up to one mile of the project area 

boundary (point). Include facility name, ownership name, and address. 

4.2.20.4 All sensitive sites, including schools, daycares, hospitals, nursing homes, places of 

worship, and cemeteries within and up to one mile of the project area boundary 

(point).  Include facility name, ownership name, and address. 

4.2.20.5 Confined animal operations (point): 

• All confined animal operations within 0.5 miles of the project area boundary. 

• For each confined animal operation provide attribute data that identifies the 

type of animal(s), the number of confined animals, and the name of the land 

owner. 
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4.2.20.6 All other buildings within and up to 300 feet of the project area boundary (point). 

Include type of building. 

4.2.21 All known/mapped culverts within the project area boundary (line). 

4.2.22 All known/mapped drainage system features (e.g. field drains and ditches, main 

district drain, drain laterals) within the project area boundary (line). 

4.2.23 All public lands within and up to two miles of the project area boundary (polygon). 

4.2.24 All participating properties enrolled in the Conservation Reserve Program within 

the project area (polygon). Information would be dependent on authorization from 

landowners to release CRP information.  Work with PSC staff if any information is 

considered sensitive and/or confidential. 

4.2.25 All properties known to be enrolled in a conservation easement within the project 

area boundary (polygon).  Include entity that holds rights to conservation easement 

(e.g. state/federal government, private land trust, etc.). 

One participating landowner has indicated they have property enrolled in the Conservation 

Reserve Program (“CRP”) within the Project Area. The specific extent of property enrolled in 

CRP is not known at this time. 

4.2.26 All communication infrastructure in and near the project area boundary (point). 

Include radio, television, microwave towers, and any NEXRAD or Doppler weather 

radar installations located within and up to one mile of the project area. 

4.2.27 All public and private airport runways and landing strips within and up to 10 miles 

of the project area boundary (line). Include facility name and public status. 

4.2.28 Land cover/Vegetative communities (polygon).  Do not use obsolete DNR Land 

Cover data.  See section 5.3. 

4.2.29 Land cover within each fenced area (polygon).  Include acreages of each dissolved 

land type identified by fence area number. 

4.2.30 Local zoning designations within and up to one mile of the project. 

4.3 Photo Simulations 

Photo simulations are required.  Simulations should seek to provide an accurate 

representation of what the project area would most likely look like after the project 

is completed.  In order to be certain that any photo simulations provided in an 

application will be useful, please consult with PSC staff before preparing and 

submitting photos. 

PSC staff consultations were conducted electronically to determine the suitability for Key 

Observation Points (“KOP”) for the photo simulations. KOP were selected to represent areas 

frequented by the public and provide a representative view of the Project from different 

perspectives. 

 

Existing site condition photos were taken April 2024. Photos were taken at each location using a 

digital camera set at a 28 mm focal length with crop factor equivalent to a 50 mm full-frame to 

best reflect the experience of a person standing at the KOP. A 3-dimensional model of the 

existing topography was then constructed incorporating the Project Layout, proposed 

infrastructure, equipment specifications, and anticipated restoration or vegetative methods. Using 
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a photo-matching software, the model was inserted into the photographs with high confidence of 

placement and scale in order to generate renderings simulating the view after construction of the 

Project. A map of the photo locations, and both the raw images (existing conditions) and 

renderings of the proposed conditions are provided in Appendix L. 

5. Natural and Community Resources, Description and Potential Impacts 

5.1 Site Geology 

5.1.1 Describe the geology of the project area. 

The Wisconsin Geological and Natural History Survey (“WGNHS”) Bedrock Geology of 

Wisconsin Map3 identifies the bedrock of the Project Area as approximately 92% Sinnipee 

Group of Ordovician Dolomite and approximately 8% Ancell Group of Ordovician, 

orthoquartzitic sandstone (Figure 4.1.7.7b Appendix A). Based on a WGNHS Depth to Bedrock 

Map of Rock County Wisconsin4,5, the depth to bedrock in the majority of the Project Area is 

expected to be greater than 50 feet below ground surface (Figure 4.1.7.7a Appendix A). 

Furthermore, according to the WGNHS Karst and Shallow Carbonate Bedrock in Wisconsin 

Map6, carbonate bedrock, as categorized between the ranges of 0 to 50 feet below ground surface 

and greater than 50 feet below ground surface, covers the majority of the Project Area. No Karst 

features were identified during the preliminary geotechnical investigation. No fault lines are 

mapped within the Project Area, and south-central Wisconsin is generally considered an area 

without notable risk of seismic activity7. According to the Natural Resources Conservation 

Service (“NRCS”)8, the major soil unit in the Project Area is Plano silt loam (gravelly 

substratum, 2,628 acres) which represents 94% of the Project Area (Figure 4.1.7.6 Appendix A). 

5.1.2 Geotechnical report on soil conditions. 

5.1.2.1 Provide a summary of conclusions from any geotechnical report or evaluation of 

soils in the project area including: 

• Results of soil borings including a review of soil bearing capacity and soil 

settlement potential. 

As noted in Section 1.4.2.2, Invenergy acquired the Project, which was formerly known as 

Sunrise Solar, from National Grid Renewables in 2021. While the Project was under previous 

ownership, National Grid Renewables contracted Terracon Consultants, Inc. to conduct a 

preliminary geotechnical investigation for the Project. The Preliminary Geotechnical 

 
 
3 WGNHS. 2005. Bedrock Geology of Wisconsin. Accessed: March, 2024. 
4 Trotta, L. C. and R. D. Cotter. 1973. Depth to Bedrock in Wisconsin. Accessed on: March 19, 2024. 
5 WDNR, USGS, WGNHS, and UW-Madison. 1987. Groundwater Contamination Susceptibility Model (GCSM) 
Bedrock Depth. 

https://services5.arcgis.com/Ul9AyFFeFTjf08DW/arcgis/rest/services/GCSMBedrock_Depth/FeatureServer 
6 Bradbury, K. R. 2009. Karst and Shallow Carbonate Bedrock in Wisconsin. 
7 Mudrey, Jr., M. G., B. A. Brown, and J. K. Greenberg. 1982. Bedrock Geologic Map of Wisconsin. Accessed: 

March, 2024.. 
8 National Resources Conservation Service. Web Soil Survey. Accessed April 2024. 
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Engineering Report is provided in Appendix H. Fourteen borings within and near the Project 

Area were conducted to a target depth of 20 feet below ground surface. At selected intervals, 

samples of the subsurface materials were taken at each boring location by driving split-spoon 

samplers in accordance with American Society for Testing and Materials (“ASTM”) standards. 

In general, topsoil was observed to be approximately 10 to 14 inches thick across the Project. 

Underneath the topsoil, cohesive soils comprised of stiff to very stiff sandy lean clay with 

variable silt and gravel content were observed. Lower strength soft to medium soils were 

observed in 3 borings to depths of approximately 3.5 to 8 feet. Underneath the cohesive soils, 

were poorly graded sand or silty sand. 

• Results of soil borings and test pits for Site Evaluation for Storm Water 

Infiltration (Wisconsin Technical Standard 1002). 

• Results of any infiltration rate measurements, such as for permanent storm 

water infiltration basins or other practices. 

The preliminary geotechnical investigation did not include an analysis for soil infiltration or 

permeability testing. A final geotechnical investigation will be completed prior to construction 

and the results of which will be incorporated in the ECSWMP. 

• Depths to seasonal high groundwater. 

Groundwater was observed at depths of 8 feet below ground surface or greater. Based on a 

review of the Web Soil Survey, seasonal high groundwater levels are generally expected to be at 

depths greater than 80 inches below ground surface with minor areas reported to have shallower 

seasonal high ground water levels. 

• Identify any soil conditions related to site geology that might create 

circumstances requiring special methods or management during construction. 

Difficult pile driving conditions and shallow refusals may occur in some areas of the site due to 

the presence of subsurface obstructions such as very dense soils, cobbles, boulders, and shallow 

bedrock. If pile refusal is expected or encountered due to shallow bedrock or other subsurface 

obstructions, alternate foundation installation techniques or designs such as pre-drilled, cast-in-

place, or helical piles may be required. Alternate foundation types for inverters and the BESS, 

such as concrete footings or pads, may be considered during final engineering. A final 

geotechnical investigation will be completed prior to construction which will be used to 

determine final foundation designs and construction methods. Final engineering designs will be 

approved by a structural engineer to ensure compliance with all applicable regulations, the safety 

and durability of the Project, and geologic risks considered and mitigated. 

5.1.2.2 Depth to bedrock 

• Identify any sites where panel supports or foundation construction must be 

modified because of the presence of bedrock. 



 

 

 

60 

Based on a WGNHS Depth to Bedrock Map of Rock County Wisconsin9 the depth to bedrock in 

the majority of the Project Area is expected to be greater than 50 feet below ground surface 

(Figure 4.1.7.7a Appendix A). Difficult pile driving conditions and shallow refusals may occur 

in some areas of the site due to the presence of subsurface obstructions such as very dense soils, 

cobbles, boulders, and shallow bedrock. Difficult boring, attributable to very dense soils and 

possible cobbles or boulders, was experienced at several of the boring locations during the 

preliminary geotechnical investigation. One of the bores encountered refusal at a depth of 17 

feet, short of its 20-foot target depth. A final geotechnical investigation will be completed prior 

to construction which will be used to determine final foundation designs and construction 

methods. In general, the site is expected to be suitable for pile foundation installation with some 

potential for difficulty depending on the presence of subsurface obstructions. 

• Describe construction methods and foundation issues associated with 

situations where bedrock formations are near the surface. 

If pile refusal is expected or encountered due to shallow bedrock or other subsurface 

obstructions, alternate foundation installation techniques or designs such as pre-drilled, cast-in-

place, or helical piles may be required. Alternate foundation types for inverters and the BESS, 

such as concrete footings or pads, may be considered during final engineering. 

• Discuss the likelihood or potential that construction on bedrock formations 

may negatively impact private wells within two miles of solar array sites. 

There is a low likelihood that construction on bedrock formations may negatively impact private 

wells within two miles of the Array Areas. If bedrock formations are encountered during the 

final geotechnical investigation, measures will be implemented to guard against the introduction 

of contaminants into groundwater due to accidental release of construction related chemicals, 

fuels, or hydraulic fluid. Spill-related impacts during construction are primarily associated with 

equipment refueling and equipment maintenance. To avoid spill-related impacts, construction 

contractors will be required to follow the SPCC plan and/or ECSWMP, as required, that outlines 

measures that will be implemented to prevent accidental releases of fuels and other hazardous 

substances and describes response, containment, and cleanup procedures. By implementing the 

protective measures set forth in these plans, long-term contamination due to construction and 

operation activities is not anticipated. 

5.2 Topography 

5.2.1 Describe the general topography of the project area. 

The existing topography within the Project Area is generally flat to gently sloping with most 

changes in topography occurring near waterways. The elevation in the Project Area ranges from 

approximately 861 to 889 feet above mean sea level (“amsl”). Slopes within the Project Area are 

generally within the 0 to 4% range with minor areas of greater slopes near waterways. 

5.2.2 Describe expected changes to site topography due to grading activities. 

 
 
9 Trotta, L. C. and R. D. Cotter. 1973. Depth to Bedrock in Wisconsin. Accessed on: March 19, 2024. 
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The Project will be designed to use the existing topography to the extent practicable in order to 

minimize the amount of grading. Minimal grading is anticipated due to the Project’s relatively 

flat terrain. If grading is required, it will commence generally in a north to south orientation. 

Grading changes to the existing topography that would affect land use, water inflow/outflow 

directions from the site, and flow rates impacting erosion on or off the site, will be minimized 

during final engineering. Cut/fill and associated blending of the site will be required in areas, 

pending final engineering, but will not change the overall nature of the topography on the site.  

5.3 General Project Area Land Cover 

5.3.1 Identify and describe the landscape within the general project area, including a list 

of dominant plants in the land cover categories listed in this section.  Land cover 

may be based on GIS data, recent aerial imagery, and/or on-site evaluation not 

greater than two years old. 

Land cover within the Project Area was originally mapped and described using data and 

descriptions from the Level 1, Wiscland 2 Land Cover Data (“Wiscland”)10, which combines 

ground-level mapping, satellite imagery, and USDA data in a product produced jointly by the 

WDNR, UW-Madison, and the State Cartographer's Office. The updated view of 

Wisconsin's land cover was accomplished by using data from the U.S. Government’s Landsat 

series of satellites followed up with a coordinated field collection effort combining WDNR staff 

assistance and a WDNR summer field collection crew that visited field locations in 2015 to 

collect and verify land cover type information. 

 

Within the Project Area, Westwood conducted a field reconnaissance for Dawn Harvest Solar on 

November 8, 2023 to conduct a coarse-scale ground-truthing of the Wiscland land cover types to 

verify that the land cover types identified were generally accurate and to identify any 

discrepancies between Wiscland classifications and field observations. The Wiscland data was 

also compared to 2022 NAIP photography to further evaluate current land cover conditions 

within the Project Area. Based on these reviews it was found the Wiscland was generally 

accurate with the conditions found for the Project Area. Using the Wiscland shapefile as a 

baseline, the land cover was updated with GIS software to make a more accurate representation 

of current land cover within the Project Area and those results are summarized in Table 5.3.1 

below. Wetland land cover was based on field and desktop wetland delineation data and 

incorporates the area of delineated waterways within the Project Area.  

 

Seven land cover categories were mapped within the Project Area based on the land cover 

digitizing effort described above. The majority of the Project Area is comprised of traditional 

cropland (94.0%) with developed residential land the next largest cover type at 2.5%. Other land 

cover types under 4% in aggregate are summarized in Table 5.3.1 below.  

 

Table 5.3.1 Land Cover within the Project Area 

 
 
10 Wisconsin Department of Natural Resource, Univ. of Wisconsin-Madison. 2019. Land Cover Data (Wiscland 

2.0).  
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Land Cover Type 
Project Area 

Area (Acres) Percent of Total 

Row/traditional crops 2624.0 94.0 

Developed Land-Residential 69.3 2.5 

Upland Forest 43.2 1.5 

Developed Land-Roads 32.3 1.2 

Wetland 14.9 0.5 

Prairie/grasslands/pasture/fallow field 6.6 0.2 

Developed Land-Commercial/Industrial 2.9 0.1 

Totals 2,793.2 100.0% 

*Land cover based on digitized land cover; See Section 5.3.1 for land cover methods. Wetland 

land cover is based on field and desktop wetland delineation data further detailed in Section 

5.3.1.3. The wetland land cover category includes the area of delineated waterways. 

5.3.1.1 Agricultural 

• Row/traditional crops 

• Specialty crops/other 

• Prime farmland 

The Project Area is heavily dominated by row crop agriculture, primarily composed of corn 

(Zea mays) and soybeans (Glycine max). Other agricultural field species include common 

dandelion (Taraxacum officinale), fall panic grass (Panicum dichotomiflorum), and yellow 

bristlegrass (Setaria pumila). No specialty crops were identified within the Project Area. 

According to the NRCS, 96.7% of the Project Area is categorized as prime farmland, 2.1% as 

farmland of statewide importance and 1.2% as not prime farmland11. 

5.3.1.2 Non-Agricultural upland 

• Prairie/grasslands/pasture/fallow field 

• Upland forests 

Minor areas of grassland/pastureland and upland forests were observed within the Project Area 

during the site reconnaissance in November 2023 and field wetland delineation conducted in fall 

of 2020 and spring of 2021. Grassland areas generally consist of small plots not utilized for crop 

production, grassy swales, or mowed areas between agricultural fields and roadways. These 

grassland areas are typically dominated by smooth brome (Bromus inermis), orchard grass 

(Dactylis glomerata), Kentucky bluegrass (Poa pratensis), Canada goldenrod (Solidago 

canadensis) and yellow bristlegrass (Setaria pumila). 

 

Upland forests in the Project Area are dominated by eastern cottonwood (Populus deltoides), 

boxelder (Acer negundo), and hackberry (Celtis occidentalis) with an understory dominated by 

common buckthorn (Rhamnus cathartica) and garlic mustard (Alliaria petiolata). Forests in this 

 
 
11 National Resources Conservation Service. Web Soil Survey. Accessed 2022. 
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region are typically composed of a combination of Ash (genus Fraxinus), Maple (genus Acer), 

and Oak (genus Quercus) species. Other successional forest species may be found within the 

forested areas in the Project Area. 

5.3.1.3 Wetlands (Eggers and Reed classification type) 

Wetlands were field delineated within a 1,610.4-acre subset (“Field Delineation Area”) of the 

larger, 2,793.2-acre Project Area (Figures 8.3.1, 8.3.2 and 8.3.3 Appendix A; Appendix M) in 

fall of 2020 and spring of 202112. Seven wetlands and wetland complexes comprised of 9 

wetland classes and totaling 4.36 acres were delineated within the Field Delineation Area. The 

largest wetland complex with components of wet meadow, shallow marsh, hardwood swamp, 

and seasonally flooded basins, is associated with Blackhawk Creek along the north edge and 

through the center of the Project Area. For purposes of land cover calculations, the area of 

delineated waterways was incorporated into the wetland land cover category (Table 5.3.1). The 

remaining field delineated wetlands consist of wet meadow and seasonally flooded basins13. Full 

results of the field wetland delineation are provided in the Field Wetland and Water Resources 

Report in Appendix M. 

 

The 1,182.8 acres of the Project Area that were not field delineated were assessed via a desktop 

evaluation (“Desktop Delineation Area”) (Figures 8.3.1, 8.3.2 and 8.3.3 Appendix A; Appendix 

M) in March 2024. The desktop wetland delineation was performed using available public 

resources, including the WDNR Surface Water Data Viewer (“SWDV”), and multiple years of 

historical aerial imagery. Twelve wetlands totaling 8.32 acres were identified within the Desktop 

Delineation Area. The wetlands identified consisted primarily of seasonally flooded basins. Full 

results of the desktop wetland delineation are provided in the Desktop Wetland and Water 

Resources Report in Appendix M.  

 

Seasonally flooded basins are wetlands that have alternating periods of saturation and 

inundation. In an agricultural setting, seasonally flooded basins are farmed depressional areas 

with stunted crops. Lack of vegetation, or a predominance of wet, weedy vegetation are 

indications of a seasonally flooded basin. Common herbaceous species include barnyard grass 

(Echinochloa crus-galli), bog yellowcress (Rorippa palustris), hybrid cattail (Typha x glauca) 

broad-leaved cattail (Typha latifolia), common duckweed (Lemna minor), common purslane 

(Portulaca oleracea), Devil’s beggarticks (Bidens frondosa), fall panic grass (Panicum 

dichotomiflorum), lamb’s quarters (Chenopodium album), pinkweed (Persicaria pensylvanica), 

water smartweed (Persicaria amphibia), and sandbar willow (Salix interior). In an agricultural 

setting, seasonally flooded basins are typically degraded due to historic agricultural practices. 
Fresh (wet) meadow wetlands typically remain wetter for longer periods of time than seasonally 

flooded basins and are dominated by sedges or other graminoids such as reed canary grass 

(Phalaris arundinacea). Shallow marsh wetlands possess standing water throughout the majority 

of the growing season, but rarely exceed a depth of one meter. It is common for wetlands within 

 
 
12 Stantec Consulting Services, Inc 2024. Field Wetland and Water Resources Report Dawn Harvest Solar Energy 

Center. Green Bay, WI. 
13 Eggers, S. D. and D. M. Reed. 1997. Wetland Plants and Plant Communities of Minnesota and Wisconsin, second 

edition. U. S. Army Corps of Engineers, St. Paul, MN, USA. 
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this classification to be dominated by cattail (Typha spp.) and green bulrush (Scirpus atrovirens). 

Hardwood swamp wetlands are typically located in riparian areas and dominated by eastern 

cottonwood, black willow (Salix nigra), box elder, silver maple (Acer saccharinum), and green 

ash (Fraxinus pennsylvanica). 

5.3.1.4 Developed land 

• Residential 

• Commercial/Industrial 

Developed land within the Project Area includes residential, commercial/industrial, and 

roadways. Maintained gravel, paved, or lawn areas surrounding buildings were considered 

developed and are included in the total acreage of developed land in Table 5.3.1. 

5.4 Land Cover Impacted by Proposed Project Facilities 

Complete the PSC Solar Impact Table (comprised of 2 tabs) provided with these 

AFRs. Provide the tables in Microsoft Excel format and PDF.  The PSC Solar 

Impact Table (comprised of 2 tabs) has instructions on completion and the type of 

information needed located in footnotes. Generally, the applicant should provide 

information on impacts by facility type on Tab 1 and by proposed and alternative 

fenced array areas with unique identifiers (e.g. number) for each fenced array area 

in Tab 2.  Provide the estimated power capacity (MW) for each fenced array area.  

Provide land cover impacts for each solar panel fenced array area. 

General land cover and fenced area impacts are summarized in Solar AFR PSC Tables 1 and 2 in 

Appendix M Wetlands, waterways, and other sensitive features have been identified and 

setbacks have been incorporated into the Project Layout to avoid direct and indirect impacts to 

these resources. The wetland and waterway inventory and impacts are summarized in Solar AFR 

WDNR Tables 1 and 2 provided in Appendix M. Land cover within the fenced Array Areas may 

be temporarily impacted during construction; however, impacted areas (excluding access roads 

and inverters) will be revegetated as described in the VMS provided in Appendix I. 

 

Impacts to all field and desktop delineated wetlands have been avoided. No temporary or 

permanent wetland impacts are proposed for the Project, and no indirect wetland impacts are 

anticipated from the Project. Collector circuits will be installed utilizing a combination of plow, 

trenching, and directional-boring methods. The horizontal directional drill (“HDD”) method will 

be used in locations where collector circuits cross delineated wetlands or waterways. Bore pits 

for the directional boring will be placed in previously disturbed upland areas and no temporary 

or permanent wetland or waterway impacts are anticipated for the installation of the collector 

circuits. 

5.5 Invasive Species 

5.5.1 Describe locations where invasive species, forest pests, or diseases have been 

observed in the project area (e.g., invasive plants, oak wilt, etc.).  State if invasive 

species surveys have occurred or would be conducted.  If invasive species surveys 
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have been conducted, provide documentation showing where surveys occurred and 

locations of invasive species found, indicating which species. 

Resource Environmental Solutions, LLC conducted a field reconnaissance for Dawn Harvest 

Solar in December 2023 as part of the development of the VMS provided in Appendix I. During 

the field reconnaissance, non-native or invasive species were observed. Non-agricultural areas 

mapped as “wetlands” or “waterways” tended to be dominated by invasive non-native species 

such as reed canary grass (Phalaris arundinacea) and less problematic species such as yellow 

foxtail (Setaria pumila). Other problematic species that were observed throughout the Project 

Area included smooth brome (Bromus inermis), wild parsnip (Pastinaca sativa), giant ragweed 

(Ambrosia trifida), and common buckthorn (Rhamnus cathartica). Not all invasive species that 

may be present were observable at the time of the survey due to plant senescence and the post-

harvest/recently mowed condition in most of the Project Area. Therefore, it is anticipated 

additional invasive species such as Canada thistle (Cirsium arvense), common teasels (Dipsacus 

spp.), and sweet clovers (Melilotus spp.) may also be present within the Project Area. 

5.5.2 Describe mitigation actions during construction that would be used to prevent the 

introduction or spread of invasive species, forest pests, or diseases. 

Invasive and weed species monitoring and management will be conducted as needed to reduce 

the spread of existing populations into adjacent agricultural lands, improve establishment and 

success of the permanent seed mixes, and reduce vegetation impacts to the solar modules and 

other Project equipment. ROWs and tree lines will be a top priority for monitoring invasive 

species. 

 

In order to prevent the introduction or spread of invasive species, forest pests, or disease, topsoil 

and fill material from within the Project Area or from a local source will be used. Dawn Harvest 

Solar may conduct seeding activities within the site prior to the start of construction activities to 

minimize disturbed soils and prevent establishment of invasive species. If construction 

equipment comes in contact with field-verified invasive species areas, it will be inspected and 

cleaned of reproductive parts prior to entering other portions of the site. Please refer to the VMS 

provided in Appendix I for additional information. 

5.5.3 Describe planned ongoing invasive species monitoring and management for the 

project during operations. 

Routine post-construction monitoring will occur in accordance with the VMS provided in 

Appendix I. A qualified vegetation contractor will conduct the monitoring to identify invasive 

species, track their location and changes in abundance over time. Recommended treatment and 

control actions will be developed and then implemented by Dawn Harvest Solar or a designated 

contractor. The timing and frequency of these inspections will be adapted in response to 

changing site conditions. Mowing practices and herbicide applications as described in the VMS 

will be the primary invasive species management tools utilized during operations. To the extent 

practicable, herbicide use will be limited to spot spraying to minimize potential impacts to 

preferred vegetation. An appropriate herbicide will be selected depending on site-specific 

conditions, including target species, vegetation density or composition, sensitive surrounding 
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areas, and forecasted precipitation and wind. Herbicides will only be used by trained and 

licensed professionals in accordance with product labels. 

5.6 Vegetation Management and Site Restoration 

5.6.1 Provide a vegetation removal plan that discusses the types and locations where 

vegetation would be removed (e.g. herbaceous, agricultural crop clearing, 

shrub/forest clearing, etc.), the timing of vegetation removal, and the equipment to 

be used. 

The VMS for the Project is provided in Appendix I. The majority of the Project Area is 

currently used for agricultural production. Therefore, vegetation within the Project Area 

primarily consists of row crops during the growing season and bare or tilled ground in the winter 

months. Existing vegetation is sparse and associated with wetlands and waterways, windbreaks, 

forested areas, and road ROWs. Crops will need to be harvested or removed before the 

conversion to permanent vegetation can begin. If large areas of heavy crop residue, such as corn 

stubble, remain after harvest is completed, seedbed preparation via a light disking or similar 

means may be necessary to break up the vegetation residue.  

  

Trees will be removed as needed using heavy equipment. Prior to clearing and where applicable, 

perimeter BMP will be installed to minimize issues with erosion from the removal of vegetation. 

Cut logs will be cleared and chipped or burned on-site to limit the risk of spreading forest pests 

or diseases. Cleared areas will be stabilized and revegetated with the seed mixes provided in the 

VMS. 

5.6.2 Provide a detailed revegetation and site restoration plan that discusses the following 

items.  If site specific details are not finalized at the time of application, describe the 

concepts to be used and a methodology for discussing impacts with PSC and DNR 

staff: 

A Vegetation and Soil Management Plan (“VSMP”) materially similar to the VMS provided in 

Appendix I will be developed prior to construction taking into account the conditions within the 

final Project Layout, seed mix availability, and timing of the construction sequence. 

5.6.2.1 Types of revegetation proposed for impacted areas. 

All disturbed areas requiring permanent stabilization will be seeded with a perennial seed mix 

that complies with Wis. Admin. Code § ATCP 20.01(27) related to prohibited noxious weed 

seeds. Permanent seeding will comply with WDNR Conservation Practice Standard 1059 

Seeding for Construction Site Erosion Control. The VMS provided in Appendix I describes that 

a permanent short stature zone will be established throughout the array areas. This zone will be 

comprised of low-growing native sedges and native and naturalized grasses. Pollinator habitat 

zones will be seeded in strategically located and ecologically appropriate areas outside of the 

array aisles but within the fenced array areas. 

5.6.2.2 Provide seed mixes, or example seed mixes if not known at time of application, 

and if seed mixes would be pollinator friendly. 
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Proposed temporary and permanent seed mixes are provided in Appendix C to the VMS 

provided in Appendix I. The seed mix for the pollinator habitat zone will include native 

flowering plants that will provide pollinator resources throughout the growing season. 

5.6.2.3 Vegetation monitoring and management protocols for subsequent years after 

construction.  Include expected timing of actions such as mowing. 

Vegetation monitoring and management protocols are provided in Section 5 of the VMS 

provided in Appendix I. 

5.6.2.4 Invasive species management. 

Details regarding invasive species management are provided in Section 5 of the VMS provided 

in Appendix I. Periodic visual inspections of the establishing and established vegetation with be 

conducted by a qualified vegetation contractor. These inspections will result in specific 

recommended actions for treating and controlling invasive species. Mowing and spot-herbicide 

application will be the primary methods of invasive species management. 

5.7 Wildlife 

5.7.1 Describe existing wildlife resources and estimate expected impacts to plant and 

animal habitats and populations. 

Below is a summary of the Site Characterization Report (“SCR”) provided in Appendix F, a 

detailed report that describes the existing animal and plant resources and the potential for federal 

and/or state special status (e.g., threatened, endangered, special concern) species or their habitats 
to occur within the Project Area. 

 

As detailed in Section 5.3 (see also Table 5.3.1 and Figure 4.1.7.4 in Appendix A), the land 

cover within the Project Area is dominated by row crop agriculture including corn and soybean 

fields (94.0%). Corn and soybeans are annual cover types that are typically used by a few 

common wildlife species on a limited seasonal basis. Species that may use agricultural land 

include white-tailed deer (Odocoileus virginianus), coyote (Canis latrans) and small mammals 

such as mouse [Family Muridae] and vole [Family Cricetidae] species, thirteen-lined ground 

squirrel (Ictiodmys tridencemlineatus), ground hog (Marmota monax), Virginia opossum 

(Didelpjhis virginiana), eastern gray squirrel (Sciurus carolinensis), Eastern cottontail 

(Sylvilagus floridanus), striped skunk (Mephitis mephitis), red fox (Vulpes vulpes) and gray fox 

(Urocyon cinereoargenteus). 

 

Among bird species, agricultural fields within the Project Area may be used by Canada Goose 

(Branta canadensis), American Robin (Turdus migratorius), Mallard (Anas platyrhynchos), Red-

tailed Hawk (Buteo jamaicensis), Sandhill Crane (Antigone canadensis), Herring Gull (Larus 

argentatus), Killdeer (Charadrius vociferus), Common Grackles (Quiscalus quiscula), and 

Brown-headed cowbirds (Molothrus ater). 

 

Reptile species that may use agricultural fields within the Project Area include common garter 

snakes (Thamnophis sirtalis) and eastern fox snake (Panatherophis vulpinus). The Dekay’s 
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brownsnake (Storeria dekayi) may inhabit the woodlands or woodland edges within the Project 

Area and limited emergent and riverine wetland habitats could be used by the Common 

watersnake (Nerodia sipedon). For amphibians, wetlands, ponded areas, and woodlands within 

the Project Area may be used by the Cope’s gray treefrog (Hyla chrysocelis), the gray treefrog 

(Hyla versicolor), spring peeper (Pseudacris crucifer), and American toad (Anaxyrus 

americanus). The eastern tiger salamander (Ambystoma tigrinum) has adapted to living in 

agricultural landscapes and could be found in ponded areas within the Project Area. 

 

Due to the relative lack of plant diversity and habitat structure, and the temporary seasonal nature 

of the crop cover, the use of these habitats by the aforementioned species is likely limited. The 

conversion of agricultural to low-growing native sedges and native and naturalized grasses (see 

Appendix I) should improve habitat quality and benefit the populations for many of the species 

that use the areas currently. Some larger mammalian species may not be able to access the array 

areas following construction due to fencing, but it is unlikely that it will negatively impact their 

populations given the abundance of cultivated crop adjacent to the Project Area. 

 

Water resources within the Project Area are limited and represent less than 1% of the total 

Project Area. In addition to the species noted above that would occupy wetland and ponded 

areas, waterways like Blackhawk Creek and its tributaries may be used by fish species including 

bluntnose minnow (Pimephales notatus), fathead minnow (Pimephales promelas), southern 

redbelly dace (Chrosomus erythrogaster), and spotfin shiner (Cyprinella spiloptera). Project-

related impacts to wetland/waterway habitats will be avoided and are not anticipated to 

negatively impact the populations of species that use these habitats. Also, erosion control BMP 

will be employed to avoid indirect impacts to wetlands. 

  

Upland forested habitat, which comprises 1.5% of the Project Area, is located along waterways 

and wetland complexes. Species that may use these forested areas are similar to those common 

species that use agricultural areas including white-tailed deer, eastern gray squirrel, and mouse 

and vole species. Small woodlands may also support bird species including Downy Woodpecker 

(Dryobates pubescens), Hairy Woodpecker (D. villosus), Blue Jay (Cyanocitta cristata), Black-

capped chickadee (Poecile atricapillus), Song Sparrow (Melospiza melodia), Yellow-rumped 

Warblers (Setophaga cornata), and Northern Cardinal (Cardinalis cardinalis).  Less than one-

half acre of forested area will be impacted by Project-related activities; therefore, disturbance 

within any forested areas should have minimal impact on the populations of these forest-

dwelling species. 

 

Grasslands comprise 0.2% of the Project Area. Typical vegetation in grasslands include brome 

(genus Bromus), goldenrod (genus Solidago), Kentucky bluegrass, and big blue stem 

(Andropogon gerardii). Species that may use grasslands include white-tailed deer, cottontail 

rabbit (Sylvilagus floridanus), mouse and vole species, raccoon, and striped skunk. Bird, 

amphibian, and reptile species that may use grassland will be similar to those listed for 

agricultural areas. Project related impacts to grasslands are limited to less than one-half acre, all 

of which will not be fenced in; therefore, populations that use grasslands will not be negatively 

impacted. 
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Developed areas (i.e., commercial/industrial/residential uses, manicured lawns, landscaping, 

roads), which comprise 3.7% of the Project Area, are typically used by species accustomed to 

human disturbance, including mammal species such as the eastern gray squirrel and thirteen-

lined ground squirrel and bird species, such as the house sparrow (Passer domesticus) and 

European starling (Sturnus vulgaris). No impacts to these types of species in developed areas are 

anticipated; species that use developed areas are typically common and tolerant of human 

activity14, 15, 16. Because these species have robust and secure populations, are adaptable/tolerant 

to anthropogenic disturbance of land covers, and developed areas are already altered by human 

activity, no impacts to these species are expected. 

 

Direct and Indirect Effects of Utility-Scale Solar Facilities on Birds 

Based on the current relevant literature and available information, the direct impacts to birds, 

including waterbirds, are limited in absolute numbers and in relative number as compared to 

other anthropogenic sources. The operational wildlife response and reporting system to be 

implemented at Dawn Harvest Solar will gather data helpful in determining if bird mortality is 

occurring (see Section 5.7.2.3). The potential for indirect effects to birds will be minimized at the 

Project by prioritizing the use of land in agricultural areas for the final Project Layout, 

implementing the VMS, and employing BMP for lighting and noise reduction. 

 

Direct effects to birds at PV solar facilities have been described as apparent collisions with the 

fixed structures of the facilities17. However, there is evidence that many of the recorded bird 

fatalities were indicative of predation or even preening (i.e., feather-spots), and were not 

collision related18. The published literature on avian collisions with fixed PV solar infrastructure 

is limited to a few studies in regions of the world substantially more arid than Wisconsin19, 20, 21, 

22. These studies suggest direct impacts to birds were limited and mostly (approximately 85%) 

comprised of passerine (perching bird) species23. Although passerines appear to account for most 

 
 
14 Scalice, S., M. Benson, and A. Howard. 2018. Increased tolerance of human presence observed in urban compared 

to rural eastern gray squirrels. Journal of Ecology (2):2-9. 
15 Lowther, P.E. and C.L. Link. 2006. House sparrow (Passer domesticus), version 2.0. In the Birds of North 
America (A.F. Poole, Ed.). Cornell Lab of Ornithology. Ithaca, NY. 
16 Cabe. P.R. 1993. European starling (Sturnus vulgaris), version 2.0. In the Birds of North America (P.G. 

Rodewald, Ed.). Cornell Lab of Ornithology, Ithaca, NY. 
17 Walston Jr., L.J., K.E. Rollins, K.E. LaGory, K.P. Smith, and S.A. Meyers. 2016. A preliminary assessment of 

avian mortality at utility-scale solar energy facilities in the United States. Renewable Energy, 92:405-414. 
18 Kosciuch, K., D. Riser-Espinoza, W. Erickson. 2017. Understanding potential risk, and patterns of avian fatalities 

from utility-scale photovoltaic solar facilities. Technical memorandum to EDF Renewable Energy in support of the 

Palen Solar Bird and Bat Conservation Strategy. 10pp.  
19 Visser, E., V. Perold, S. Ralston-Paton, A. C. Cardenal, and P. G. Ryan. 2019. Assessing the impacts of a utility-

scale photovoltaic solar energy facility on birds in the Northern Cape, South Africa. Renewable Energy, 133: 1285-

1294. 
20 H.T. Harvey & Associates. 2015. California Valley Solar Ranch Project Avian and Bat Protection Plan, Final 
Postconstruction Fatality Report. Project #3326-03. Prepared for HPR II, LLC. 
21 Western Ecosystems Technology, Inc. 2014. Sources of avian mortality and risk factors based on empirical data 

from three photovoltaic solar facilities. Pp. 1-77. 
22 American Bird Conservancy. 2020. Habitat Loss. www.abcbirds.org. Accessed February 4, 2020. 
23 Wilcoxen, C.A., J.W. Walk, and M.P. Ward. 2018. Use of cover crop fields by migratory and resident birds. 

Agriculture, Ecosystems, and Environment. 252: 42-50. 
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solar-related bird fatalities, waterbirds often receive a disproportionate amount of attention due 

to the idea that posits waterbirds are at a greater risk of collision due to their misinterpretation of 

PV solar arrays as a waterbody, and that panels create a visual “lake effect” from a distance. 

However, to date, research does not indicate a consistent pattern of waterbird fatalities to support 

this notion22, 23. 

 

Even with conservative inclusion of the bird fatalities attributed to background influences such 

as predation events, adjusted bird fatality estimates from the studies were low compared to other 

anthropogenic sources of avian mortality (i.e., vehicle-and building-collisions) with reported 

annual average bird fatality rates ranging from 1 to 3 birds/MW/year for solar facilities. The total 

statistical variability around these reported bird fatality estimates ranged from 0.5 to 10.0 

birds/MW/year24, 25, 26. A study by Walston et al.17 estimated total annual bird mortality for solar 

energy facilities (including PV and concentrated solar power tower facilities) in the United States 

to be 37,800 to 138,600 per year for projects operating or under construction through 2015. None 

of the studies suggest that PV solar facilities present a population-level risk to any species. For 

context, various studies summarized by Walston et al.17 estimated that, annually, between 97 and 

988 million birds die from building and window strikes, and 80 to 340 million die from vehicle 

collisions. 

 

Regionally, a post construction avian mortality study was conducted by Western EcoSystems 

Technology, Inc. at the operational Badger Hollow Solar project located in Iowa county, 

Wisconsin27. A total of 617 carcass searches were conducted from March 15 to October 31, 

2022. Seventeen avian fatalities representing six identifiable species were found during the 

study, including four found incidentally outside survey plots. No water obligate fatalities were 

recorded at the project and no injured or stranded birds were found. No evidence of panel 

collision was observed and the cause of death for all detections was unknown. 

 

The primary indirect effect by PV solar facilities to birds, as with other development, is loss or 

fragmentation of suitable habitat17. It is generally considered a BMP to site development in a 

way that minimizes loss of undisturbed or high-quality habitats, as has been done for this Project. 

Agricultural row crop areas are generally considered of lower ecological value compared to 

undisturbed, native habitats, semi-natural habitats (e.g., cover crops18), or CRP lands24. Best et 

 
 
24 Johnson, D.H. 2000. Grassland bird use of Conservation Reserve Program fields in the Great Plains. Pages 19–34 

in W. L. Hohman and D. J. Halloum, editors. A comprehensive review of Farm Bill contributions to wildlife 

conservation, 1985–2000. U.S. Department of Agriculture, Natural Resources Conservation Service, Wildlife 

Habitat Management Institute, Technical Report USDA/NRCS/WHMI-2000. 
25 Best, L. B., K. E. Freemark, J. J. Dinsmore, and M. Camp. 1995. A review and synthesis of habitat use by 

breeding birds in agricultural landscapes of Iowa. The American Midland Naturalist, 134:1-29. 
26 DeVault, T.L., T. W. Seamans, J. A. Schmidt, J. L. Belant, B. F. Blackwell, N. Mooers, L.A. Tyson, and L. 

VanPelt. 2014. Bird use of solar photovoltaic installations at U.S. airports: Implications for aviation safety. 
Landscape and Urban Planning, 122:122-128. 

 
27 Rodriguez, M., D. Riser-Espinoza, W. Erickson, and M. Tuma. 2023. Post-Construction Monitoring at the Badger 

Hollow Solar Farm, Iowa County, Wisconsin. Draft Report: March 15 – October 31, 2022. Prepared for Invenergy 

Renewables LLC, Chicago, Illinois, and WEC Energy Group, Milwaukee, Wisconsin. Prepared by Western 

EcoSystems Technology, Inc. (WEST), Bloomington, Indiana. May 1, 2023. 21 pages + appendices. 
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al.25 assessed habitat use by breeding birds in Iowa agricultural landscapes and found the lowest 

bird species abundances in agricultural habitats, and greater bird species abundances in natural 

and strip-cover habitats. 

 

The replacement of monocultural row crops with the low-growing native sedges and native and 

naturalized grasses as proposed by Dawn Harvest Solar will, for some bird species, increase the 

attractiveness of the land. For example, though different habitat types were evaluated in studies 

by Visser et al.19 and Devault et al.26, they found that some bird species used PV-facilities to the 

same degree or more than the surrounding, undeveloped lands. By prioritizing Project 

disturbance to lands in active agriculture and minimizing disturbance in existing non-agricultural 

or natural habitats, and by implementing the VMS, Dawn Harvest Solar will mitigate indirect 

impacts to birds due to loss of the pre-construction land cover. 

 

Other indirect effects to birds would be related to periodic human disturbance through artificial 

light and noise associated with equipment and human presence during construction and 

operations. BMP used to minimize impacts to birds by artificial light sources include: 1) limiting 

the use of artificial lights to that which is necessary for human safety and security, 2) using 

hooded lights that are directed downward, and 3) ensuring lights are illuminated only when 

needed through use of switches or motion-sensors28. These BMP have been incorporated into the 

plans for Dawn Harvest Solar. In terms of noise disturbance, noise during operation will be 

comparable to that of the surrounding agricultural, commercial, and residential communities. 

Noise during construction is anticipated to occur within an 18-to-24-month period and will be 

spatially and temporally variable in response to the construction sequence. 

 

Dawn Harvest Solar will limit impacts to non-agricultural lands and use BMP to avoid and 

minimize impacts to suitable wildlife habitat and populations. BMP to be used to avoid or 

minimize impacts to plant and animal populations and their habitats include avoiding 

unnecessary disturbance to habitats by driving on existing roads and already disturbed areas (i.e., 

agricultural land) when feasible, installing silt fencing and other erosion control measures around 

construction areas, and avoiding impacts to wetlands and waterways. 

 

Federally Protected Species 

A USFWS IPaC request, provided in Appendix F, identified the federally endangered  

 and  

, the non-essential/experimental population of  the 

federally proposed endangered  the candidate species 

 and the federally threatened  

 and  as 

potentially occurring within the Project Area. While not identified by the IPaC, the 

 was included for review due to the presence of the  High 

Potential Zone (HPZ) within one mile of the Project Area to the northwest. The Bald Eagle 

(Haliaeetus leucocephalus) was included for review due to its federal protection status under the 

 
 
28 National Park Service. 2019. Night Skies: Best Practices. Accessed February 4, 2022. 
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Bald and Golden Eagle Protection Act (BGEPA) and its potential to nest or roost within the 

Project Area and surrounding region. 

 

Non-essential experimental population designations are assigned to populations deemed 

unnecessary for the continued existence of the species29. Regulatory restrictions are reduced for 

non-essential experimental populations. Candidate species have sufficient information to be 

proposed as endangered or threatened under the ESA, but development of a listing regulation is 

precluded by other higher priority listing activities30. The federally endangered and threatened 

species identified are described below. 

 

The  is a federally endangered and state threatened species. Suitable summer habitat for 

the  includes  where they , and occasionally 

includes adjacent  

 31, 32. According to the WDNR,  are known to occur in Rock 

County; however, no known  trees are located within the Project 

Area. The nearest known  is approximately 20 miles north of the Project Area. 

The USFWS Determination Key for 33 returned a determination of may affect - not likely 

to adversely affect, indicating that no  occurrences have been documented within at least 5 

miles of the Project Area. Therefore, although some suitable habitat has been identified within 

the Project Area, it is mostly limited to the areas surrounding  

 which are largely avoided by the Project.  impacts are limited to 

less than 0.50 acres associated with underground collector circuits. Tree clearing will be 

conducted outside the period of June 1 to July 31. Impacts to  

) are not anticipated to adversely impact the species; therefore,  

habitat and populations are not anticipated to be adversely affected. 

 

The  is federally proposed endangered and state threatened. Although  

 do not currently receive protections at the federal level,  have state-level 

protections. In Wisconsin,  populations are found primarily in the southern portion 

of the state. According to WDNR,  are known to occur in Rock County.  

 hibernate in ; and suitable summer  includes  

 includes  

. Potentially suitable but limited summer  occurs within the 

Project Area and includes . Although 

some suitable habitat has been identified within the Project Area it is limited and infrequent, and 

 
 
29 USFWS. 2016. Endangered Species Act: Experimental Populations Pacific Region Fact Sheet. Pp. 1-2. 
30 USFWS. 2017. Endangered Species Act: Section 4 - Candidate Species 
31  

 
32  

 

 
33  
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the probability of occurrence is low. Project related impacts to  will be minimized, 

tree clearing will be conducted outside the period of June 1 to July 31, and impacts to  

 avoided; therefore,  habitat and populations are not anticipated to be adversely 

affected. 

 

The  is federally and state endangered and can be found in  

 which contain  in close 

proximity to . Sites in which the  are found can typically be classified as 

. According to the WDNR34,  are 

not known to occur in Rock County. Additionally,  within the Project Area are limited 

and there are no  within the Project Area therefore,  

 habitat and populations are not anticipated to be adversely affected. 

 

The  is federally threatened and state endangered and can be found 

in . It requires  

. While this species is known to occur in Rock County, there are no  

 within the Project Area. Additionally, a majority of  within 

the Project Area are dominated by  or 

are routinely farmed; therefore impacts are not anticipated.  

 

The  is federally threatened and state endangered and can be found in  

 habitats that are  sites or previously disturbed by 

 Suitable  habitat of this kind are limited to 

nonexistent within the Project Area; therefore, no impacts are anticipated.  

 

The  is identified as a non-essential experimental population in Wisconsin.  

 use a variety of habitats during migration including  

 

.  within the Project Area are limited in both number 

and size, and are mostly . While  are occasionally 

used by  during , these resources are prevalent across the surrounding 

landscape, with a potential for less  in other areas offsite. Therefore, 

 populations are not expected to be adversely affected. 

 

The  is a candidate species for listing under the federal ESA which are not 

currently afforded protections. Adults occur in  

 

. Potential suitable habitat is present throughout the Project Area in areas such as 

, which commonly support  

. This species is not expected to be adversely affected by the Project due to the 

lack of available or nearby suitable habitat surrounding the Project Area and the limited impacts 

to  from the Project. 

 
 
34  
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 is listed as federally endangered and 

considered a species of concern in Wisconsin. The  uses a variety of habitats including 

 

 have been recorded within Rock County, the Project Area is not located within the High 

Potential Zone and largely consists of  land; therefore, no adverse impacts to the 

 are anticipated. 

 

Bald Eagles are protected under BGEPA and occur year-round in Wisconsin. Bald Eagles breed 

across the state with nests documented in every Wisconsin county but are most concentrated 

along the Mississippi, Wisconsin, and Fox rivers35. Wintering grounds typically contain open 

water, food resources, and roosting sites; and  habitat is similar to wintering habitat. 

Potentially suitable nesting and roosting habitat is present within the Project Area, in areas 

closest to nearby Blackhawk Creek, but overall is limited across the entirety of the Project Area. 

Although Bald Eagles were observed during a nearby Christmas Bird Count survey, no Bald 

Eagles or Bald Eagle nests were observed within the Project Area during a site visit for the SCR. 

Impacts to Bald Eagle populations are not expected to occur as a result of Project construction or 

operation. 

 

State-listed Threatened or Endangered Species  

Five of the federally listed species discussed above also have state-level conservation statuses. 

The  and  are state-threatened, the  

 and  are state-endangered. Four other species with state-level 

statuses were analyzed within the SCR provided in Appendix F as having potential to occur 

within or near the Project Area. These include the  
, the  and  

. In addition, the state threatened  

 was reviewed due to its occurrence in the IPaC’s list of  that may 

breed or pass through the Project Area as identified by the USFWS. The ERR provided in 

Appendix F indicated the  as having occurrences within or directly 

adjacent to the Project Area. Section 5.8.2 contains a discussion of the ERR results and Project 

plans in response to ERR recommended actions. 

 

The  is state endangered, and is usually found in , usually on 

. According to the WDNR, the  is known to occur within 

Rock County; however, according to the ERR, the Project Area lacks suitable habitat and there is 

no suitable habitat within one mile of the listed species occurrence. For these reasons, no impacts 

to the  are anticipated from the Project. 

 

The  is state threatened and can be found in  and 

alongside . According to the ERR, potential suitable 

 
 
35 Grier, J.W. and J.E. Guinn.  2003.  Bald eagle habitats and responses to human disturbance in Minnesota.  Final 

report to the Minnesota Department of Natural Resources Natural Heritage and Nongame Wildlife Program – 

Division of Ecological Sciences. 44 pp. 
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habitat for the  may be present within the southwestern portion of the 

Project Area in . There are limited areas of  

 within the southwestern portion of the Project Area that 

may be impacted by construction activities. These areas would be assessed and impacts to the 

species avoided to the extent practicable if the  is present; therefore, no impacts from the 

Project are anticipated. 

 

The  is state threatened and is typically found in  and in  

. Limited areas of  or potential  are present within the 

Project Area. The  is known to occur in Rock County, however, according to the 

ERR, the Project Area lacks suitable habitat and there is no suitable habitat within one mile of 

the listed species occurrence. Therefore, no impacts to  from the Project are 

anticipated. 

 

The  is state threatened in Wisconsin and is restricted to  

 with  habitat consisting of  

 There are no known records of the 

 within Rock County, the ERR did not include this species, and there are very 

limited amounts of  within the Project Area. For these reasons, no impacts to the 

 are anticipated from the Project. 

 

In summary, as the Project will primarily be sited on agricultural land, it is not expected that 

construction or operation will adversely impact wildlife, including special status species 

populations or any of their habitats that may occur within or near the Project Area. It is unlikely 

that construction or operation will adversely affect these species as there is abundant similar 

habitat in the surrounding region. Disturbance to these species, if any, will likely be limited to 

the duration of construction and is not anticipated to continue into the operations. During 

construction, wildlife within the construction areas may be temporarily displaced due to 

construction noise and human activity. The temporary displacement will primarily occur in areas 

that are currently used for row crop agriculture. Also, the surrounding region provides similar 

habitat to that available within the Project Area and is likely to accommodate the temporary 

displacement of wildlife during construction. Species using woodland areas are unlikely to be 

adversely affected by construction, as the planned siting of Project facilities is mostly outside of 

wooded habitat. Wetlands are completely avoided by the Project. The operational stage of the 

Project is expected to have a predominately positive impact on area wildlife. For example, once 

construction is complete, the majority of the Project Area will be disturbed less frequently than it 

was during row crop production. Also, the herbaceous habitat available throughout the solar 

arrays will improve habitat stability and diversity compared to row crop habitat. It should be 

noted that the solar array fence may exclude some large mammals from entering the site; 

however, most small mammals, birds, reptiles and amphibians will still be able to access this 

area, whether through, under, or over the fence. 

5.7.2 Wildlife pre-construction surveys.  (See Habitat Surveys and Biological Assessments 

in the Introduction.) 
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Westwood conducted a field reconnaissance for Dawn Harvest Solar on November 8, 2023 to 

conduct a coarse-scale ground-truthing of the Wiscland land cover types to verify that the land 

cover types identified were generally accurate and to identify any discrepancies between 

Wiscland classifications and field observations; document areas where land cover types may 

provide habitat for special status species; identify intact natural communities; document 

ecological features that may attract wildlife; take photographs of representative habitats in the 

Project Area and; record incidental wildlife observations while on-site. The field reconnaissance 

followed a desktop assessment of the biological resources within the Project Area, and results of 

both of these assessments are presented in the SCR provided in Appendix F. 

5.7.2.1 Provide a summary of pre-application consultation meetings held with DNR 

and/or USFWS for the purposes of determining whether or not any pre-

construction wildlife studies would be required for the project. 

Dawn Harvest Solar held a consultation with WDNR, USFWS, and Westwood staff on 

November 7, 2023. On January 22, 2024, Dawn Harvest Solar held the Pre-Application Meeting 

for the Project with PSC, WDNR, and Westwood staff. During these meetings, Project plans, 

surveys, vegetation management strategy, siting, BMP, and special status species were discussed.  

5.7.2.2 If, after consultation with DNR or USFWS, wildlife pre-construction studies are 

required, provide the following: 

• A copy of the approved survey methodologies for any studies including the 

species of interest, dates of surveys, and a schedule for releasing data and 

reports to the PSC and DNR. 

• Copies of all data collected for all pre-construction studies (data should be 

provided using a format acceptable to DNR and PSC staff). 

• Final report/s or analyses prepared using the data collected. 

No additional pre-construction wildlife surveys were required following consultation and 

coordination with WDNR and USFWS staff. The SCR provided in Appendix F includes an 

analysis of potential special-status species and general wildlife habitats in and around the Project 

Area. 

5.7.2.3 Provide any monitoring and response protocol for wildlife accessing solar arrays. 

Dawn Harvest Solar will implement a wildlife response and reporting system during operations 

which will allow the Project to assess wildlife impacts. The wildlife response and reporting 

system incorporates an electronic communication pathway that uses a software program to 

expedite the transfer of wildlife data from the field staff to environmental managers. This system 

includes operations staff training, monitoring for wildlife incidents (e.g., injured animals or 

carcasses) by operations staff, and active reporting of and potential response to wildlife 

incidents.  

 

Training will occur during staff onboarding and on an annual basis. The training will provide 

instruction to operations staff on reportable wildlife incidents, data documentation when an 

incident is identified, and the incident report process. The training also includes BMP (e.g., only 

drive on designated access roads). The operations staff are expected to view their surroundings 
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while performing regular maintenance visits and incorporate scans for wildlife into their work 

habits. Should an incident be observed, the technicians are required to collect data (e.g., date, 

time, location, etc.) and photographs of the wildlife and surroundings. This data is reported to the 

site manager, who submits it to an electronic database and notifies the designated environmental 

manager for the Project. The environmental manager will then coordinate to take the appropriate 

actions. The actions include working with a qualified biologist to confirm species identification. 

For injured animals, the site manager will contact a wildlife rehabilitator or local wildlife agent 

to capture, treat, and if able, release the animal. If the species is identified as a state or federally 

listed species, the appropriate agency will also be notified. The environmental manager also 

reviews the circumstances around each incident and the combined incidents on an annual basis, 

to determine if any trends such as a common location or circumstance are evident. Identification 

of such a trend would trigger an analysis to identify appropriate mitigation actions. 

 

If a member of the public observes a potential wildlife incident within the site, they should bring 

that observation to the Project’s site manager. From this point, the reporting process and 

coordination around the incident will be similar to those found and documented by the operations 

staff during routine site visits. 

5.8 Endangered Resources 

Endangered resources include any state or federally listed species (e.g. threatened, 

endangered), special concern species, and/or natural communities.  Location specific 

information for endangered resources is considered sensitive and should be filed 

confidentially on ERF with a public redacted version also provided.  As the location 

is defined by the project area, all species names should be redacted or generalized to 

taxa group wherever referenced throughout all application materials.  In addition, 

any required/recommended actions or no impact justification should also be 

redacted wherever referenced throughout all application materials. 

5.8.1 Provide a copy of the completed DNR endangered resources screening (i.e. ER 

Review or ER Verification Form) and all supporting materials (see DNR 

Application Needs in the Introduction). 

An ERR for the Project Area was completed on February 2, 2024 (ERR #23-883) and is 

provided in Appendix F. The ERR identified no species with required actions, 1 with 

recommended actions, and 2 species with no follow-up actions. 

5.8.2 Discuss how any DNR-required actions to comply with endangered species law 

would be incorporated into the project construction or operation.  Include 

discussion of how any USFWS permits or required actions would be incorporated 

into the project. 

No WDNR required actions were identified in the ERR and no USFWS permits or actions are 

required for the Project. 

 

A USFWS IPaC database search was completed on January 3, 2024 to identify any federally 

listed species with the potential to occur within the Project Area and is provided in Appendix F. 

The IPaC database results identified 7 species including the  
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 The USFWS Determination Key for  returned a 

determination of may affect-not likely to adversely affect, indicating that no  occurrences 

have been documented within at least 5 miles of the Project Area. 

5.8.3 Discuss how any DNR-recommended actions to comply with endangered species law 

would be incorporated into the project construction or operation.  Include 

discussion of how any USFWS recommended actions would be incorporated into the 

project. 

A recommended action for 1 plant species, the  was 

included in the ERR. If areas of suitable habitat in the southwestern portion of the Project Area 

will be impacted by construction activities, Dawn Harvest Solar will conduct presence/absence 

surveys in these areas and avoid occupied areas or conduct work during the  

 as feasible. 

 

Dawn Harvest Solar also plans to minimize tree clearing and conduct clearing activities outside 

of the period of June 1 to July 31 as is generally recommended by the WDNR for  

5.9 Public Lands and Recreation 

List all public properties within the project area and in a separate list all public 

properties within two miles of the project area boundary. 

5.9.1 State properties, including but not limited to: 

To determine the presence of public lands, recreational sites, and other special-use areas within 

two miles of the Project Area, Dawn Harvest Solar reviewed the United States Geological 

Survey (“USGS”) Protected Areas Database of U.S. (“PADUS”), USGS Topographical Maps, 

WDNR DNR Managed Properties Database (WDNR Open Data, 2024), Rock County website, 

and aerial imagery. The results of this effort indicated that there are no state, federal, county-

owned, or other special management areas within the Project Area. There are 337 acres of public 

lands within two miles of the Project Area, all of which consist of local parks and recreation 

areas within the city of Janesville (see Figure 4.1.7.3 Appendix A). 

5.9.1.1 Wildlife Areas 

There are no state wildlife areas in or within two miles of the Project Area. 

5.9.1.2 Fisheries Areas 

There are no state fisheries in or within two miles of the Project Area. 

5.9.1.3 State Parks and Forests 

There are no state parks or forests in or within two miles of the Project Area. 

5.9.2 Federal properties, including but not limited to: 

5.9.2.1 Wildlife Refuges   
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There are no federal wildlife refuges in or within two miles of the Project Area.  

5.9.2.2 Parks 

There are no federal parks in or within two miles of the Project Area.  

5.9.2.3 Scenic Riverways 

There are no federal scenic riverways in or within two miles of the Project Area.  

5.9.3 County Parks 

There are no county parks in or within two miles of the Project Area. 

5.9.4 Recreation Trails 

There are no recreational trails within the Project Area; however, approximately 3 miles of the 

Janesville segment of the Ice Age Trail is within 2 miles of the Project Area. The Ice Age 

National Scenic Trail is managed by a partnership among the National Park Service (“NPS”), 

WDNR, and the Ice Age Trail Alliance36.  The entire route is approximately 1,200 miles and is 

entirely within Wisconsin. 

5.9.5 Identify the owner/manager of each recreation resource. 

The Janesville segment of the Ice Age Trail within two miles of the Project Area is managed by 

the NPS, WDNR, and Ice Age Trail Alliance and maintained largely by volunteers. 

5.9.6 Provide any communications with these owners/managers. 

Dawn Harvest Solar has confirmed with Rock County that the Project will not have any impact 

on any portion of the Ice Age Trail. Communications with Rock County are provided in 

Appendix N. 

5.9.7 Discuss how short and long-term impacts to these resources would be avoided 

and/or minimized. 

No impacts to the resources identified are anticipated. 

5.9.8 Describe any measures that would be taken to mitigate or minimize impacts to 

aesthetics and tourism in the areas surrounding the project. 

The Project is located within a rural agricultural setting proximal to an urban area. No barbed 

wire will be used on the solar array fencing and “agricultural” or “deer fence” will be used, 

unless required otherwise by applicable codes, standards, rules, or regulations. Dawn Harvest 

Solar will work with interested non-participating residential property owners that are adjacent to 

solar arrays on one or more sides of their property to create visual buffers and screening to 

mitigate visual impacts, to the extent reasonable and economically feasible, and not otherwise 

 
 
36 Ice Age Trail Alliance. 2024. https://www.iceagetrail.org/explore/explore-the-trail/ice-age-trail/. 
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impeding solar operations or access to sunlight. Dawn Harvest Solar does not anticipate the 

Project to impact local tourism. 

5.10 Contaminated Sites 

List all contaminated sites and solid waste sites within the project area, and in a 

separate list, all contaminated sites and solid waste sites within two miles of the 

project area boundary. 

5.10.1 Using the Wisconsin Remediation and Redevelopment Database (WRRD), 

http://dnr.wi.gov/topic/Brownfields/WRRD.html, identify any contaminated sites 

(open and closed) within the project area and within two miles of the project area. 

Tables 5.10.1a and 5.10.1b below list the open and closed contaminated sites in and within 2 

miles of the Project Area as identified by the WRRD. 

 

Table 5.10.1a BRRTS Listings Within the Project Area 

Site Name BRRTS # Facility ID Site Status 

MACARTHUR PROPERTY 0354002639   Closed 

 

Table 5.10.1b BRRTS Listings Within 2 miles of the Project Area 

Site Name BRRTS # Facility ID Site Status 

MIDWEST TREE & 

EXCAVATING 
0254187160  Closed 

J I CASE DEALERSHIP 0254001615   Closed 

WELLNITZ BUILDERS 0354245033 154078540 Closed 

MCCANNS ONE STOP 0354000197 154016500 Closed 

WHEELER PIT (DELETED SF) 0254000990 154050380 Open 

SSI TECHNOLOGIES 0254195780 154096580 Closed 

MONTEREY MILLS 0354002407 154070840 Closed 

CHEVRON CHEMICAL 0254000989 154081290 Closed 

BLACKHAWK GOLF COURSE 0354001504   Closed 

EQUITABLE PROPERTY 0354001324  Closed 

SENECA FOODS 0254581267 154060830 Closed 

JONES PROPERTY 0354533118   Closed 

BERG PROPERTY 0354178506 154125730 Closed 

5.10.2 Using the Historic Registry of Waste Disposal Sites, 

http://dnr.wi.gov/topic/Landfills/registry.html, identify any Environmental Repair 

and Solid Waste disposal sites within the project area and within two miles of the 

project area. 

According to the WDNR Historic Registry of Waste Disposal Sites, there are no sites located 

within the Project Area. Table 5.10.2 below lists the Environmental Repair and Solid Waste 

disposal site within 2 miles of the Project Area as identified by the WNDR Historic Registry of 

Waste Disposal Sites. 

 

http://dnr.wi.gov/topic/Brownfields/WRRD.html
http://dnr.wi.gov/topic/Landfills/registry.html
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Table 5.10.2 Environmental Repair and Solid Waste Disposal Sites Within 2 miles of the 

Project Area 

Site Name Facility ID EPA ID Site Status 

WHEELER PIT 154050380 WID980610620 Closed 

5.10.3 If contaminated materials are known to exist on-site, list and describe: 

• The types of contaminant(s) known to exist on-site. 

• The location of the contaminant(s). 

• The media in which the contaminant is located within (i.e., soil, water, etc.). 

• The estimated concentration of the contaminant(s). 

• The estimated volumes of the contaminants(s). 

No contaminated materials are known to exist on-site. 

5.10.4 If the contaminated materials are newly discovered on-site, specify: 

• The procedure for screening materials. 

• The location where materials would be tested. 

• The protocols that would be followed. 

• Whether construction work would be impacted. 

It is not expected that any contaminated materials will be encountered on-site. If suspected 

contaminated soils or other materials are identified, a qualified firm will be contacted to test 

suspected materials. If contamination is confirmed, the contaminated materials will be treated 

and/or disposed of according to the appropriate protocol for the situation encountered and the 

relevant regulations. The WDNR will be contacted as required under state law. If contamination 

is encountered, work would be suspended as appropriate in the immediate area of contamination 

until the appropriate remediation measures have been completed. 

5.11 Floodplain 

5.11.1 Identify any work occurring in floodplains or known flood-prone areas (e.g. 

agricultural field ponding). 

Underground collector circuits are anticipated to directionally bored underneath floodplain 

associated with WBIC #797100. Dawn Harvest Solar intends to avoid areas at risk for potential 

flooding, based on hydrological analysis performed during final engineering, to the extent 

practicable to minimize civil work and construction costs. 

5.11.2 Discuss if impacts to the floodplain have been evaluated, and how impacts to the 

floodplain will be avoided or minimized. 

Impacts to the floodplain have been evaluated; bore pits for the directional-boring will be placed 

in previously disturbed upland areas and no temporary or permanent floodplain impacts are 

anticipated for the installation of the underground collector circuits. 
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5.11.3 Provide information on any discussions that have occurred with the application 

floodplain zoning authority, and how the project will comply with local floodplain 

ordinance(s). 

No discussions with floodplain zoning authorities have occurred. 

5.12 Local Zoning and Safety 

Utilities (CA) 

5.12.1 Provide copies of any zoning ordinances affecting the project area and within two 

miles of the project boundary.  Provide only the page(s) directly citing ordinance 

language. 

5.12.2 Describe any zoning changes needed for the project. 

5.12.3 Describe zoning changes that the applicant has requested of local government for 

the proposed project.  Include: 

5.12.3.1 The name of the entity responsible for zoning changes. 

5.12.3.2 Description of the process required to make the zoning change. 

5.12.3.3 The outcome or expected outcome for requested zoning changes. 

5.12.4 Township road safety and use plans. 

5.12.4.1 Provide details on any plan or permit requirement pertaining to local road 

safety, use, or repair. 

5.12.5 Other conditional use permits 

5.12.5.1 Provide details on any other conditional use permit required by local 

government. 

Sections omitted, only apply to utilities. 

Utilities and IPPs (CPCN) 

5.12.6 Provide a list of potential local issues normally associated with zoning, road use and 

safety, or other condition uses. 

Dawn Harvest Solar has met with local officials and members of the public to discuss zoning, 

road use, and local concerns. Dawn Harvest Solar is currently in the process of negotiating a 

local agreement with Rock County, the Town of Harmony, and the Town of La Prairie. 

Additional details on public engagement are provided in Sections 6 and 7. 

 

Local officials and members of the public have inquired about the following matters: 

• Land use and zoning; 

• Responsibility for maintenance and repair of roads used during construction; 

• Type and size of vehicles used in construction; 

• Construction materials and employee traffic routes; 
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• Vegetation management strategy; 

• Storm water management impacts during and after construction; 

• Emergency response needs of the proposed facility; 

• Source of construction and operations staff; 

• Facility lighting; 

• Local government and school tax impacts; 

• Wildlife impacts and recreational paths; 

• Decommissioning; 

• Construction noise impacts; 

• Project site selection process; 

• Vegetative screening and buffer opportunities; 

• Economic impact of land use change; 

• Property values; 

• Sheep grazing; and 

• Pollinator habitat. 

5.12.6.1 Provide copies of all correspondence to and from local government pertaining to 

issues of zoning, safety, or local road use safety plans. 

Copies of local government correspondence are provided in Appendix N. 

5.12.6.2 Provide a discussion of how local concerns would be accommodated. 

Dawn Harvest Solar has established a thorough and multi-faceted outreach plan to receive and 

address local concerns as further discussed in Sections 6.1 and 7.2. Dawn Harvest Solar is 

currently in the process of negotiating a local agreement with Rock County, the Town of 

Harmony, and the Town of La Prairie. The current draft of the local agreement is provided in 

Appendix O. Dawn Harvest Solar will continue to work with the county, towns, and local 

community to identify and address issues and concerns should they arise. Upon receipt of a local 

concern, Dawn Harvest Solar will work in good faith to reach a mutually agreeable resolution. 

5.12.7 Describe any impacts the proposed project would have on existing infrastructure 

including electric distribution lines and gas pipelines. 

No impacts are anticipated to existing electric distribution lines and gas pipelines. Prior to 

initiating construction, all crossings of Project infrastructure with existing infrastructure will be 

field located by a licensed land surveyor. Dawn Harvest Solar will seek to negotiate crossing 

agreements with the owners of the infrastructure identified, as appropriate. Underground 

collector circuits will cross existing infrastructure as close to perpendicular as practicable. 

 

Three existing transmission lines operating at 138 kV and multiple lower voltage electrical 

distribution lines are located within the Project Area. Solar infrastructure has been sited to avoid 

impacts to the identified electric transmission and distribution lines; however, underground 

collector circuits, access roads, and the Gen-Tie Line will require crossing existing electric 

distribution infrastructure in multiple locations pending final engineering. 
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Four natural gas pipelines were identified within the Project Area. The location of the natural gas 

pipelines were confirmed by the ANR Piping Company. Project infrastructure has been sited to 

avoid impacts to the identified natural gas pipelines; however, collector circuits and the Gen-Tie 

Line will require crossing the natural gas pipelines in multiple locations pending final 

engineering. 

5.13 Land Use Plans 

Provide information from all land-use plans adopted by local governments that 

pertain to the project area, extending out two miles from the project boundary.  

Only submit those pages relevant to the project siting or operation.  Do not submit 

multi-page ordinances, land use plans, etc. unless the entire document would be 

helpful for context.  Include a list of website addresses to the source documents.  

Include not only general land-use plans, but also other relevant planning documents 

such as: 

5.13.1 County Recreation Plans 

5.13.2 Farmland Preservation Plans 

5.13.3 Highway Development Plans 

5.13.4 Sewer Service Area Plans 

Land use plans, zoning ordinances, and relevant planning documents are listed in Table 5.13 

below and provided in Appendix P. 

  

Table 5.13 Land Use Plans and Ordinances 

Local Government Plan or Ordinance 

Rock County 

Comprehensive Plan 

Agriculture Plan 

Zoning Ordinance 

Town of Harmony 
Comprehensive Plan 

Zoning Ordinance 

Town of La Prairie 
Comprehensive Plan 

Zoning Ordinance 

City of Janesville Comprehensive Plan 

Town of Johnstown  Comprehensive Plan 

5.14 Archaeological and Historic Resources 

Confidential information includes only the specific location and other sensitive 

details of archaeological and human burial sites (e.g., maps).  Confidential 

information should be submitted on ERF as a confidential version in addition to a 

redacted public version.  The Wisconsin Historical Society (WHS) can provide a list 

of qualified archaeologists, architectural historians, human burial specialists, or 

tribal preservation officers who may be required to perform steps of this review.  

Access to the Wisconsin Historic Preservation Database (WHPD) is required to 

complete this review.  Access to WHPD is free at the WHS headquarters or can be 

https://www.co.columbia.wi.us/ColumbiaCounty/planningzoning/Planning/ComprehensivePlanning/tabid/3659/Default.aspx
https://www.arlingtontown-wi.com/comprehensive-plan-1
https://www.co.columbia.wi.us/columbiacounty/planningzoning/PlanningZoningHome/Planning/TownComprehensivePlanning/TownofHampden/tabid/515/Default.aspx
https://www.townofleeds.org/wp-content/uploads/2016/07/Town-of-Leeds-Adopted-Comprehensive-Plan2030.pdf
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used online for a fee.  Depending on the outcome of this review, the Commission 

may be required to consult with the State Historic Preservation Office (SHPO).  

SHPO consultation may take up to an additional 30 days.  The Guide for Public 

Archeology in Wisconsin, provides information about best management practices. 

5.14.1 Provide maps and a description of all archaeological sites, historic buildings and 

districts, and human burial sites within or near the proposed project area.   

5.14.2 For archaeological sites and historic buildings or districts, determine the 

boundaries, historic significance, and integrity of each resource. Additional field 

surveys may be required to make these determinations. 

5.14.3 Identify the potential project effects on each resource. 

5.14.4 Describe modifications to the project that would reduce, eliminate, avoid, or 

otherwise mitigate effects on the resources.  Examples of modifications include 

changes to construction locations, modified construction practices (e.g. use of low-

pressure tires, matting, etc.), placement of protective barriers and warning signage, 

and construction monitoring. 

5.14.5 For human burial sites, obtain a Burial Site Disturbance Authorization/Permit from 

WHS for all human burial sites that would be affected by the project. 

5.14.6 Provide an unanticipated archaeological discoveries plan.  The plan should outline 

procedures to be followed in the event of an unanticipated discovery of 

archaeological resources or human remains during construction activities for the 

project. 

5.14.7 Notify Wisconsin Tribal Historic Preservation Officers of any Native American 

human burial sites and significant prehistoric archaeological sites that could be 

impacted by the project.  Provide copies of all correspondence. 

Stantec Consulting Services, Inc. (“Stantec”) completed a cultural resources review and 

architectural history evaluations for the Project. These analyses were conducted to ensure 

compliance with all applicable state and federal historic preservation laws and were assessed 

through the review of published literature and records maintained by the Wisconsin State 

Historic Preservation Office (“SHPO”) and the Wisconsin Office of the State Archaeologist. 

Survey documentation from the Wisconsin Historic Preservation database (“WHPD”) was 

reviewed for previously identified archaeological and cemetery/burial sites and aboveground 

architectural/historical resources within and adjacent to the Project Area. The area of potential 

effects (“APE”) for direct effects to archaeological resources was defined to encompass the 

Project Area; the APE for indirect (visual) effects to aboveground architectural/historic resources 

included a 0.25-mile buffer around the Project Area. 

 

The cultural resource review provided in Appendix Q identified 1 previously reported cemetery 

and 21 aboveground architectural/historic resources within the 0.25-mile buffer around the 

Project Area. Four historic structures were identified within the Project Area. In accordance with 

Wisc. Stat. § 157.70, Stantec recommended avoidance of ground disturbing activities within 10 

feet of the parcel boundary of the cemetery, which was incorporated into the Project Layout to 

avoid potential impacts. After reviewing the Project Layout, Stantec concluded that direct effects 

to the historic structures identified within the Project Area will not occur. 
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The architectural history evaluation provided in Appendix Q was completed to reassess the 

previously surveyed properties. Based on the survey completed in March 2024, 1 cemetery and 3 

aboveground historic structures were recommended as eligible for the National Register of 

Historic Places (“NRHP”). After reviewing the Project Layout, Stantec concluded that no 

adverse effects would occur for the resources recommended as eligible for the NRHP. 

 

No adverse impacts to archaeological or architectural resources are anticipated. If unrecorded 

archaeological resources or human remains are discovered during construction, the 

Unanticipated Discoveries Plan provided in Appendix Q will be followed. 

5.15 Agricultural Impacts 

5.15.1 Identify current agricultural practices in the project area. 

The primary land use in the Project Area is agricultural crop production. The primary crops 

grown in the Project Area are corn (Zea mays) and soybeans (Glycine max). 

5.15.2 Identify the location of known agricultural drainage systems (tiles, ditches, laterals), 

irrigation systems, erosion control and water management practices and facilities in 

the project area that could be impacted by construction activities or the location of 

the proposed facilities. 

Rock County does not have a comprehensive file detailing drainage tile systems within the 

Project Area. Dawn Harvest Solar has reached out to all participating landowners to ask for their 

assistance in locating drain tile; requesting drain tile maps, personal knowledge of their property, 

and knowledge of existing drain tile that was placed without written record. Dawn Harvest Solar 

will continue discussions with participating landowners to determine, to the extent practicable, 

where drain tile exists. 

 

It is expected that drain tile will be impacted in portions of the Project Area that are tiled and 

undergo construction. Dawn Harvest Solar will make commercially reasonable efforts to prevent 

damage to drain tile mains by incorporating the identified locations into the final Project Layout. 

In the event damage to a drain tile main is unavoidable and such damage would create adverse 

drainage effects to participating or neighboring property, Dawn Harvest Solar will re-route or 

repair the existing drain tile main during construction. 

5.15.3 Identify any farming operations such as herd management, specialty crop 

production, field and building access, organic farming, etc. that could be impacted 

by the construction of the project. 

No impacts to farming operations such as herd management, specialty crop production, field and 

building access, or organic farming are anticipated. No concentrated animal feeding operations 

were identified in the Project Area or within 0.5 miles of the Project Area. As described in 

Section 5.3.1.1, no specialty crops were identified within the Project Area. There is an organic 

farm outside of the Project Area west of Alternative Array Area 19. Dawn Harvest Solar has 

been in contact with the landowner and has offered to partner on a good neighbor agreement. 
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5.15.4 Identify the amount (in acres) of designated prime farmland that would be removed 

from agricultural use during the operational life of the solar project. 

Approximately 928 acres of prime farmland associated with Proposed Array Areas, the Collector 

Substation, BESS and O&M Facility are anticipated to be removed from agricultural use during 

the operational life of the Project. There are approximately 353,000 acres of farmland in Rock 

County37. 

5.15.5 Describe how damage to agricultural facilities and interference with farming 

operations would be minimized during construction. 

No damage to agricultural facilities, beyond those discussed in Section 5.15.2, or interference 

with non-participating farming operations is anticipated during construction. Minimal 

interference between construction equipment and farm equipment travelling on roadways may 

occur but is not anticipated to be an issue. The Project will be constructed on land participating 

in the Project through voluntary agreements. The lease agreements include a provision to address 

crop damage if construction begins when crops have not yet been harvested. 

5.15.6 Describe how damage to agricultural facilities would be identified and repaired. 

No damage to agricultural facilities is anticipated for this Project beyond those discussed in 

Section 5.15.2. 

5.15.7 Identify any farmland affected by the project that is part of an Agricultural 

Enterprise Area. 

Table 5.15.7 below identifies the 14 parcels participating in the Project that are within the Town 

of La Prairie Agricultural Enterprise Area. 

 

Table 5.15.7 Participating Parcels Within Agricultural Enterprise Area 

Parcel Owner Parcel APN Acres 

Hill O Farms Inc. 020 003002 87.35 

Hill O Farms Inc. 020 003001 94.93 

Hill O Farms Inc. 020 004002 107.16 

Hill O Farms Inc.  020 001005 80.58 

Hill O Farms Inc. 020 001004001 35.1 

Frosty View Farms LLC 020 002002 200.14 

Frosty View Farms LLC 020 00200101 64.84 

Frosty View Farms LLC 020 002009 42.13 

Roberts Income Trust 020 013001 160.61 

Ed Leach Farms Inc. 020 002006 116.50 

Steven W Brown 020 003003 79.21 

Steven W Brown 020 003008 70.45 

 
 
37 USDA National Agricultural Statistics Service, 2017 Census of Agriculture. Rock County Wisconsin. 

https://www.nass.usda.gov/Publications/AgCensus/2017/Online_Resources/County_Profiles/Wisconsin/cp55105.pd

f 
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Table 5.15.7 Participating Parcels Within Agricultural Enterprise Area 

Parcel Owner Parcel APN Acres 

Riesterer Farms 020 004001 74.68 

Parr Family Farm LLC 020 005006 113.33 

5.15.8 Identify any farmland in the project area that is part of a Drainage District, and 

identify the Drainage District if applicable. The following items apply when any part 

of a project is located within a Drainage District. 

5.15.8.1 Describe any permits needed from a Drainage District Board for construction 

and operation of the proposed project, and the status of any permits. 

5.15.8.2 Identify if and where any culverts would be installed in areas of the Drainage 

District. 

5.15.8.3 Provide any correspondence with State Drainage Engineer regarding the project. 

No portion of the Project is located within a Drainage District. 

5.15.9 Identify any lands within the project boundary that are enrolled in agricultural 

conservation or agricultural tax incentive programs. Describe the process for 

returning land to agricultural use after decommissioning, including any subsequent 

years of monitoring. 

One participating landowner has indicated they have property enrolled in CRP within the Project 

Area. The specific extent of property enrolled in CRP is not known at this time. No property 

participating in the Project is subject to a Farmland Preservation Agreement or enrolled in the 

Managed Forest Law program. 

 

Detailed decommissioning steps for the Project are provided in Section 1.7.3 and Appendix D 

and outline a process for returning the Project to productive agricultural use. The establishment 

of native and naturalized perennial species as the primary vegetation cover for the Project will 

help maintain and improve soil health over the life of the Project. The establishment of perennial 

vegetation will stabilize soil surfaces, reduce erosion and sedimentation, build soil health, and  

protect water quality resources. By establishing perennial vegetation cover over the soil surface, 

the soil’s most critical fertility and agronomic properties will increase. Rather than disturbing the 

soil through regular tilling, the soil will be able to restore itself and increase in organic matter. 

Because of this protection of soil resources, it is very likely the cropland will maintain, or 

potentially increase, its pre-construction productivity after years of use as a solar energy 

generating facility. 

5.15.10Discuss induced voltage issues as they relate to the project arrays, collector circuits, 

and generator tie line. Provide the following information: 

5.15.10.1 Identify the location of confined animal dairy operations within one-half mile of 

any proposed transmission or distribution centerline or other project facilities. 

Sixteen agricultural buildings preliminarily identified as confined animal dairy operations are 

located within 0.5-miles of proposed Project facilities and generally consist of operations of less 

than 150 animals. 
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5.15.10.2 Identify the location of agricultural buildings located within 300 feet of any 

proposed transmission or distribution centerline or other project facilities. 

No agricultural buildings are located within 300 feet of the Gen-Tie Line Routes or any 

underground collector circuit. Fifteen agricultural buildings are located within 300 feet of 

Proposed Array Areas along E U.S. Highway 14, S Van Allen Road, S Milton Shopiere Road, E 

County Road MM, S Laprairie Town Hall Road. Thirty-four agricultural buildings are located 

within 300 feet of Alternative Array Areas along E U.S. Highway 14, S Van Allen Road, S 

Milton Shopiere Road, and E County Road MM. Agricultural building locations are shown in 

Figure 4.1.2 in Appendix A. 

5.15.10.3 Discuss induced voltage issues related to the project and its transmission or 

distribution line routes. 

Dawn Harvest Solar does not anticipate issues regarding induced (stray) voltage as a result of the 

Project. Induced voltage issues are generally caused by improperly grounded and/or isolated 

electrical circuits found in older buildings, factories, or barns. 

 

Dawn Harvest Solar will be constructed to meet the standards of Wis. Admin. Code Chapters 

SPS 316, SPS 371, and PSC 114 – Wisconsin State Electrical Code, and the National Electric 

Safety Code. Following the adopted electric codes and guidelines will ensure the system is 

designed correctly and potential issues of induced voltage are mitigated in accordance with 

applicable law. 

5.15.10.4 Discuss any plans to conduct stray voltage testing pre- and post-construction. 

Dawn Harvest Solar does not believe stray voltage testing is necessary based on the Project’s 

engineering design and test results at similar projects in Wisconsin. 

5.16 Airports and Landing Strips 

5.16.1 Airport, Landing Strips, and Helipads 

5.16.1.1 Identify all public and private airports, landing strips, and helipads within 10 

miles of the project facilities (both for solar arrays and the nearest generator tie 

line structure). 

5.16.1.2 Describe each of the airports, landing strips, and helipads with a description of 

the runways/landing zone and type of use. 

5.16.1.3 Describe any potential for impacts to aircraft safety and potential facility 

intrusion into navigable airspace. 

5.16.1.4 Describe any mitigation measures pertaining to public airport impacts. 

Table 5.16.1 below identifies all public and private airports, landing strips, and helipads within 

10 miles of the Project Area. Due to the height of the proposed Project facilities and distance to 

aviation facilities, mitigation measures are not expected to be necessary. 
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Table 5.16.1 Airports, Landing Strips, and Helipads Within 10 Miles of Project Area 

Facility Name 
Airport 

ID: 

Distance from 

Project Area 
Ownership 

Runway 

Information 

Ames Private 05WI 7.85 Miles East Private 
One, E/W turf 

runway. 

Archie's WS01 
7.24 Miles 

Northwest 
Private 

One water 

runway. 

Beloit Memorial Hospital WI38 
7.29 Miles 

Southwest 
Private 

One bituminous 

concrete helipad. 

Bountiful Acres 6WI3 9.29 Miles East Private 
One asphalt 

runway. 

Hacklander 76WN 0.52 Miles East Private 
No discernable 

runway. 

Johnstown Center WI84 2.76 Miles East Private 
One, N/S turf 

runway. 

Meier Airport WI99 
9.22 Miles 

Northwest 
Private 

No discernable 

runway. 

Melin Farms 3WI6 
4.75 Miles 

Southeast 
Private One turf runway. 

Mercy Hospital WS40 3.87 Miles West Private 
One asphalt 

helipad. 

Omniflight Helicopters WI85 
3.85 Miles 

Southwest 
Private 

One asphalt 

helipad. 

Southern Wisconsin 

Regional 
JVL 

4.45 Miles 

Southwest 
Public 

Two asphalt and 

one concrete 

runway. 

SSM Health St. Mary's 

Hospital-Jansville 
2WS4 0.76 Miles West Private 

One bituminous 

concrete helipad. 

Turtle Airport WI02 9.98 Miles South Private 
No discernable 

runway. 

5.16.2 Commercial Aviation 

5.16.2.1 Identify all commercial air services operating within the project boundaries (i.e. 

aerial applications for agricultural purposes, state programs for control of forest 

diseases and pests (i.e. Gypsy moth control). 

5.16.2.2 Describe any potential impact to commercial aviation operations. 

5.16.2.3 Describe any mitigation measures pertaining to commercial aviation. 

According to the Department of Agriculture, Trade, and Consumer Protection’s (“DATCP”) 

Interactive Map of the Spongy Moth Aerial Spray Program, no areas in Rock County were being 

treated with aerial applications. Inquiries with local landowners determined that the use of 

limited, targeted aerial application services for fungicide occurs annually within the Project Area. 

Due to the height of the proposed Project facilities and planned cessation of aerial application on 

property included in the final Project Layout, no commercial aviation impacts are anticipated as 
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a result of Project construction or operation; therefore, mitigation measures are not expected to 

be necessary. 

5.16.3 Agency Consultation 

5.16.3.1 Identify any potential construction limitations and permit issues. 

5.16.3.2 Provide a summary of the status of any FAA determinations with details on 

mitigation actions or how any unresolved problems with aircraft safety are being 

addressed (including generator tie line structures) 

5.16.3.3 Provide a list of any structures, including generator tie line structures, requiring 

WisDOT high structure permits, and the status of any such permits. 

No construction limitations or WisDOT high structure permits are required for the Project under 

Wis. Stat. § 114.135(7). Dawn Harvest Solar utilized the Federal Aviation Administration’s 

(“FAA”) Notice Criteria Tool to evaluate potential notice requirements for the Gen-Tie Line 

structures. The Notice Criteria Tool indicated that notice may be required based on proximity to 

nearby facilities. As a result of this analysis, Dawn Harvest Solar plans to file a notice with the 

FAA but does not anticipate that any changes or alterations to the Project design will be needed 

based on the language of CFR Title 14, Part 77.9. 

5.17 Communications Towers 

For the following sections, include in the assessment all facilities that make up the 

solar arrays as well as any structures that are part of a necessary generator tie line 

for the project. 

5.17.1 Provide an analysis or supportive data to predict whether or not any aspect of the 

proposed project would interfere with: 

5.17.1.1 Cell phone communications 

Dawn Harvest Solar does not anticipate the Project to cause any interference to cell phone 

communications. Please refer to the Mobile Phone Carrier Report provided in Appendix R for 

more details.  

5.17.1.2 Radio broadcasts 

Dawn Harvest Solar does not anticipate the Project to cause any interference to radio broadcasts. 

Please refer to the AM and FM Radio Report provided in Appendix R for more details. 

5.17.1.3 Internet (WiFi) 

Dawn Harvest Solar does not anticipate the Project to cause any interference to internet services. 

Please refer to the Microwave Study provided in Appendix R for more details. 

5.17.1.4 Television 

Dawn Harvest Solar does not anticipate the Project to cause any interference to televisions. 

Please refer to the Television Report provided in Appendix R for more details. 
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5.17.1.5 Doppler radar network 

Dawn Harvest Solar does not anticipate the Project to cause any interference to the doppler radar 

network. Please refer to the Doppler and NEXRAD Weather Radar Study provided in Appendix 

R for more details. 

5.17.2 Describe mitigation measures should interference occur during project operation 

for any of the communications infrastructure listed above. 

In addition to the items analyzed in Sections 5.17.1.1 through 5.17.1.5 above, Dawn Harvest 

Solar does not anticipate the Project to cause any interference to land and mobile emergency 

services. Please refer to the Land Mobile & Emergency Services Report provided in Appendix 

R for more details. 

 

Although unlikely, if any resident or business were able to show impacts to line-of-sight or 

broadcast communications due to the Project, such impacts will be mitigated to the extent 

practicable. Mitigation measures could include the deployment of a high-gain directional 

antenna, or provision of cable or satellite service. 

5.18 Electric and Magnetic Fields (EMF) 

Provide an estimate of the magnetic profile created by any necessary overhead 

collector circuits and electric transmission facilities (generator tie line). Estimates 

should be made using the following criteria: 

• Show the predominant electric line configurations proposed for the project (H-

frame, single-pole delta, double-circuit, etc). 

• Show any existing lines that would be affected by the proposed collector circuits 

or generator tie-line and a post-construction diagram that incorporates the new 

existing lines. 

• Assume all panels are working and project is producing at maximum capacity. 

• Show EMF profile at 0 ft., 25 ft., 50 ft., and 100 ft. from the centerline of each 

circuit type modeled. 

The generation, delivery, and use of electricity produces both electric and magnetic fields 

(“EMF”). EMF are created by electrical voltage and electrical current respectively. Westwood 

performed an EMF Study for the Project which is provided in Appendix S. Considerable 

research has been conducted to determine whether exposure to 60 Hz (the electrical grid 

frequency in the United States) magnetic fields cause negative health effects. These studies have 

shown no statistically significant association. The PSC has also concluded that there is 

no correlation between magnetic fields and negative health effects. 

5.19 Noise 

Pre- and post-construction noise studies are required for all electric generation 

projects.  Noise measurement studies must be approved by PSC staff. 

5.19.1 Provide existing (ambient) noise measurements and projected noise impacts from 

the project using the PSC’s Noise Measurement Protocol.  The PSC Noise 
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Measurement Protocol can be found on the PSC website at:  

https://psc.wi.gov/SiteAssets/ConventionalNoiseProtocol.pdf. 

Hankard Environmental, Inc. performed a Pre-Construction Noise Analysis for the Project which 

is provided in Appendix J. The Pre-Construction Noise Analysis consisted of determining the 

location of all noise-sensitive receptors located near the Project (primarily residences), 

measuring existing noise levels within and near the Project Area, and predicting both 

construction and operation noise levels for the Project. The Pre-Construction Noise Analysis was 

carried out in accordance with the PSC’s Measurement Protocol for Sound and Vibration 

Assessment of Proposed and Existing Electrical Power Plants. In summary, the Pre-Construction 

Noise Analysis determined that under typical operating conditions noise emissions from the 

Project are predicted to be less than 41 dBA at all non-participating noise-sensitive receptors. 

5.19.2 Provide copies of any local noise ordinance. 

The Rock County Code of Ordinances does not contain a noise ordinance. The Town of La 

Prairie and Town of Harmony have noise limitations in Section 11.6 of their respective zoning 

ordinances. The zoning ordinances for the Town of La Prairie and Town of Harmony are 

provided in Appendix P. 

5.19.3 Provide equipment manufacturer’s description of noise attenuating methods and 

materials used in the construction of proposed facilities. 

Please refer to Appendix J. 

5.19.4 Describe how noise complaints would be handled. 

The Project is not predicted to result in any significant increases over ambient noise levels. Dawn 

Harvest Solar will maintain equipment and conduct repairs in a timely manner to avoid excess 

noise. If Dawn Harvest Solar receives a noise complaint from a local resident, a Project 

representative will meet with the resident to investigate the complaint. Dawn Harvest Solar will 

determine if the noise is the result of a mechanical issue that can be repaired. If not, Dawn 

Harvest Solar will attempt to reach a mutually agreeable solution with the resident. 

5.19.5 Discuss any mitigation measures that would be used to address noise complaints 

during the operation of the project. 

With a predicted maximum noise level of less than 41 dBA at all non-participating noise-

sensitive receptors, Dawn Harvest Solar believes it is unlikely that the Project will elicit noise 

complaints that require mitigation. However, in the unlikely event that mitigation becomes 

necessary, Dawn Harvest Solar will evaluate options such as localized buffers or barriers to 

reduce noise propagation. 

5.20 Solar Panel Glint or Glare 

5.20.1 Provide an analysis showing the potential for glint or glare from a typical project 

solar panel, as well as from the project as a whole.  Include the following: 

https://psc.wi.gov/SiteAssets/ConventionalNoiseProtocol.pdf
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• The analysis should list the basic assumptions used and the 

methodology/software used for creating the glint or glare analysis. 

• The analysis should evaluate impacts to aircraft and air traffic controllers from 

any impacted airports.   

• The analysis should also examine the risk of glint or glare to local residents and 

road users in the project area. 

• The analysis software may indicate that proposed array areas are large enough 

to impact the accuracy of glare results.  If this warning is encountered in the 

modeling, the applicant should break the affected array areas into smaller sub-

arrays and perform the glare analysis using these smaller sub-arrays. 

• The analysis software may model different amounts of glare at observation 

points with different elevations.  For any stationary observation points that 

could have human occupancy at higher elevations (e.g. a second story of a 

residence), the applicant should model multiple elevations for those stationary 

observation points. 

• The analysis software may model different amounts of glare depending on the 

assumed heights of the solar panels.  The applicant should model panel 

elevations for at least two different solar panel heights to establish a range of 

potential glare results. 

• The analysis software may model different amounts of glare depending on the 

assume rest angle of the solar panels.  The applicant should model at least two 

resting angle configurations, including one configuration with a resting angle 

set at between zero and five degrees. 

Westwood performed a Glare Study for the Project which is provided in Appendix T. The Glare 

Study consisted of determining the location of glare-sensitive receptors located near the Project 

and predicting glare from the Project. The Glare Study did not account for physical obstructions 

between reflectors and receptors (e.g., buildings, topography, or vegetation). Glare hazard 

determinations relied on approximations of observer eye characteristics, view angle, and blink 

time. Visual impacts from Project-related glare are expected to be mitigatable, minimal, or 

insignificant. 

 

The Project is not proposed on or near a federally obligated airport. The FAA does not require 

glare analysis for aircraft flying over a photovoltaic solar energy system that is not located on a 

federally obligated airport. Dawn Harvest Solar anticipates that, based on the FAA’s analysis, 

any glint and glare from solar energy systems experienced by pilots flying through the Project 

Area would also be similar to glint and glare pilots routinely experience from water bodies, 

glass-façade buildings, parking lots, and similar features38. 

 
 
38 https://www.federalregister.gov/documents/2021/05/11/2021-09862/federal-aviation-administration-policy-

review-of-solar-energy-system-projects-on-federally-obligated 



 

 

 

95 

5.20.2 In the event of an inquiry or complaint by a resident in or near the project area, 

describe what modeling or other analysis would be used to evaluate the possibility of 

unreasonable panel glint or glare at the residence. 

If Dawn Harvest Solar receives a glare complaint from a local resident, GlareGauge modelling 

will likely be used to assess the extent and time of day of glare at the point of concern and to 

determine potential mitigation options. 

5.20.3 Describe mitigation options available to reduce unreasonable panel glint or glare. 

If glare proves to be problematic, Dawn Harvest Solar may use fencing, vegetation, or other 

objects of obstructive nature to mitigate glare effects. Alternatively, Dawn Harvest Solar may 

implement a special tracking schedule for problematic arrays. 

6. Local Government Impacts 

6.1 Joint Development and Other Agreements 

6.1.1 Provide a summary of major agreement items agreed upon in any Joint 

Development Agreements (JDA) or other type of agreement including: 

6.1.1.1 All services to be provided by the city, town, and/or county during construction 

and when the plant is in operation (e.g. water, fire, EMS, police, security 

measures, and traffic control). 

6.1.1.2 Specifically, address community and facility readiness for incidents such as fires. 

Although the Project is under the PSC’s jurisdiction, Dawn Harvest Solar is currently in the 

process of negotiating a local agreement with Rock County, the Town of Harmony, and the 

Town of La Prairie memorializing Dawn Harvest Solar’s commitments to the local community. 

The current draft of the local agreement is provided in Appendix O. 

 

Should they be required, Dawn Harvest Solar anticipates that local fire and emergency medical 

services will be provided during construction and operation of the Project. Construction of a 

solar photovoltaic energy generating facility does not create any unique or especially dangerous 

environments or situations for first responders. Dawn Harvest Solar will require that all 

contractors on-site meet all state, federal, and industry best practice standards for employee and 

public safety. Dawn Harvest Solar will communicate regularly with local first response agencies 

and coordinate training meetings in accordance with the Project’s ERP. Should any aspect of the 

Project construction or operations present unfamiliar situations for first responders, Dawn 

Harvest Solar will arrange for adequate professional training to address those concerns. 

 

Regarding the BESS, safe operation of advanced energy storage systems begins with safe 

equipment and compliance with applicable safety codes and regulations. Any potential 

equipment suppliers to Dawn Harvest Solar manufacture to stringent quality standards, and 

equipment used for the Project must be tested and certified by third-party professionals. As a 

member of the United States Energy Storage Association’s Corporate Responsibility Initiative 

and American Clean Power’s Energy Storage Safety, Codes, and Standards Committee, 

Invenergy is an industry leader in advancing responsible supply chain practices and emergency 
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response planning that will be utilized at Dawn Harvest Solar. Through remote monitoring, 

Dawn Harvest Solar will ensure the batteries stay within optimal operating bands to ensure both 

safety and long-term performance. Critical information such as battery temperature, state of 

charge, and any system warnings will be monitored on a 24/7 basis. Any anomaly will be 

identified immediately and can be addressed by action from the Invenergy Control Center or by 

dispatching local technicians to the site. In general, the ERP will state that emergency responders 

should not enter BESS enclosures. Please refer to Section 2.7.5 for additional information 

regarding BESS safety. 

 

Dawn Harvest Solar does not anticipate significant impacts to local public services or traffic. If 

needed, the Rock County Sheriff’s Office is expected to provide traffic control and security 

services. 

6.1.2 Provide a copy of all agreements with local communities (e.g. JDA, road use). 

Dawn Harvest Solar is currently in the process of negotiating a local agreement with Rock 

County, the Town of Harmony, and the Town of La Prairie memorializing Dawn Harvest Solar’s 

commitments to the local community. The current draft of the local agreement is provided in 

Appendix O. 

6.2 Infrastructure and Service Improvements 

6.2.1 Identify any local government infrastructure and facility improvements required 

(e.g. sewer, water lines, drainage districts, police, and fire). 

Dawn Harvest Solar is not aware of any infrastructure or upgrades to existing facilities that will 

be needed for the construction or operation of the Project. If improvements are necessary, such 

as the repair/improvement to specific roads used in hauling equipment and materials during 

construction, they will be done at Dawn Harvest Solar’s expense. 

6.2.2 Describe the effects of the proposed project on city, village, town and/or county 

budgets for these items. 

Local government budgets will be positively impacted by hosting the Project. Wisconsin’s 

Shared Revenue Utility Aid Program provides for payments to be distributed annually to 

communities hosting electric generating facilities. The Project will be eligible for two 

components of the Shared Revenue Utility Aid Program: the MW-based payment and the 

incentive payment. 

6.2.3 For each site provide an estimate of any revenue to the local community (i.e. city, 

village, town, county) resulting from the project in terms of taxes, shared revenue, 

or payments in lieu of taxes. 

The Project will generate approximately $750,000 in annual payments through Wisconsin’s 

Shared Revenue Utility Aid Program. Over its anticipated 35-year life, the Project is anticipated 

to generate $26,250,000. In accordance with the Shared Revenue Utility Aid Program 

distribution formula, Rock County will receive approximately 57% of the annual payments and 

the Town of La Prairie and Town of Harmony will receive the remaining approximately 43%. 
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Final payment distributions between the towns will be determined based on the final Project 

Layout. 

6.2.4 Describe any other benefits to the community (e.g. employment of local residents, 

reduced production costs, goodwill gestures). 

During construction, the workforce will be primarily comprised of laborers, equipment operators, 

electricians, and management personnel. During peak construction periods, approximately 250 

workers are anticipated to be on-site. The amount of labor that will be sourced locally is 

unknown at this time, and will be dependent upon the construction contractor selected, local 

labor market, and the availability of qualified employees at the time of construction. Dawn 

Harvest Solar estimates that roughly 50% of the construction workforce will be Wisconsin 

residents. During operation, Dawn Harvest Solar expects the five full-time employees will reside 

locally. 

 

Throughout the development process, Dawn Harvest Solar has engaged with the community and 

made goodwill donations to the following groups: 

• Community Action 

• Rock County Beekeepers 

• New Life Food Pantry 

• Delevan Lake Area Chamber 

 

Dawn Harvest Solar anticipates creating a Community Fund providing at least $40,000 annually 

to local communities proximal to the Project starting the first year of operations. The Community 

Fund will support local charitable causes within these communities for a period of at least 20 

years. 

6.2.5 Provide information on the direct, indirect, and induced state of local economic 

impacts during and after construction. 

Utility-scale solar energy projects have numerous benefits for local communities including direct 

payments to participating landowners, increased local government revenue from Shared Revenue 

Utility Aid Program payments, and job opportunities during both the short-term construction 

term and the long-term operational phase. In addition to the employees directly involved in the 

construction and maintenance of the Project, numerous other jobs are created through indirect 

supply chain purchases, services required, and the higher spending that is induced by employees 

and landowners. Local businesses, such as restaurants, grocery stores, hotels, and gas stations, 

will see increased business from construction workers. Local industrial businesses, including 

aggregate and cement suppliers, welding and industrial suppliers, hardware stores, automotive 

and heavy equipment repair, electrical contractors, and maintenance providers, will also likely 

benefit from construction of the Project. 

 

Strategic Economic Research, LLC prepared and Economic Impact and Land Use Analysis for 

the Project which is provided in Appendix U. Dawn Harvest Solar is estimated to create 108 

new jobs during construction and 10 new jobs during operation for Rock County. These new jobs 
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are anticipated to equate to over $13.3 million in new local earnings during construction and 

$669,000 in new local long-term earnings for Rock County annually. 

7. Landowners Affected and Public Outreach 

7.1 Contact Lists 

Provide a separate alphabetized list (names and addresses) in Microsoft Excel for 

each of the groups described below: 

7.1.1 Property owners and residents within the project boundary and a separate list of 

property owners and residents from the project boundary out to a distance of one 

mile.  It is strongly recommended that applicants consult with PSC staff in order to 

ensure that the format and coverage are appropriate considering the project type, 

surrounding land use, etc. 

7.1.2 Public property, such as schools or other government land. 

7.1.3 Clerks and chief officers of cities, villages, townships, and counties affected by the 

proposed project; and the contact for the Regional Planning Commission relevant to 

the project area.  Also include on this list the main public library in each county the 

proposed facilities would occupy. 

7.1.4 Local media for the project area, at least one print and one broadcast. 

Contact lists containing the requested information in Sections 7.1.1 through 7.1.4 are provided in 

Appendix V. 

7.1.5 Tribal government representatives for Native American Tribes that hold off-

reservation treaty rights in Ceded Territory. This only applies to projects within the 

following counties: Douglas, Bayfield, Ashland, Iron, Vilas, Forest, Florence, 

Marinette, Oconto, Menominee, Shawano, Langlade, Oneida, Price, Sawyer, 

Washburn, Burnett, Polk, Barron, Rusk, Taylor, Lincoln, Marathon, Portage, 

Wood, Clark, Chippewa, Eau Claire, Dunn, and St. Croix County. The following 

Tribes hold off-reservation treaty rights in Ceded Territory: 

• Bad River Band of Lake Superior Chippewa Indians 

• Lac Courte Oreilles Band of Lake Superior Chippewa Indians 

• Lac du Flambeau Band of Lake Superior Chippewa Indians 

• Red Cliff Band of Lake Superior Chippewa Indians 

• St. Croix Chippewa Indians of Wisconsin 

• Sokaogon Chippewa Community (Mole Lake Band of Lake Superior Chippewa 

Indians) 

 

Section omitted, not applicable. 

7.2 Public Outreach and Communication 

7.2.1 List and describe all attempts made to communicate with and provide information 

to the public.  Describe efforts to date and any planned public information activities.   
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7.2.2 Provide copies of public outreach mailings or website addresses for project pages. 

7.2.3 Describe plans and schedules for maintaining communication with the public (e.g. 

public advisory board, open houses, suggestion boxes, and newsletters). 

Dawn Harvest Solar is committed to serving as a dedicated member of the community and will 

continue to work hard to earn and uphold trust over the life of the Project. Our engagement with 

the community goes well beyond job creation, economic investment, and providing clean, 

renewable energy. We strive to build lasting partnerships with civic leaders, property owners, 

and community members. We pride ourselves on being transparent in our communication and 

responsive to public feedback. Public outreach materials compiled and shared with the 

community thus far are provided in Appendix N. 

 

Landowners 

Project representatives have been meeting with area landowners to discuss the Project and land 

leasing since mid-2019. Participating landowners have received welcome packets, update 

mailings, and notification letters since joining the Project. In 2023, Dawn Harvest Solar 

employed a local representative to serve as a resource for both participating landowners and 

members of the community. The Dawn Harvest Solar local representative is a participating 

landowner in the Darien Solar Energy Center developed by Invenergy currently under 

construction in Rock and Walworth Counties. Dawn Harvest Solar believes that her real-world 

experience with solar project development and professional agricultural background helps 

facilitate communication and affinity with the local community. In January 2024, she began 

hosting office hours at 1001 US-14 Suite 3, Janesville, WI, on Tuesdays and Thursdays. Special 

appointments are also available as requested. 

 

Regulatory Agencies 

Dawn Harvest Solar held a consultation with WDNR and USFWS staff on November 7, 2023. 

On January 22, 2024, Dawn Harvest Solar held the Pre-Application Meeting for the Project with 

PSC and WDNR staff. During these meetings, Project plans, surveys, vegetation management 

strategy, siting, BMP, and special status species were discussed. 

 

Local Governmental Units 

Beginning in fall 2020, meetings to describe the Project were held with local government 

representatives. The list of local governmental units engaged with the Project to date includes 

Rock County (Planning and Land Conservation), Town of Harmony (Chair, Supervisors), Town 

of La Prairie (Chair, Supervisors), and City of Janesville (Planning and Zoning).  

 

General Public 

Project representatives have shared information with the general public via presentations to the 

Town of Harmony and Town of La Prairie, engaging in 60 to 90-minute public comment 

question and answer sessions at each. Dawn Harvest Solar has also given presentations to the 

Rock County Ag Business Council, the Milton Area Chamber of Commerce, and the Rock 

County Beekeepers Association. An open house for the Project was held on February 22, 2024 

with mailed invitations to 145 members of the public including both participating and non-

participating landowners within and directly adjacent to the Project Area. Project representatives 

have been in regular attendance at town board meetings and have followed up with individuals 
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who have stated they would like to learn more about the Project. Dawn Harvest Solar will 

continue working with members of the public via local government meetings, small group 

meetings, one-on-one meetings, social media, advertisements, mailings, the local office, and the 

local representative. 

 

Online 

The Dawn Harvest Solar Facebook presence is nested within a single, statewide page called 

“WisconSUN.” This is updated regularly to share solar information, receive questions and 

comments from the public, and further communicate on Project status. The Facebook page can 

be found at https://www.facebook.com/WisconSUN. Additionally, Dawn Harvest Solar created a 

Project-specific website for the general public to access information about the Project. The 

Project website can be accessed at https://DawnHarvestSolar.Invenergy.com. 

 

Dates for Appendix N 

Table 7.2a below provides a list of mailings sent to Project participants and neighbors within or 

adjacent to the Project Area. 

 

Table 7.2a Public Outreach Mailings 

Date Mailing 

7/19/2022 Landowner Dinner Invitation 

9/9/2022 Landowner Dinner Follow Up Letter 

12/15/2022 Holiday Post Card 

5/16/2023 Spring Planting Post Card 

8/31/2023 Landowner Introduction to New Development Lead 

9/10/2023 Build a Birdhouse Postcard Invitation 

10/25/2023 Fall Harvest Postcard 

11/9/2023 Holiday Landowner Event Invitation 

12/14/2023 Landowner Dinner Follow Up Letter 

12/21/2023 Dawn Harvest Holiday Postcard 

12/28/2023 Municipal Public Meeting Notice to Landowners 

2/8/2024 Office Warming Invitation Postcard to Landowners 

2/8/2024 Landowner Engineering Plan Update 

2/8/2024 Landowner Holiday Gift Boxes 

2/12/2024 Office Warming Invitation Postcard to Project Neighbors 

3/4/2024 
Milton Area Chamber of Commerce Presentation & Ribbon Cutting 

Invitation 

4/23/2024 Good Neighbor Agreement Informational Letter 

 

Table 7.2b below provides a list of meetings and events held throughout the local community 

that Project representatives have participated in. 

 

Table 7.2b Public Outreach Meetings / Events 

Date Organization/Meeting 

1/12/2020 Presentation to Town of Harmony Chair and Clerk 
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Table 7.2b Public Outreach Meetings / Events 

Date Organization/Meeting 

11/10/2020 Rotary Club of Beloit 

6/2/2021 Town of Harmony Chair and Supervisor 

6/8/2021 Rock County Director of Planning, Economic & Community Development 

6/21/2021 Town of La Prairie Chair and Board 

7/27/2021 City of Janesville Council Member 

8/6/2021 City of Janesville Director 

9/23/2021 City of Janesville Council Member and Planning Director 

2/23/2022 Town of La Prairie Chair 

8/2/2022 Landowner Project Presentation Dinner Event  

9/11/2023 Town of Harmony Monthly Board Meeting 

9/13/2023 Town Board of La Prairie Local Operating Contract Discussion 

9/13/2023 Town of La Prairie Monthly Board 

9/23/2023 Build a Birdhouse Event  

10/9/2023 Town of Harmony Monthly Board Meeting  

10/17/2023 La Prairie Town Board and Budget Meeting  

11/1/2023 FORWARD Janesville Chamber Annual Dinner  

11/13/2023 Town of Harmony Monthly Board and Annual Electors/Budget 

11/29/2023 Holiday Landowner Dinner   

12/5/2023 Town of La Prairie Board Meeting 

12/5/2023 Local Grazing Company Meeting 

12/10/2023 Rock County Beekeepers Association Holiday Party  

12/11/2023 City of Janesville City Council   

12/12/2023 Town Board of Harmony Presentation 

12/13/2023 Local Grazing Company Meeting 

12/15/2023 City of Janesville Planning Director 

1/5/2024 Local Grazing Company Meeting 

1/5/2024 Delavan Lake Area Chamber Director   

1/10/2024 New Life Food Pantry Meeting 

1/10/2024 Town Boards of La Prairie & Harmony Public Meeting 

1/15/2024 Local Office Project Neighbor Meeting   

1/16/2024 Town of La Prairie Monthly Board Meeting 

1/22/2024 PSC and WDNR Pre-Application Meeting 

1/30/2024 Local Office Grazing Partner Meeting 

2/1/2024 2024 RENEW Wisconsin Summit  

2/2/2024 Delavan Lake Area Chamber Annual Auction Awards 

2/5/2024 Local Office Neighbor Meeting 

2/12/2024 Town of Harmony Monthly Board  
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Table 7.2b Public Outreach Meetings / Events 

Date Organization/Meeting 

2/13/2024 Invenergy Solar Grazing Contractor Intro Meeting   

2/22/2024 Local Office Warming Event 

2/28/2024 Milton Area Chamber of Commerce Quarterly Meeting 

3/4/2024 Town of La Prairie Board Meeting 

3/10/2024 Rock County Beekeepers Association Project Presentation  

3/11/2024 Town of Harmony Board Meeting  

3/12/2024 Milton Area Chamber of Commerce Business After Five   

3/14/2024 Milton Area Chamber of Commerce Presentation and Ribbon Cutting 

3/15/2024 Ag Business Council Rock County Annual Awards Dinner 

3/15/2024 

Local Operating Contract Discussion - Town of Harmony, Town of La 

Prairie, and Rock County 

3/21/2024 Ag Business Council Rock County Board Presentation 

3/22/2024 Big Radio Janesville 

3/22/2024 Milton Area Chamber of Commerce Night Out with Stars Dinner 

4/21/2024 Rotary Botanical Gardens Earth Day Celebration 

7.2.4 Identify all local media that have been informed about the project. 

Dawn Harvest Solar has met with Big Radio in the City of Janesville to discuss the Project and 

submitted ads for the Project for the following radio stations: 105.9 The Hog, 99.9 WJVL, and 

92.7/1230 WCLO. The Project has also published print ads in the Janesville Gazette. 

7.2.5 Describe the ongoing ways that the public would be able to communicate with plant 

operators or the company.  Describe any internal process for addressing queries or 

complaints. 

When construction commences, Dawn Harvest Solar will select a site manager as the primary 

local point of contact. This person will be available for local inquiries via phone and email. The 

site manager will hold daily plan of the day meetings with the construction contractors during 

which any queries or complaints can be discussed and resolved. 

 

During operation, members of the community will be able to communicate with Project 

personnel through the O&M Facility. Any maintenance or operations related questions can be 

directed to the maintenance staff at this location. 

8. Waterway/Wetland Permitting Activities 

Section 8.0 covers information required by DNR for waterway and wetland permits.  

The following subsections apply to both proposed and alternate solar array sites. 

Questions about this section should be directed to DNR Office of Energy staff. 
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8.1 Waterway Permitting Activities 

This section should be consistent with the waterways included in DNR Tables 1 and 

2 and associated maps.  See page iii in this document on what to include in DNR 

Tables 1 and 2 regarding waterway resources. 

8.1.1 Identify the number of waterways present, including all DNR mapped waterways 

and field identified waterways, assuming all waterways are navigable until a 

navigability determination is conducted (if requested).  Provide an overall project 

total, as well as broken down by the proposed site and the alternative site and their 

associated facilities. 

The Project has been designed to avoid all impacts to wetlands and waterways. Wetlands and 

waterways were field delineated within a 1,610.4-acre Field Delineation Area, a subset of the 

larger, 2,793.2-acre Project Area, as shown in Figure 8.3.3 in Appendix A. The field delineation 

was completed using the level two routine determination method set forth in the USACE 1987 

Manual39 and the Northcentral & Northeast Regional Supplement40. The field delineation 

occurred between October 12 and 14 and on November 5, 2020 and April 27, 2021. The field 

delineated resources are shown in Figures 8.3.1 and 8.3.2 (Appendix A) and included in Solar 

AFR WDNR Tables 1 and 2 (Appendix M). Full results of the field wetland delineation are 

provided in the Field Wetland and Water Resources Report in Appendix M. 

 

The 1,182.8 acres of the Project Area that were not field delineated were assessed via a desktop 

evaluation, as identified by the Desktop Delineation Area shown in Figure 8.3.3 in Appendix A. 

The desktop delineation was completed using available public resources, including the WDNR 

SWDV, and multiple years of historical aerial imagery. Within the Desktop Delineation Area, 

waterways were identified based on their WBIC flowline identification. The desktop delineated 

resources are shown in Figures 8.3.1 and 8.3.2 (Appendix A) and included in Solar AFR WDNR 

Tables 1 and 2 (Appendix M). Full results of the desktop wetland delineation are provided in the 

Desktop Wetland and Water Resources Report in Appendix M. 

 

A summary of the waterways within the Project Area is provided in WDNR Table 2 (Appendix 

M) and shown in Figures 8.3.1 and 8.3.2 (Appendix A). A total of 6 WBIC flowlines were 

mapped within the Project Area. Two waterways totaling 0.65 linear miles corresponding to 

WBIC flowlines #797100 and #797000 were delineated within the Field Delineation Area. In 

May 2021, Stantec submitted a NDR for portions of WBIC flowlines #5040359, #5040565, 

#5040982, and #5040613 that were mapped within the Field Delineation Area but were not 

present in the field based on the data collected. On June 1, 2021, the WDNR communicated via 

email their concurrence that #5040359, #5040565 and #5040613 were not jurisdictional and do 

not require Chapter 30 permit coverage; therefore, they are not included in Solar AFR WDNR 

 
 
39 Environmental Laboratory. 1987. Corps of Engineers Wetlands Delineation Manual.  Technical Report Y-87-1, 

U.S. Army Engineer Waterways Experiment Station, Vicksburg, MS. 
40 U.S. Army Corps of Engineers.  2012.  Regional Supplement to the Corps of Engineers Wetland Delineation 

Manual: Northeast/Northcentral Region (Version 2.0), ed. J. S. Wakeley, R. W. Lichvar, and C. V. Noble. 

ERDC/EL TR-12-1. Vicksburg, MS: U.S. Army Engineer Research and Development Center.    
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Tables 1 and 2 (Appendix M). WDNR determined that #5040982 was jurisdictional within the 

Field Delineation Area unless additional information was provided that demonstrates that 

upstream areas are non-navigable. NDR correspondence is provided in Appendix M. Figures 

8.3.1 and 8.3.2 (Appendix A) show the location of the waterways within the Project Area 

determined non-jurisdictional by the WDNR that do not require Chapter 30 permit coverage.  

 

Portions of WBIC flowlines within the Desktop Delineation Area of the Project are assumed 

jurisdictional. Areas with Project infrastructure within the Desktop Delineation Area will be field 

delineated in 2024 and the final Project Layout will be adjusted to avoid impacts to waterways 

should additional water resources be identified. 

 

Of the three WDNR jurisdictional waterways within the Project Area (#797100, #797000 and 

#5040982; hereafter referred to as waterways), none are located within the Proposed or 

Alternative Array Areas. It is worth noting that while #797000 is mapped within the north edge 

of the Project Area, the field delineation found this waterway is further north, outside of the 

Project Area, except for a 15-foot segment of field delineated waterway #797000 that briefly 

intersects the northern portion of the Project Area (Figures 8.3.1 and 8.3.2 Appendix A). 

 

Underground collector circuits cross two waterways, #797100 and #5040982. WBIC #797100 is 

crossed with underground collector circuits in two locations (Figures 8.3.1 and 8.3.2 Appendix 

A; WDNR Table 1 Appendix M). The Project will avoid impacts to waterways through 

construction methods such as directional boring of underground collector circuits and siting of 

surface disturbance outside the boundaries of waterways. No WBIC flowlines will be crossed by 

the Proposed or Alternative Gen-Tie Line Routes. 

8.1.2 Identify any waterways in the project area that are classified as Outstanding or 

Exceptional Resource Waters, Trout Streams, Wild Rice Waters, and Wild or 

Scenic Rivers.   

No features identified as Outstanding or Exceptional Resource Waters, Trout Streams, Wild Rice 

Waters, or Wild or Scenic Rivers were identified within the Project Area. 

8.1.3 State if you are requesting DNR staff perform a navigability determination on any 

of the DNR mapped waterways and/or field identified waterways that would be 

impacted and/or crossed by project activities.  If a navigability determination is 

requested, provide the following information in a separate Appendix with the 

application: 

• A table with columns for: 

o The crossing unique ID, 

o Waterbody Identification Code (WBIC) for each waterway (found in the 

Surface Water Data Viewer or in the GIS data for the DNR mapped 

waterways), 

o Latitude and longitude for each crossing, 

o Waterway name, 

o Waterway characteristics from field investigation, and; 
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o Any other pertinent information or comments. 

• Site photographs, clearly labeled with the photo number, direction, date photo 

was taken, and crossing unique ID.  A short description of what the photo is 

showing, and any field observation must also be included in the caption. 

• Project map showing the following: 

o Aerial imagery (leaf-off, color imagery is preferred), 

o DNR mapped waterways (labeled with their unique ID), 

o Field identified waterways (labeled with their unique ID), 

o the location of each site photograph taken (labeled with the photo number), 

o the project area, and;  

o Call out box/symbol for each DNR mapped waterway crossing where the 

navigability determination is requested (labeled with their unique ID). 

On June 1, 2021, the WDNR communicated via email their concurrence that WBIC #5040359, 

5040565, and 5040613 within the Project Area were not jurisdictional (Appendix M); therefore 

they are not included in Solar AFR WDNR Tables 1 and 2 (Appendix M) but are included on 

Figures 8.3.1 and 8.3.2 (Appendix A) with their jurisdictional status noted. Dawn Harvest Solar 

is not requesting additional navigability determinations for WDNR mapped waterways and/or 

field identified waterways. 

8.1.4 For both the proposed and alternative sites and their associated facilities, provide 

the following: 

8.1.4.1 The number of waterways that would be crossed by collector circuits and specify 

the installation method (e.g. X waterways would be bored, Y waterways would be 

trenched, etc.).  

As summarized in WDNR Table 1 (Appendix M) and shown on Figures 8.3.1 and 8.3.2 

(Appendix A), directional boring under two waterways (S-1/#797100 and S-3/#5040982) is 

proposed for the underground collector circuits. S-1/ #797100 is crossed at two locations (S1-A 

and S1-B). 

8.1.4.2 The number of waterways that would be traversed with equipment for 

temporary access roads, and how that crossing would be accomplished (e.g. 

temporary clear span bridges (TCSB), use of existing bridge or culvert, etc.).  

No impacts to waterways are proposed for temporary access roads. 

8.1.4.3 The number of waterways that would be impacted for permanent access roads, 

and how that crossing would be accomplished (e.g. placement of culvert, ford, 

permanent bridge, etc.).  

No waterways will be impacted by permanent access roads. 

8.1.4.4 The number of waterways that would be impacted and/or crossed by fence 

installation and footings. 
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No waterways will be crossed by fencing associated with the Project. While it appears that 

fencing crosses #797000, the field delineation confirmed this portion of the waterway is further 

north, outside of the Project Area (Figures 8.3.1 and 8.3.2 Appendix A). 

8.1.4.5 The number of waterways that would be impacted and/or crossed by other 

construction activities or facilities (e.g. placement of a storm water pond within 

500 feet of a waterway, stream relocation, staging areas, etc.).  

The Project has been designed to avoid all impacts to waterways. Areas with Project 

infrastructure within the Desktop Delineation Area will be field delineated in 2024 and the final 

Project Layout will be adjusted to avoid impacts to waterways should additional water resources 

be identified. 

8.1.5 Provide the methods to be used for avoiding, minimizing, and mitigation 

construction impacts in and near waterways. This discussion should include, but not 

be limited to, avoiding waterways, installation methods (i.e. directional bore versus 

open-cut trenching or plowing), equipment crossing methods (i.e. for temporary 

access, the use of TCSB versus temporary culvert; for permanent access, the use of 

permanent bridge versus permanent culvert), sediment and erosion controls, 

invasive species protocols for equipment, etc.  

Impacts to waterways will be avoided through siting and construction methods. All underground 

collector circuit crossings of waterways will be directionally bored to avoid impacts. Appropriate 

sediment and erosion control measures will be implemented during construction to avoid 

sedimentation into waterways. This information will be incorporated into the ECSWMP. When 

feasible, HDD equipment, trenching equipment and backhoes will be power washed before 

mobilization to the site to prevent introduction of invasive species from off-site sources and 

equipment will be inspected and cleaned of reproductive parts between work zones where 

invasive species have been identified within the Project Area in accordance with the VMS 

provided in Appendix I. 

8.1.6 Describe fence crossings of waterways, including the location of support pilings (i.e. 

in waterway channel, at the top of the waterway banks) and the amount of clearance 

between the bottom of the fence and the ordinary high-water mark.  Also describe 

any existing public use of the waterway and how this public use may be impacted by 

the fence crossing.  

No waterways will be crossed by fencing associated with the Project. While it appears that 

fencing crosses #797000, the field delineation confirmed this portion of the waterway is further 

north, outside of the Project Area (Figures 8.3.1 and 8.3.2 Appendix A). 

8.1.7 For waterways that would be open-cut trenched, provide the following: 

8.1.7.1 State if any waterways are wider than 35 feet (measured from OHWM to 

OHWM). 

8.1.7.2 The machinery to be used, and where it would operate from (i.e. from the banks, 

in the waterway channel) and if a TCSB is needed to access both banks. 

8.1.7.3 The size of the trench (length, width, and depth) for each waterway crossing. 
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8.1.7.4 The details on the proposed in-water work zone isolation/stream flow bypass 

system (i.e. dam and pump, dam and flume, etc.).   

8.1.7.5 The details on the proposed dewatering associated with the in-water work zone 

isolation/stream flow bypass system, including where the dewatering structure 

would be located.   

8.1.7.6 The duration and timing of the in-stream work, including the installation and 

removal of the isolation/bypass system and the trenching activity. 

8.1.7.7 How impacts to the waterway would be minimized during in-water work (e.g. 

energy dissipation, sediment controls, gradually releasing dams, screened and 

floating pumps, etc.).   

8.1.7.8 How the waterway bed and banks would be restored to pre-existing conditions. 

All underground collector circuit crossings of waterways will be directionally bored. No open-

cut trenching across waterways is proposed, and no other crossings of waterways for access 

roads or fences is proposed to be included in final Project Layout. 

8.1.8 For waterways that would be directionally bored, provide the following: 

8.1.8.1 Where the equipment would operate from (e.g. from upland banks, from wetland 

banks, etc.) and if a TCSB is needed to access both banks. 

Entry points and exit points will be positioned at least 10 feet outside of the ordinary high water 

mark (“OHWM”) for the waterways and will be moved further away when appropriate to 

achieve the proper depth required for each bore and to avoid tree lines or other obstacles. 

8.1.8.2 The location and size of any temporary staging and equipment storage. 

Temporary staging and equipment storage will be located in upland areas in an area of up to 200 

x 50 feet, depending on the length of the bore, which includes area to stage the bore pipe. 

8.1.8.3 The location and size of bore pits. 

Bore pits will generally be 20 feet long, 20 feet wide, and 4 feet deep. Installation depths will be 

at least 5 feet below the bottom of the waterway crossing. 

8.1.8.4 Provide a contingency plan for bore refusal and a plan for the containment and 

clean-up of any inadvertent releases of drilling fluid (e.g. a frac-out). 

Typical crossing details and a standard frac-out plan are provided in Appendix C. In the event of 

a refused boring, the boring will be re-attempted from the same boring pit on a slightly different 

path than the refused bore. In the case it is determined that the area of the refused bore is not 

adequate for a bore, the bore location will be moved to a new location and the bore re-attempted, 

which may require an additional bore pit at that location. 

8.1.9 For waterways that would have a TCSB installed across them, provide the 

following: 

8.1.9.1 A description of the TCSB proposed, including dimensions, materials, and 

approaches. 
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8.1.9.2 State if any waterways are wider than 35 feet, and/or if any in-stream supports 

would be used. 

8.1.9.3 State how the TCSB placement and removal would occur (e.g. carried in and 

placed with equipment, assembled on site, etc.) and if any disturbance would 

occur to the bed or banks for the installation and removal, including bank 

grading or cutting. 

8.1.9.4 The duration of the TCSB and when installation and removal would occur. 

8.1.9.5 Describe sediment controls that would be installed during the installation, use, 

and removal of the TCSBs.  

8.1.9.6 Describe how the TCSBs would be inspected during use, and how they would be 

anchored to prevent them from being transported downstream. 

8.1.9.7 State if the required five foot clearance would be maintained, or if the standards 

in Wis. Admin. Code NR 320.04(3) would be complied with. 

8.1.9.8 How the waterway banks would be restored when the TCSB is removed. 

No temporary clear span bridge (“TCSB”) crossings of waterways are proposed. 

8.1.10 Describe the proposed area of land disturbance and vegetation removal at waterway 

crossings.  Include a description of the type of vegetation to be removed, and if this 

vegetation removal would be temporary (allowed to regrow) or permanent 

(maintained as cleared).  

An approximately 20 x 20-foot area will be temporarily cleared of vegetation for bore pits 

utilized for waterway crossings. Bore pits will be positioned in upland areas at least 10 feet from 

the OHWM of waterways and will be moved further away when appropriate to achieve the 

proper depth required for each bore. Bore pits will be located to avoid the need to clear woody 

vegetation. Dawn Harvest Solar expects that the vegetation will be removed temporarily and will 

be replanted and/or allowed to regrow after construction in accordance with the VMS provided 

in Appendix I. 

8.1.11 If any of the following activities are proposed, provide the information as detailed 

on the applicable permit checklist: 

• New culvert placement: 

https://dnr.wi.gov/topic/waterways/documents/PermitDocs/GPs/GP-

CulvertWPEDesign.pdf  (General Permit) or 

https://dnr.wi.gov/topic/Waterways/documents/PermitDocs/IPs/IP-culvert.pdf  

(Individual Permit). 

• New permanent bridge: 

https://dnr.wi.gov/topic/waterways/documents/PermitDocs/GPs/GP-

ClearSpanBridge.pdf (General Permit, no in-stream supports) or 

https://dnr.wi.gov/topic/Waterways/documents/PermitDocs/IPs/IP-

bridgeTempCross.pdf (Individual Permit, in-stream supports). 

• New storm water pond placed within 500 feet of a waterway: 

https://dnr.wi.gov/topic/waterways/documents/PermitDocs/GPs/GP-

StormwaterPond.pdf. 

https://dnr.wi.gov/topic/waterways/documents/PermitDocs/GPs/GP-CulvertWPEDesign.pdf
https://dnr.wi.gov/topic/waterways/documents/PermitDocs/GPs/GP-CulvertWPEDesign.pdf
https://dnr.wi.gov/topic/Waterways/documents/PermitDocs/IPs/IP-culvert.pdf
https://dnr.wi.gov/topic/waterways/documents/PermitDocs/GPs/GP-ClearSpanBridge.pdf
https://dnr.wi.gov/topic/waterways/documents/PermitDocs/GPs/GP-ClearSpanBridge.pdf
https://dnr.wi.gov/topic/Waterways/documents/PermitDocs/IPs/IP-bridgeTempCross.pdf
https://dnr.wi.gov/topic/Waterways/documents/PermitDocs/IPs/IP-bridgeTempCross.pdf
https://dnr.wi.gov/topic/waterways/documents/PermitDocs/GPs/GP-StormwaterPond.pdf
https://dnr.wi.gov/topic/waterways/documents/PermitDocs/GPs/GP-StormwaterPond.pdf
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No permanent basins are expected to be constructed within 500 feet of a waterway. Dawn 

Harvest Solar will conform to WPDES requirements for temporary storm water ponds that may 

be located within 500 feet of a waterway pending final engineering. No permits are anticipated to 

be necessary for crossings of waterways. 

8.2 Wetland Permitting Activities 

This section should be consistent with the wetlands included in DNR Tables 1 and 2 

and associated figures. See page iii in this document on what to include in DNR 

Tables 1 and 2 regarding wetland resources. 

8.2.1 Describe the method used to identify wetland presence and boundaries within the 

project area (i.e. wetland delineation, wetland determination, review of desktop 

resources only, etc.).  If a combination of methods were used, describe which project 

areas utilized which method.  The associated delineation report and/or desktop 

review documentation should be uploaded to the PSC’s website as part of the 

application filing.  State if wetlands mapped via desktop resources would be field 

confirmed, and when (if known). 

A field wetland delineation was conducted within the 1,610.4-acre Field Delineation Area as 

shown in Figure 8.3.3 in Appendix A. Desktop mapped wetlands were confirmed in the field 

and, if meeting the criteria for wetland conditions, delineated as wetlands with associated 

upland/wetland transects using USACE Northcentral & Northeast region datasheets. If the field 

conditions (hydrology, soils, and vegetation) indicated that a desktop delineated wetland was 

actually an upland, a data point, USACE datasheet, and photos were taken. The field delineation 

was completed using the level two routine determination method set forth in the USACE 1987 

Manual41 and the Northcentral & Northeast Regional Supplement42. The field delineation 

occurred between October 12 and 14 and on November 5, 2020 and April 27, 2021. The field 

delineated resources are shown in Figures 8.3.1 and 8.3.2 (Appendix A) and included in Solar 

AFR WDNR Tables 1 and 2 (Appendix M). Full methodology and results of the field wetland 

delineation are provided in the Field Wetland and Water Resources Report in Appendix M. A 

total of 7 wetlands and wetland complexes, comprised of 9 wetland classes, totaling 4.36 acres 

were field delineated within the Field Delineation Area.  

 

The 1,182.8 acres of the Project Area that were not field delineated were assessed via a desktop 

evaluation as identified by the Desktop Delineation Area shown in Figure 8.3.3 in Appendix A. 

The desktop delineation was completed using available public resources, including the WDNR 

SWDV, and multiple years of historical aerial imagery. Twelve wetlands totaling 8.32 acres were 

identified within the Desktop Delineation Area. Full methodology and results of the desktop 

wetland delineation are provided in the Desktop Wetland and Water Resources Report in 

 
 
41 Environmental Laboratory. 1987. Corps of Engineers Wetlands Delineation Manual.  Technical Report Y-87-1, 

U.S. Army Engineer Waterways Experiment Station, Vicksburg, MS. 
42 U.S. Army Corps of Engineers.  2012.  Regional Supplement to the Corps of Engineers Wetland Delineation 

Manual: Northeast/Northcentral Region (Version 2.0), ed. J. S. Wakeley, R. W. Lichvar, and C. V. Noble. 

ERDC/EL TR-12-1. Vicksburg, MS: U.S. Army Engineer Research and Development Center.    
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Appendix M. Areas with Project infrastructure within the Desktop Delineation Area will be field 

delineated in 2024 and the final Project Layout will be adjusted to avoid impacts to wetlands 

should additional water resources be identified. 

 

A summary of the 19 wetlands in the Project Area is provided WDNR Table 2 (Appendix M) 

and shown in Figures 8.3.1, 8.3.2, and 8.3.3 (Appendix A). The 19 wetlands represent 21 rows 

in WDNR Table 2 (Appendix M) as 1 field delineated wetland complex is represented by three 

classes, each with its own Unique ID (W5). 

8.2.2 Identify the number of wetlands present and by wetland type, using the Eggers and 

Reed classification.  Provide as an overall project total, as well as broken down by 

the proposed site and the alternative site and their associated facilities. 

A total of 19 wetlands and wetland complexes are present within the Project Area; 7 identified 

within the Field Delineation Area and 12 within the Desktop Delineation Area. The distinct 

Eggers and Reed community types of the 19 field and desktop delineated wetlands include 

components of seasonally flooded basins (11), wet meadow (4), shallow marsh (3), and 

hardwood swamp (3). 

 

No field or desktop delineated wetlands are within Proposed or Alternative Array Areas or 

within the fence line of any other Project facilities. Outside of the Array Areas, one wetland, W4, 

will be crossed via directional bore by underground collector circuits. 

 

One wetland, W8, extends into a portion of the Proposed Gen-Tie Line Route ROW, however no 

impacts to the wetland are anticipated.  

8.2.3 Wetland functional values: 

8.2.3.1 Discuss the existing functional values of the wetland present. Functional values 

include but are not limited to floristic diversity, fish and wildlife habitat, flood 

storage, water quality, groundwater discharge and recharge, public use, etc. 

8.2.3.2 Discuss how the project may impact existing functional values of wetlands. 

8.2.3.3 Provide Wisconsin Rapid Assessment Methodology (WRAM) forms, or other 

assessment methodology documentation, if completed. 

No wetland impacts are anticipated for the Project; therefore, assessments of functional values, 

impacts to functional values, and procurement of WRAM forms or similar documentation is not 

provided. Observations made by a field biologist during the field delineation concluded the 

wetlands delineated in the Project Area were of lower quality and many are degraded from 

agricultural practices. While the quality of desktop-delineated wetlands is not known, they are 

similarly situated in agricultural areas or are extensions of wetlands that were field delineated, so 

they are likely to share similar, low-quality, degraded characteristics. 

8.2.4 Identify the any wetlands in the project area that are considered sensitive and/or 

high-quality wetlands, including, but not limited to: 
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8.2.4.1 Any wetlands in or adjacent to an area of special natural resource interest (Wis. 

Admin. Code NR 103.04).  

No wetlands are in or adjacent to an area of special natural resource interest. 

8.2.4.2 Any of the following types: deep marsh, northern or southern sedge meadow not 

dominated by reed canary grass, wet or wet-mesic prairie not dominated by reed 

canary grass, fresh wet meadows not dominated by reed canary grass, coastal 

marsh, interdunal or ridge and swale complex, wild rice-dominated emergent 

aquatic, open bog, bog relict, muskeg, floodplain forest, and ephemeral ponds in 

wooded settings. 

A total of 3 wetlands within the Project Area were delineated as floodplain forest/hardwood 

swamp. These wetlands total approximately 3.3 acres. Four wet meadow wetlands were 

identified within the Project Area totaling approximately 1.06 acres. Wet meadow wetland 

within the Field Delineation Area was observed to be dominated by reed canary grass. No 

northern or southern sedge meadow not dominated by reed canary grass, wet or wet-mesic 

prairie not dominated by reed canary grass, fresh wet meadows not dominated by reed canary 

grass, coastal marsh, interdunal or ridge and swale complex, wild rice-dominated emergent 

aquatic, open bog, bog relict, muskeg, or ephemeral ponds in wooded settings communities were 

identified during the field or desktop delineations. 

8.2.4.3 Any wetlands with high functional values based on factors such as abundance of 

native species and/or rare species, wildlife habitat, hydrology functions, etc. 

No wetland impacts are anticipated for the Project; therefore, assessments of functional values, 

impacts to functional values, and procurement of WRAM forms or similar documentation is not 

provided. Observations made by a field biologist during the field delineation concluded the 

wetlands delineated in the Project Area were generally of lower quality and degraded from 

agricultural practices. As noted in the Field Wetland and Water Resources Report provided in 

Appendix M, many of the wetlands had a dominance of reed canary grass and/or hybrid cattail, 

an indicator of low functional value. While the quality of desktop-delineated wetlands is not 

known, they are similarly situated in agricultural areas or are extensions of wetlands that were 

field delineated, so they are likely to share similar, low-quality, degraded characteristics. 

8.2.5 For both the proposed and alternative sites and their associated facilities, provide 

the following: 

8.2.5.1 How many wetlands would be crossed by collector circuits and specify the 

installation method (i.e. X wetlands would be bored, Y wetlands would be 

trenched).  

One wetland, W4, will be crossed by underground collector circuits. All underground collector 

circuits crossing wetlands are proposed to be directionally bored to avoid impacts to wetland 

features. 
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8.2.5.2 How many wetlands would have construction matting placed within them to 

facilitate vehicle access and operation and material storage.  Also provide the 

total amount of wetland matting, in square feet.  

No construction matting in wetlands is proposed for Project construction. 

8.2.5.3 How many wetlands would be impacted for permanent access roads and indicate 

if culverts would be installed under the roads to maintain wetland hydrology. 

No permanent or temporary access roads will be constructed in wetlands. 

8.2.5.4 How many wetlands would be impacted and/or crossed by fence installation and 

footings.  

No wetland areas will be impacted by fence installation and footings. 

8.2.6 Describe if wetlands would be disturbed for site preparation activities (e.g. grading, 

leveling, etc.) in the array areas, and for the installation of the arrays and associated 

supports.  

No grading or leveling of wetlands is anticipated as solar arrays have been sited outside of field 

and desktop delineated wetlands. Additionally, no wetland impacts are anticipated for fencing 

and access roads. 

8.2.7 Describe if wetlands will be disturbed for site preparation activities: 

8.2.7.1 Grading, leveling, etc. in the array areas, and for the installation of arrays and 

associated supports. 

8.2.7.2 If vegetation removal will be conducted in wetlands, describe how woody debris 

(i.e. brush piles, wood chips, etc. ) would be handled and disposed of when 

clearing shrub and forested wetlands. 

No wetland impacts or vegetation removal from wetlands is anticipated for the installation of 

solar arrays or associated supports. 

8.2.8 Describe the sequencing of matting placement in wetlands and the anticipated 

duration of matting placement in wetlands.  For matting placed in any wetland for 

longer than 60 consecutive days during the growing season, prepare and submit a 

wetland matting restoration plan with the application filing. 

No construction matting in wetlands is proposed for Project construction. 

8.2.9 For wetlands that would be open-cut trenched, provide the following: 

8.2.9.1 Provide details on the total disturbance area in wetland, including how total 

wetland disturbance was calculated. Include the size of the trench (length, width, 

and depth), where stockpiled soils would be placed (i.e. in upland, in wetlands on 

construction mats, etc.), and where equipment would operate. 

8.2.9.2 Details on the proposed trench dewatering, including how discharge would be 

treated and where the dewatering structure would be located.   
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8.2.9.3 Duration and timing of the work in wetland. 

8.2.9.4 How the wetland would be restored to pre-existing conditions. 

No open-cut trenching of wetlands is proposed for Project construction. 

8.2.10 For wetlands that would be directionally bored, provide the following: 

8.2.10.1 How bored wetlands and associated bore pits would be accessed. 

Bored wetlands and associated bore pits will be accessed from adjacent upland areas. 

8.2.10.2 The location and size of any temporary staging and equipment storage. 

Temporary staging and equipment storage will be located in upland areas in an area of up to 200 

x by 50 feet, depending on the length of the bore, which includes area to stage the bore pipe. 

8.2.10.3 The location and size of bore pits. 

Entry points and exit points will be positioned at least 10 feet outside of the established wetland 

boundaries and will be moved further away when appropriate to achieve the proper depth 

required for each bore and to avoid tree lines or other obstacles. Bore pits will generally be 20 

feet long, 20 feet wide, and 4 feet deep. 

8.2.10.4 Provide a contingency plan for bore refusal and a plan for the containment and 

clean-up of any inadvertent releases of drilling fluid (e.g. a frac-out). 

Typical crossing details and a standard frac-out plan are provided in Appendix C. In the event of 

a refused boring, the boring will be re-attempted from the same boring pit on a slightly different 

path than the refused bore. In the case it is determined that the area of the refused bore is not 

adequate for a bore, the bore location will be moved to a new location and the bore re-attempted, 

which may require an additional bore pit at that location. 

8.2.11 Describe how fence installation would occur in wetlands, including the footing types 

(e.g. direct imbed, concrete, etc.), any associated wetland impact such as vegetation 

clearing, operation of equipment, etc. 

No wetlands will be crossed by fencing associated with the Project. 

8.2.12 For wetland vegetation that would be cleared or cut, provide the following: 

8.2.12.1 The justification for why wetland trees and shrubs are proposed to be cleared, 

and what construction activity the clearing is associated with. 

8.2.12.2 The timing and duration of vegetation removal 

8.2.12.3 Describe the type of equipment that would be used, and if the vegetation removal 

would result in soil disturbance, including rutting and soil mixing. 

8.2.12.4 The type of wetland and type of vegetation to be cleared. 

8.2.12.5 If tree and shrubs removed would be allowed to regrow or be replanted, or if 

cleared areas would be kept free of trees and shrubs long-term. 

8.2.12.6 Indicate the plan for removal and disposal of brush and wood chips. 
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No vegetation clearing in wetlands is anticipated for Project construction. 

8.2.13 Indicate if any permanent wetland fill is proposed, such as for substation placement, 

permanent roads, fence or array footings, pole locations, etc. and provide the 

amount of permanent wetland fill. 

Dawn Harvest Solar has carefully designed the Project to avoid all impacts to wetlands. No 

permanent wetland impacts are anticipated. 

8.2.14 Provide the methods to be used for avoiding, minimizing, and mitigation 

construction impacts in and near wetlands. This discussion should include, but not 

limited to, avoiding wetlands, installation methods (i.e. directional bore versus open-

cut trenching, soil segregation during trenching, etc.), equipment crossing methods 

(i.e. use of construction matting, frozen ground conditions, etc.), sediment and 

erosion controls, invasive species protocols for equipment, etc. Additional guidance 

to prepare this discussion can be found here: 

https://dnr.wi.gov/topic/Sectors/documents/PAAsupp3Utility.pdf.  

Impacts to wetlands will be avoided through siting and construction methods. All underground 

collector circuit crossings of wetlands will be directionally bored to avoid impacts. Appropriate 

sediment and erosion control measures will be implemented during construction to avoid 

sedimentation into wetlands. This information will be incorporated into the ECSWMP. When 

feasible, HDD equipment, trenching equipment and backhoes will be power washed before 

mobilization to the site to prevent introduction of invasive species from off-site sources and 

equipment will be inspected and cleaned of reproductive parts between work zones where 

invasive species have been identified within the Project Area in accordance with the VMS 

provided in Appendix I. 

8.2.15 Indicate if an environmental monitor would be employed during project 

construction and restoration activities. If so, describe the monitors roles and 

responsibilities, frequency of visits, etc. 

A third-party storm water/environmental monitor will be on-site periodically throughout 

construction to ensure compliance with the construction storm water permit, that 

wetland/waterway impacts are being avoided, and that environmental BMP are being properly 

utilized to avoid encounters with wildlife species. 

8.2.16 Describe how all wetlands within the project area would be restored. This includes 

wetlands that would be encompassed within the arrays even if not directly impacted 

by project construction. This discussion should include details on the seeding plan, 

maintenance and monitoring, restoring elevations and soil profiles, restoring 

wetland hydrology, etc. 

No field or desktop delineated wetlands are within Proposed or Alternative Array Areas or 

within the fence line of any other Project facilities. The Project has been designed to avoid all 

impacts to wetlands. No temporary wetland impacts are anticipated; however, if incurred, any 

temporarily impacted wetlands will be restored to pre-existing contours and re-seeded. Seeding 

of wetland areas will be comprised of native sedge, grass, rush, and forb species classified as 



 

 

 

115 

FAC, FACW, or OBL. Spot herbicide treatments will be used to prevent invasive species 

propagation as needed before, during, and after construction. Periodic inspections of establishing 

and established vegetation will be made to detect native and non-native invasive species issues in 

accordance with the VMS provided in Appendix I. 

8.3 Mapping Wetland and Waterway Locations, Impacts, and Crossings 

Provide the following map sets, as detailed below for each proposed facility. Each 

map set should include an overview or index page that includes page extents for the 

corresponding smaller-scale map pages within the remainder of the map set. The 

smaller-scale map pages, to show the project and resources in greater detail, should 

include page numbers to reference to the overview page and have consistent scales 

throughout the smaller-scale pages. 

8.3.1 Topographic map set showing the following: 

• Solar arrays and all associated components, including but not limited to: 

o Permanent and temporary access roads 

o Fences 

o Collector circuits (labeled with the installation method, i.e. directional bore, 

plow, open-cut trench, etc.). 

o Staging areas (labeled with identifying name/number) and all temporary 

work spaces 

o O&M building and associated driveways, storm water management features, 

etc. 

o New and existing substations 

o Distribution or transmission interconnection, including pole locations and all 

access roads (including off-ROW access roads), include identifying labels for 

each facility 

o Generator tie line, including pole locations and all access roads, including 

off-ROW access. 

• Delineated wetlands, labeled with the feature unique ID  

• Wisconsin Wetland Inventory and hydric soils, if a delineation was not 

conducted. 

• DNR mapped waterways, labeled with the feature unique ID. 

• Field identified waterways, labeled with the feature unique ID. 

• Locations of proposed storm water features (i.e. ponds, swales, etc.). 

• Vehicle crossing method of waterways for both permanent and temporary 

access, labeled by the crossing method (i.e. TCSB, installation of culvert, 

installation of bridge, installation of ford, use of existing culvert, use of existing 

bridge, use of existing ford, driving on the bed). 

• Placement of construction matting in wetlands. 

• Excavation areas in wetlands (i.e. bore pits, open-cut trench, etc.). 
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8.3.2 Aerial photo map set showing the following: 

• Solar arrays and all associated components, including but not limited to: 

o Permanent and temporary access roads 

o Fences 

o Collector circuits (labeled with the installation method, i.e. directional bore, 

plow, open-cut trench, etc.). 

o Staging areas (labeled with identifying name/number) and all temporary 

work spaces 

o O&M building and associated driveways, storm water management features, 

etc. 

o New and existing substations 

o Distribution or transmission interconnection, including pole locations and all 

access roads (including off-ROW access roads), include identifying labels for 

each facility 

o Generator tie line, including pole locations and all access roads, including 

off-ROW access. 

• Delineated wetlands, labeled with the feature unique ID 

• Wisconsin Wetland Inventory and hydric soils, if a delineation was not 

conducted. 

o DNR mapped waterways, labeled with the feature unique ID. 

o Field identified waterways, labeled with the feature unique ID. 

o Locations of proposed storm water features (e.g. ponds, swales, etc.). 

o Vehicle crossing method of waterways for both permanent and temporary 

access (i.e. TCSB, installation of culvert, installation of bridge, installation of 

ford, use of existing culvert, use of existing bridge, use of existing ford, 

driving on the bed). 

o Placement of construction matting in wetlands. 

o Excavation areas in wetlands (i.e. bore pits, open-cut trench, etc.). 

8.3.3 A map showing which method(s) were used to identify wetland presence and 

boundaries within the project area (i.e. wetland delineation, wetland determination, 

review of desktop resources only).  

Figures 8.3.1, 8.3.2, and 8.3.3 in Appendix A address the requirements of Sections 8.3.1, 8.3.2, 

and 8.3.3. 

9. DNR Information regarding Erosion Control and Storm Water 

Management Plans (not PSC requirements) 

This section serves as guidance for development of Erosion Control and Storm 

Water Management Plans associated with DNR NR 216 permits.  These are not 

requirements for a PSC CPCN or CA. 
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9.1  Erosion Control and Storm Water Management Plans 

DNR requires a detailed description of temporary and permanent erosion and 

sediment control measures to be utilized during and after construction of the 

project. 

 

If the project would involve one or more acres of land disturbance, the applicant’s 

request for permits under Wis. Stat. § 30.025 must identify the need for coverage 

under the Construction Site Storm Water Runoff General Permit [PDF] from 

DNR. The permit application itself must be submitted through DNR’s electronic 

Water Permits system after the PSC order. This permit may also authorize 

construction site dewatering discharges under certain conditions.  

 

The Storm Water Permit and Wis. Admin. Code ch. NR 216 require a site-specific 

Erosion Control Plan, Site Map, and Storm Water Management Plan. The 

permittee would be required to implement and maintain, as appropriate, all 

erosion and sediment control practices identified in the plans from the start of land 

disturbance until final stabilization of the site. Final stabilization means that all 

land-disturbing construction activities at the construction site have been completed 

and that a uniform perennial vegetative cover has been established with a density 

of at least 70 percent of the cover for the unpaved areas and areas not covered by 

permanent structures or equivalent stabilization measures.  

 

The Erosion Control Plan, Site Map, Storm Water Management Plan, and any 

supporting documentation (such as modeling input/output, design specifications, 

geotech/soil report, site photos, etc.) must be submitted with the Storm Water 

Permit application through the DNR’s ePermitting system. 

Erosion Control Plan - See Wis. Admin. Code § NR 216.46 for details regarding 

information required in the Erosion Control Plan as part of a complete permit 

application. Sections include: 

• Site-specific plans. 

• Compliance with construction performance standards in Wis. Admin. Code § 

NR 151. 

• Details about the site and the project. 

• List and schedule of construction activities. 

• Site map(s) with site, project, and erosion and sediment control details. 

• Description of temporary and permanent erosion and sediment controls. 

• Compliance with material management, velocity dissipation, and inspection 

schedule requirements. 
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Storm Water Management Plan – See Wis. Admin. Code § NR 216.47 for 

details regarding information required in the Storm Water Management Plan 

as part of a complete permit application. Sections include: 

• Compliance with applicable post-construction performance standards in Wis. 

Admin. Code § NR 151.121 through § NR 151.128. 

• Description of permanent storm water management practices at the site and 

technical rationale. 

• Groundwater and bedrock information if using permanent infiltration devices. 

• Separation distances of permanent storm water management practices from 

wells. 

• Long-term maintenance agreement for site vegetation and any other 

permanent storm water management features. 

An ECSWMP will be completed and provided during final engineering documenting compliance 

with Wis. Admin. Code § NR 216 and Wis. Admin. Code § NR 151, respectively. The 

ECSWMP will include those items listed in Wis. Admin. Code § NR 216.46 and Wis. Admin. 

Code § NR 216.47 as well as written responses and documentation for compliance with the 

applicable post-construction performance standards in Wis. Admin. Code § NR 151.121 through 

§ NR 151.128. A Notice of Intent will be submitted and coverage under the WDNR Construction 

Site Storm Water Runoff General Permit will be obtained prior to construction. 
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1. Project Overview 

Dawn Harvest Solar Energy LLC (“Dawn Harvest Solar”) is an independent power producer 

(“IPP”) proposing to construct a new 150 megawatt (“MW”) alternating current (“AC”) solar 

energy generating facility as well as a 50 MW / 200 megawatt hour (“MWh”) AC Battery Energy 

Storage System (“BESS”) known as the Dawn Harvest Solar Energy Center (“Project”) in Rock 

County, Wisconsin. The Project includes the construction of a new, approximately 1.1-mile 138 

kilovolt (“kV”) Generator Transmission Tie Line (“Gen-Tie Line”) to electrically connect the 

Project to the existing high-voltage transmission system. This Application evaluates two Gen-Tie 

Line Routes beginning at the Collector Substation and ending at the existing Interconnection 

Switchyard. 

 

Dawn Harvest Solar respectfully submits this Application to the Public Service Commission 

(“PSC”) for a Certificate of Public Convenience and Necessity (“CPCN”) pursuant to Wis. Stat. 

§196.491 and Wis. Admin. Code Ch. PSC 111. Pursuant to Wis. Stat. § 196.491(3)(a)1., this 

Transmission AFR portion of the Application is jointly filed with the Solar AFR portion of the 

Application in PSC Docket Number 9809-CE-100. 

1.1 Identify the owners and investors of the proposed project including their names, 

addresses, and percent of ownership (Wis. Admin. Code § PSC 111.55(6)). 

Dawn Harvest Solar Energy LLC, a wholly owned subsidiary or Invenergy Solar Development 

North America LLC and an affiliate of Invenergy LLC (“Invenergy”), is currently the entity 

anticipated to own and operate the Project. Dawn Harvest Solar’s address is One South Wacker 

Drive, Suite 1800, Chicago, IL 60606. 

1.2 Provide contractual agreements between developer and utilities to construct, 

finance, lease, use or own transmission facilities. 

There are no Wisconsin utilities currently under contract with Dawn Harvest Solar for the 

procurement, use, or ownership of the Project. 

1.3 Describe the location of the proposed project and its end points, including the length 

of each proposed route. 

The Proposed Gen-Tie Line Route is located in La Prairie Township (T2N R13E), Rock County 

beginning at the Collector Substation and ending at the existing Interconnection Switchyard. The 

Proposed Gen-Tie Line Route heads west from the Collector Substation, crossing U.S. Highway 

14, then turns north into the existing Interconnection Switchyard. The length of the Proposed 

Gen-Tie Line Route is approximately 1.1 miles. The Proposed Gen-Tie Line Route is the 

landowners’ preferred route and the most efficient route. 

 

The Alternative Gen-Tie Line Route is located in La Prairie Township (T2N R13E), Rock 

County beginning at the Collector Substation and ending at the existing Interconnection 

Switchyard. The Alternative Gen-Tie Line Route heads northwest / west from the Collector 

Substation more closely following parcel boundaries, then turns south then west to cross U.S. 

Highway 14, then turns north into the existing Interconnection Switchyard. The length of the 
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Alternative Gen-Tie Line Route is approximately 1.2 miles. The Alternative Gen-Tie Line Route 

is not the landowners’ preferred route and is less efficient than the Proposed Gen-Tie Line Route. 

The preliminary Project Layout is shown in Figures 4.1.1 and 4.1.2 in Appendix A. 

1.4 Provide a list of all cities, villages, and townships and their respective counties that 

the proposed project, any associated facilities, and any potential construction 

activities would cross or potentially impact. 

The Gen-Tie Line is located in La Prairie Township (T2N R13E), Rock County, Wisconsin. The 

Project is located in the townships of Harmony (T3N R13E) and La Prairie (T2N R13E), Rock 

County, Wisconsin. 

1.5 PSC Review 

1.5.1 State if the application is for a Certificate of Authority (CA) or a Certificate of 

Public Convenience and Necessity (CPCN) under Wis. Stat. §§ 196.49 and 196.491. 

This Application is for a CPCN pursuant to Wis. Stat. § 196.491. This Transmission AFR portion 

of the Application is being jointly filed with the Solar AFR portion of the Application in PSC 

Docket Number 9809-CE-100. (See Wis. Stat. §196.491(3)(a)1.) 

1.5.2 Identify the expected type of Commission action under Wis. Admin Code § PSC 

4.10. 

Under Wis. Admin. Code § PSC 4.10, Table 2, Section F, this Application is expected to be a 

Type II Action requiring an Environmental Assessment. 

1.5.3 State if the project qualifies for the CPCN exemption under Wis. Stat. 

§ 196.491(4)(c)1m.  

The Gen-Tie Line does not qualify for the CPCN exemption under Wis. Stat. § 196.491(4)(c)1m. 

1.5.4 State if the applicant is seeking an expedited review for the project under Wis. Stat. 

§ 196.491(3b)(a).  

Dawn Harvest Solar is not seeking an expedited review under Wis. Stat. § 196.491(3b)(a). 

1.6 Project Details and Project Area Information 

Provide general descriptions of each of the proposed routes and the project area, 

including the following: 

1.6.1 Identify if the proposed project is new construction, rebuilding of an existing line, 

maintenance of an existing line, etc.  

The Gen-Tie Line will be new construction. 

1.6.2 For new or expanded above ground facilities, such as substations, provide the 

following: 

1.6.2.1 Identify the type of new or expanded facility. 

1.6.2.2 The location of the new or expanded facility. 
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1.6.2.3 The size and dimensions of the new facility or expansion of the existing facility, 

including any new or expanded driveways. 

1.6.2.4 Total size of the parcel the new or expanded facility would be placed, and the 

orientation of the facility within the parcel. 

1.6.2.5 State if the applicant owns the parcel or is in negotiations for purchase of the 

parcel. 

1.6.2.6 The current land use and zoning of the parcel. 

1.6.2.7 Construction procedures to build or expand the facility. 

1.6.2.8 Describe associated permanent storm water management features that would be 

constructed, or expansion of or modification to existing storm water treatment 

facilities. Identify the locations of the point(s) of collection and discharge. 

The Gen-Tie Line will be new construction. The Project Layout is shown in Figures 4.1.1 and 

4.1.2 in Appendix A. The Gen-Tie Line Routes begin at the Collector Substation and end at the 

existing Interconnection Switchyard owned by American Transmission Company (“ATC”). 

Pursuant to the Generator Interconnection Agreement (“GIA”) executed by Dawn Harvest Solar, 

ATC, and the Midcontinent Independent System Operator (“MISO”), no network upgrades or 

standalone network upgrades are to be constructed by Dawn Harvest Solar. 

 

The parcel upon which the existing Interconnection Switchyard is located is owned by Wisconsin 

Power and Light Company and is approximately 6 acres. The parcel is zoned A-1 Farmland 

Preservation and is used for the Interconnection Switchyard and related activities. Dawn Harvest 

Solar is not seeking to purchase the parcel. 

1.6.3 Generalized geology, topography, land cover, and land use. 

Please refer to Sections 5.1, 5.2, 5.3, 5.4, 5.13 of the Solar AFR. 

1.6.4 Any special or unique natural feature or cultural resources. In this section, include a 

complete list of special or unique resources (by route) that could be impacted by the 

proposed project. ‘Special’ or ‘unique’ may refer to any natural or cultural 

resource/feature that has been identified by a formal entity that is not otherwise 

referenced in these AFRs. (Examples include Important Bird Areas, Driftless Area, 

conservation areas, Niagara Escarpment, etc.) 

Please refer to Sections 5.8 and 5.14 of the Solar AFR. The Gen-Tie Line Routes do not impact 

any special or unique natural features or cultural resources. 

1.6.5 Areas of residential concentrations and urban centers. 

The City of Janesville is in the general vicinity of the Gen-Tie Line. Impacts to residential 

concentrations or urban centers are not anticipated. 

1.6.6 Transmission configurations (such as single-circuit or double-circuit with existing 

line, overhead or underground, conductor replacement or new construction, etc.). 

When describing transmission configurations also include the range of structure 

heights, types of structures, range of conductor heights, types of foundations, range 

of span lengths, expected life of facilities, etc. If there are existing facilities, identify 

the differences in size of the existing facilities compared to the proposed facilities. 
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The Gen-Tie Line will be new construction. The Gen-Tie Line will be a single-circuit, 138 kV 

overhead transmission line, with new conductor, a single shield wire, and a monopole 

transmission structure design. 

 

Tangent transmission structures will be approximately 80 to 100 feet tall and turning and dead-

end transmission structures will be approximately 85 to 100 feet tall. Transmission structures will 

be placed approximately 500 to 800 feet apart with conductors approximately 20 to 30 feet above 

ground level, meeting applicable requirements under the National Electric Safety Code.  

 

Transmission structures will utilize a delta or vertical cross-arm configuration. Tangent structures 

will likely be directly embedded but may be placed on concrete foundations. Turning and dead-

end transmission structures will be placed on concrete foundations. Guy wires may secure 

turning and dead-end transmission structures. The transmission structures will likely be made of 

weathered steel. Typical transmission structure designs are provided in Appendix C. Additional 

configuration details are provided in Section 5.3. 

 

The Proposed Gen-Tie Line Route is anticipated to have 9 transmission structures. The 

Alternative Gen-Tie Line Route is anticipated to have 10 transmission structures. Each directly 

embedded transmission structure will have approximately 30 to 40 square feet of permanent land 

cover impact, and each transmission structure placed on a concrete foundation will have 

approximately 100 square feet of permanent land cover impact.  

 

Transmission lines are designed to operate for decades and require only moderate maintenance. 

The Gen-Tie Line may remain in use or be repurposed after the useful life of the solar generating 

facility. 

1.6.7 The length, width, and area of the proposed project right-of-way (ROW) for each 

proposed route alternative. Explain the relationship to the existing ROWs, for 

example new ROW, partially overlapping existing transmission ROW, completely 

within existing ROW, etc. 

The Gen-Tie Line will require a new right-of-way (“ROW”) up to 100 feet wide. The length of 

the Proposed Gen-Tie Line Route is approximately 1.1 miles. The length of the Alternative Gen-

Tie Line Route is approximately 1.2 miles. The Gen-Tie Line will cross an existing distribution 

line ROW west of U.S. Highway 14. 

1.7 Other Agency Correspondence/Permits/Approvals 

1.7.1 Provide copies of all official correspondence between the applicant and all state, 

federal, or local government agency as described in the Introduction, page v. 

Please refer to Appendix E and Sections 1.8.2, 6, and 7 of the Solar AFR. 

1.7.2 Provide a list of all state and federal permits/approvals that would be required for 

this project and their status. Include the approximate date the permit was/would be 

submitted and the approximate date a decision is expected (if known). 

Please refer to Section 1.8.1 of the Solar AFR. 



 
 

123 

1.7.3 Local Permits 

1.7.3.1 For CA applications, provide a list of all local permits and/or ordinances that 

apply to the proposed project and the status of those permits. 

Section omitted, not applicable. 

1.7.3.2 For CPCN applications and applications filed under the Wis. Stat. 

§ 196.491(4)(c)1m exemption, provide a list of local permits and/or ordinances 

that would apply to the proposed construction activities, if the exemption did not 

apply. 

Please refer to Section 1.8.1 of the Solar AFR. 

1.7.4 Railroad ROWs 

1.7.4.1 Identify route segments that cross or share railroad ROWs. 

1.7.4.2 Identify the owners of the railroad ROWs. 

1.7.4.3 Identify abandoned railroad ROWs that are crossed or shared by route 

segments. 

1.7.4.4 Provide documentation, if possible, that the proposed ROW crossing or sharing 

is acceptable to the company. 

The Gen-Tie Line Routes do not cross or share any current or abandoned railroad ROW. 

1.7.5 Pipeline ROWs 

1.7.5.1 Identify route segments that cross or share any pipeline ROWs. 

The Gen-Tie Line Routes cross one pipeline ROW. The ROW crossing is approximately 800 feet 

west of the Collector Substation.  

1.7.5.2 Identify the owners of the ROW property or easements, as applicable. 

The ANR Pipeline Company is the owner of the pipeline ROW. 

1.7.5.3 Provide documentation, if possible, that the proposed ROW crossing or sharing 

is acceptable to the company. 

1.7.5.4 Provide documentation for all discussions with pipeline operator pertaining to 

maintaining safety and reliability of the pipeline during transmission 

construction. 

Dawn Harvest Solar has conducted initial outreach to the ANR Pipeline Company to confirm 

pipeline locations. Dawn Harvest Solar will seek to negotiate a crossing agreement to cross the 

pipeline in a manner so as to not interfere with operations. Dawn Harvest Solar will work with 

the ANR Pipeline Company to ensure that there are minimal impacts to pipeline operations 

during construction. Dawn Harvest Solar anticipates discussing the crossing with the ANR 

Pipeline Company in Q4 2024. 

1.7.6 Wisconsin Department of Transportation (WisDOT) ROWs 
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1.7.6.1 Identify route segments that cross or share WisDOT ROW easements and/or 

properties. 

The Gen-Tie Line Routes cross U.S Highway 14 approximately 500 feet south of the intersection 

of U.S. Highway 14/E Racine Street in the Town of La Prairie. 

1.7.6.2 Include a description of the potential general routing and siting issues identified 

in consultations with WisDOT (by route alternative). 

1.7.6.3 Supply documentation, if possible that the proposed ROW crossing or sharing is 

acceptable to the agency. 

No consultations with WisDOT regarding the crossing have occurred to date. Dawn Harvest 

Solar anticipates discussing the crossing with WisDOT in Q4 2024. 

1.8 Construction Schedule 

1.8.1 Provide the anticipated general construction schedule, identifying any potential 

seasonal or regulatory construction constraints. If the route is to be constructed by 

segment or spread, provide separate construction schedules for each segment or 

spread. Include a timeline showing construction activities from beginning of 

construction to in-service. Identify all critical path items. 

Please refer to Section 3.1.1 of the Solar AFR. 

1.8.2 Generally discuss any generation or transmission outage constraints that may have 

to be accommodated. Include any documentation pertaining to discussions with 

MISO or generation facility owners about such constraints. 

No generation outages are currently known to be required to construct the Gen-Tie Line; 

however, a localized outage of the existing transmission system is likely to be needed to 

commission connection into the Interconnection Switchyard. Dawn Harvest will work with ATC 

and MISO to determine the need and duration of any outage of existing transmission 

infrastructure during the construction of the Project. 

1.8.3 Indicate how many construction spreads, if any, will likely be used during 

construction, and the approximate length of each construction spread in miles. 

The length of the Proposed Gen-Tie Line Route is approximately 1.1 miles. The length of the 

Alternative Gen-Tie Line Route is approximately 1.2 miles. The Gen-Tie Line is anticipated to 

be constructed as part of a single mobilization. 

1.8.4 Describe the construction sequence for any given construction spread from 

commencement of construction through completion of construction, and how those 

construction spreads relate to each other (i.e. built at same time, certain activities 

such as clearing conducted on different spreads at the same time). 

Construction of an overhead transmission line generally follows a sequence of pre-construction 

surveying, ROW clearing, mat placement (if necessary), foundation installation, structure 

assembly and erection, conductor and shield wire installation, ground rod installation, and site 

restoration and demobilization. Please refer to Section 5.5.1 for more details on construction 

sequencing. 
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1.9 Project Maps 

Provide route maps that use the best and most recent data available. Maps must 

clearly portray the project in a format and scale that is unambiguous and easy to 

understand. Labels and symbology used on the maps must be clearly visible. 

Boundary information which is unknown or assumed at the time of submittal should 

be symbolized differently and discussed in the application. The scale of the maps, 

the applicable project data, the number of map sets necessary to show all relevant 

data, and whether they will be submitted electronically or on paper will be discussed 

during pre-application consultations. 

• Aerial photographs not more than three years old  

• Project Data 

o Alternative routes/segments evaluated but not proposed.  

o Proposed routes and segments (subsegments also, if used for magnetic field 

analyses).  

o Proposed ROW 

o Segment nodes 

o Proposed associated facilities, including new substations and associated 

storm water management features. 

o Proposed access roads, including off-ROW access.  

o Proposed laydown areas 

o If any portion of the line will be underground, indicate the underground 

installation method (directional bore, open-cut trench, etc.)  

• Environmental Data  

o Wetlands and waterways – Refer to Section 8.3 for mapping details.  

o Soils 

o NHI rare species occurrences (confidential) 

o Topographic maps  

o Floodplains 

• Parcel Data 

o Private properties (GIS data cross-referenceable with mailing lists) 

o Public properties (symbolized differently than private properties), including 

parks and trails 

o Tribal or other types of properties 

o Political subdivision boundaries 

o Township, range, section  

• Land Use  

o Land cover (as used in PSC Table 2) 

o Zoning  

o Active mines and quarries 

o Sensitive sites (e.g. daycare centers, schools, hospitals, cemeteries, etc.)  

o Confined animal operations within one-half mile of the proposed centerline  

o Agricultural buildings within 300 feet of the proposed centerline 

o Airports, airstrips (public and private) 

o Communication towers  

o Recreation areas, trails  

• Utility/Infrastructure Data  
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o Existing transmission, pipelines, and other applicable infrastructure 

o Existing distribution lines that would be modified or relocated due to the 

proposed project or are adjacent to proposed routes 

o Roads, highways, interstates 

o Applicable infrastructure ROWs (e.g., DOT, pipeline, electric distribution, 

electric transmission, railroad, trail)  

 

Please refer to Appendix A and Section 4.1 of the Solar AFR. For NHI rare species occurrences 

please refer to Appendix F. 

1.10 ESRI ArcGIS Data Files (see Introduction, page iv) 

1.10.1 Provide shapefile GIS data files that supports all maps submitted for the application 

as described in Section 1.9 above. Do not provide geodatabases or aerial imagery 

raster data. 

1.10.2 Provide a spreadsheet that lists each GIS file (clearly named and organized), a 

description of the data, data source, and the date when the data was generated or 

collected for field data. 

A list of GIS shapefiles provided is included in Appendix K. 

1.11 Mailing Lists 

1.11.1 Provide a Microsoft Excel mailing list in an acceptable format that is able to be 

cross-referenced to GIS parcel data as described in the Introduction, pages iii-iv. 

Please refer to Appendix V and Section 7.1 of the Solar AFR. 

1.11.2 Identify the source of the information contained in the mailing lists and discuss the 

potential for inaccuracies in the data set (new development, poor data, etc.). 

The information contained in the mailing lists was sourced from the State Cartographers Office 

parcel database accessed on April 26, 2024. 

1.11.3 Mailing lists must include: 

1.11.3.1 All property owners within 300 feet of a proposed transmission centerline and 

associated facilities. List should include properties on both sides of a roadway 

regardless of distance. 

1.11.3.2 All public property owners such as schools or other government entities within 

300 feet of a proposed transmission centerline and associated facilities. List 

should include properties on both sides of a street or road.  

1.11.3.3 The clerks and chief executive officers of the counties, towns, villages, or cities in 

which the routes or other proposed facilities would occupy. Also include on this 

list the main public library in each county the proposed facilities would occupy. 

1.11.3.4 The appropriate Regional Planning Commission(s).  

1.11.3.5 Applicable state and federal agencies. 

Please refer to Appendix V and Section 7.1 of the Solar AFR. 
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1.11.3.6 Tribal government representatives for Native American Tribes that hold off-

reservation treaty rights in Ceded Territory. This only applies to projects within 

the following counties: Ashland, Barron, Bayfield, Burnett, Chippewa, Clark, 

Douglas, Dunn, Eau Claire, Florence, Forest, Iron, Langlade, Lincoln, Marathon, 

Marinette, Menominee, Oconto, Oneida, Polk, Portage, Price, Rusk, Sawyer, 

Shawano, St. Croix, Taylor, Vilas, Washburn, and Wood County. 

The following Tribes hold off-reservation treaty rights in Ceded Territory: 

• Bad River Band of Lake Superior Chippewa Indians 

• Lac Courte Oreilles Band of Lake Superior Chippewa Indians 

• Lac du Flambeau Band of Lake Superior Chippewa Indians 

• Red Cliff Band of Lake Superior Chippewa Indians 

• St. Croix Chippewa Indians of Wisconsin 

• Sokaogon Chippewa Community (Mole Lake Band of Lake Superior 

Chippewa Indians). 

Section omitted, not applicable. 

2. Project Need Analyses 

2.1 Project Need 

Describe the purpose or need for the project with supporting data and identify the 

MISO category and type of project, as applicable. 

 

The Gen-Tie Line is required to electrically connect the Project to the existing high-voltage 

transmission system. 

2.2 Transmission Network Alternatives 

Provide transmission system alternative studies, including alternative costs, based 

on current NERC and MISO transmission planning and operating standards. 

2.2.1 Describe the Proposed Solution 

The Gen-Tie Line is required to electrically connect the Project to the existing high-voltage 

transmission system. The Proposed Gen-Tie Line Route is the preferred solution. Dawn Harvest 

Solar executed a GIA with ATC and MISO. Please refer to Section 1.7.1 of the Solar AFR for 

more information. 

2.2.1.1 Identify and describe any transmission line facilities that would be added or 

altered for this project. Include one-lines where appropriate. 

2.2.1.2 Identify and describe any substation facilities that would be added or altered for 

this project. Include electric schematics where appropriate. Substation Filing 

Requirements may also apply. 

Pursuant to the GIA, no network upgrades or standalone network upgrades are to be constructed 

by Dawn Harvest Solar. The GIA and MISO DPP3-2019 Final Impact Study Report for the 

Project are provided in Appendix W. The Project will also include a Collector Substation, which 

is detailed in Section 2.4 of the Solar AFR. 
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2.2.1.3 Describe any contingencies resolved by implementation of the proposed solution, 

including thermal and voltage violations of associated NERC standards. 

Dawn Harvest Solar does not anticipate the proposed solution will resolve any thermal or voltage 

violations of associated North American Electric Reliability Corporation (“NERC”) standards. 

The Gen-Tie Line is required to electrically connect the Project to the existing high-voltage 

transmission system. 

2.2.2 Discuss the viable Alternatives considered. 

The Gen-Tie Line is required to electrically connect the Project to the existing high-voltage 

transmission system. Two route options, the Proposed Gen-Tie Line Route and the Alternative 

Gen-Tie Line Route, are presented in this Application. 

2.2.3 For the discussion of the Proposed Solution and viable Alternatives include the 

following as appropriate: 

2.2.3.1 Provide relevant regional studies of transmission network solutions. 

2.2.3.2 Provide details of the reliability and performance benefits of each network 

solution studied, as available. 

The GIA and MISO DPP3-2019 Final Impact Study Report for the Project are provided in 

Appendix W. 

2.2.3.3 Supply the electrical losses for each alternative, peak MW and annual GWH 

estimates. 

Electrical losses for the Gen-Tie Line are estimated to be less than 0.1%. 

2.2.3.4 For generator interconnections, supply the detailed short circuit, stability and 

thermal analysis studies that have been performed. There must be some initial 

studies performed in order for the application to be complete. Provide the costs 

associated with any interconnection upgrades and how those costs are shared. 

Provide the MISO interconnection queue number for any generator 

interconnection, as well as any MISO studies, such as definitive planning phase 

(DPP) or similar. 

The GIA and MISO DPP3-2019 Final System Impact Study Report for the Project are provided 

in Appendix W. The MISO queue position for the Project is J1460. 

2.2.3.5 For new distribution substations, supply the information from the Load Serving 

Entity on the need and alternatives considered. Those issues include existing 

conditions, voltage profiles, line capacities, outages, load growth, alternate 

substation feed pickup capability, etc.  

Section omitted, not applicable. 
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2.3 Local Transmission, Distribution, and Distributed Resource Alternatives 

2.3.1 Describe local transmission, distribution, and distributed resource alternatives that 

have been studied and rejected for the proposed project. Local alternatives can 

include but are not limited to: 

• An upgrade of existing transmission circuits with larger capacity conductors 

• Installation of capacitor banks 

• Installation of new substation equipment 

• New operating guides 

• Smaller and less expensive line/s in other locations 

• Distribution networking and upgrades 

• Distributed resources, including solar, battery storage and other distributed 

resources alone or in combination 

2.3.2 Explain why the options were not selected. 

Local transmission, distribution, and distributed resource alternatives are not applicable 

alternatives for meeting the functional requirements of the Gen-Tie Line; therefore, this section 

is not applicable. 

2.4 Non-transmission Options 

Discuss the potential for non-transmission options to the identified problem, as 

prioritized in Wis. Stat. §§ 1.12(4) and 196.025(1)(ar). 

2.4.1 Energy conservation and efficiency 

2.4.2 Noncombustible renewable energy resources 

2.4.3 Combustible renewable energy resources 

2.4.4 Advanced nuclear energy using a reactor design or amended reactor design 

approved after December 31, 2010, by the U.S. Nuclear Regulatory Commission 

2.4.5 Nonrenewable combustible energy resources in the following order: 

2.4.5.1 Natural gas 

2.4.5.2 Oil or coal with a sulphur content of less than 1% 

2.4.5.3 All other carbon-based fuels 

The Gen-Tie Line is required to electrically connect the Project to the existing high-voltage 

transmission system. There are no non-transmission options that can connect the Project to the 

existing high-voltage transmission system. 

2.5 No-build Options 

Discuss no-build options and their potential electrical supply and environmental 

impacts. Emphasize impacts to electric reliability if the proposed project is not 

constructed. 

The Gen-Tie Line is required to electrically connect the Project to the existing high-voltage 

transmission system. There are no no-build options that can connect the Project to the existing 

high-voltage transmission system. 
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2.6 Energy Conservation and Efficiency and Load Response 

Discuss the feasibility of energy conservation and efficiency and demand response to 

reduce, alter, or eliminate the need for this project. Impacts from energy efficiency 

and demand response may not be feasible for projects that do not directly affect the 

amount of energy generation or consumption.  

 

If it is feasible that energy conservation and efficiency and load response could 

reduce, alter, or eliminate the need for this project, provide an analysis that 

includes: 

2.6.1 A description of the existing energy conservation and efficiency and demand 

response programs and services available to customers in the project area, including 

any utility-operated demand response or voluntary energy efficiency programs. 

2.6.2 An indication of the amount of additional energy efficiency and demand response 

savings needed to reduce, alter, or eliminate the need for this project. Clearly 

identify and distinguish the amount of energy efficiency and demand response 

savings assumed to be achieved through Focus on Energy and utility programs from 

the additional energy efficiency and demand response needed to reduce, alter, or 

eliminate the need for this project. 

2.6.3 A discussion of the feasibility of achieving the level of energy efficiency and demand 

response identified in Section 2.6.2. Feasibility analysis should take into account: 

• A clear definition of the energy efficiency and demand response programming 

options considered; 

• The cost-effectiveness of available energy efficiency and demand response 

options, relative to the costs per unit of the proposed project; 

• The total energy efficiency and demand response savings required to reduce, 

alter, or eliminate the need for the project, and the corresponding financial 

investment required to achieve those savings; and 

• The ability of utilities to implement new or expanded programs to achieve 

available savings. 

Provide analysis to address multiple different scenarios that distinguish between 

options for reducing, altering, and eliminating the project need. Please provide 

modeling and/or spreadsheet analysis to fully assess the cost comparison between 

the proposed project and all alternative scenarios analyzed. 

The Gen-Tie Line is required to electrically connect the Project to the existing high-voltage 

transmission system. There are no cost effective and technically feasible energy conservation and 

efficiency and load response options that Dawn Harvest Solar could implement that would 

reduce, alter, or eliminate the need for the Gen-Tie Line. 

2.7 For Market Efficiency Projects 

Provide the scenario(s) analyses that details adjusted production cost benefits or 

other market attributes that show the cost and the benefits of the proposed project 

and/or alternatives. Benefits should include a present value analysis with cumulative 

tables for the life of the project. 
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Section omitted, not applicable. The Gen-Tie Line is not a market efficiency transmission 

project. 

2.8 Modeling Information 

2.8.1 For all projects submit network modeling information from PSSE or PowerWorld 

for steady-state power flow solutions. If submitting data from PSSE, submit the 

*.raw file. If submitting data from PowerWorld, submit the *.pwb file.  

2.8.2 On an individual application basis, as requested by the assigned engineer, provide 

the computer network simulations(s) data input files, output files, and/or output 

summaries. 

2.8.3 Provide any additional modeling, including PROMOD or similar production cost 

models, to demonstrate any economic benefits associated with the project. 

Coordinate with PSC to electronically submit the generation capacity expansion 

modeling data set(s). In addition to filing the production cost modeling data set(s), a 

document describing the filing and making any necessary request for confidential 

treatment should be filed on the Commission’s ERF system. 

Network modeling information for the Project has been completed as part of the MISO 

interconnection study process. The GIA and MISO DPP3-2019 Final Impact Study Report for 

the Project are provided in Appendix W. Please refer to Section 6.2.5 of the Solar AFR for 

information regarding the economic benefits associated with the Project. 

2.9 Area Load Information 

Submit historical peak load by substation, if available, for the study area for at least 

the past ten years. In the cases where coincident peak load data is not available by 

substation, provide annual peak load data by substation. Indicate for each 

substation whether the load data is coincident peak or annual peak. Explain each 

component of the forecasted load with quantitative detail. Any changes in the 

projected growth rates over the forecast period should be fully explained. Area load 

information requirements will be discussed at the pre-application consultations. 

Based on the need and scope of the proposed project, different historical data may 

be required. 

The Gen-Tie Line is required to electrically connect the Project to the existing high-voltage 

transmission system. Dawn Harvest Solar is not directly serving load, and therefore does not 

have area load data information. 

2.10 Generation and Resources Retirements 

Discuss any publicly announced generator retirements or additions of electric 

generating units larger than 50 MW in the MISO load resource zone in which the 

project is being proposed for a period of five years prior to project energization. 

Describe how those generator retirements or additions may affect the need for the 

proposed project. Discuss any generator additions larger than 50 MW with signed 

Generator Interconnection Agreements and/or Interconnection Service Agreements 

in the project study area. Describe how those generator additions may affect the 

need for the proposed project. 
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The Gen-Tie Line is required to electrically connect the Project to the existing high-voltage 

transmission system. The GIA and MISO DPP3-2019 Final Impact Study Report for the Project 

are provided in Appendix W. 

2.11 Regional Transmission Organization Information 

2.11.1 For regional projects, supply the cost benefit analysis and the likely cost allocation 

per the Midwest ISO’s filings. 

2.11.2 Description of applicable transmission tariffs. 

2.11.3 Provide transmission service agreements, if applicable. 

The Gen-Tie Line is required to electrically connect the Project to the existing high-voltage 

transmission system. The Gen-Tie Line will not provide transmission service under a MISO 

tariff, and therefore there is no MISO tariff information to provide. 

3. Magnetic Fields 

Project specific magnetic field data will be discussed during pre-application 

consultations. The following information should be provided in Table 6 or elsewhere 

in the application. All tabulated data for all segments should provide magnetic field 

data to a minimum distance of 300 feet from the centerline of the proposed 

transmission segment for each unique segment. For rebuilding or reconductoring 

existing transmission lines or where the proposed line would be double-circuited 

with an existing line or built next to an existing line (including distribution lines), 

provide the magnetic field data of the current line and the magnetic field data with 

the proposed project in place (Section 3.1.2). If asymmetric magnetic profiles are 

anticipated, the full magnetic field profile may be required for both sides of the 

centerline as determined during the pre-application consultation process. 

3.1 Submit the estimate magnetic field data in PSC Table 6 from the following magnetic 

field profiles: 

Please refer to Appendix S, Appendix M, and Section 5.18 of the Solar AFR. 

3.1.1 Predominant transmission line configurations proposed for the project (H-frame, 

single-pole delta, double-circuit, etc.) 

The Gen-Tie Line will be a single-circuit 138 kV overhead transmission line with a monopole 

transmission structure design. Transmission structures will utilize a delta or vertical cross-arm 

configuration. Typical transmission structure designs are provided in Appendix C. Additional 

configuration details are provided in Section 5.3. 

3.1.2 Each unique structure type or circuit configuration (new and existing line) with the 

exception of dead-end structures adjacent to substations in areas with high 

residence densities or other sensitive populations. 

There are no transmission structures proposed in areas with high residence densities or other 

sensitive populations. 
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3.1.3 Each existing line that would be affected by the proposed transmission line and a 

post-construction scenario that incorporates the new and the existing lines. 

The Gen-Tie Line is required to electrically connect the Project to the existing high-voltage 

transmission system. Pursuant to the GIA, no network upgrades or standalone network upgrades 

are to be constructed by Dawn Harvest Solar. The GIA and MISO DPP3-2019 Final Impact 

Study Report for the Project are provided in Appendix W. The Gen-Tie Line will cross an 

existing distribution line ROW west of U.S. Highway 14. 

3.1.4 Each set of circuit configurations for routes that would have multiple adjacent 

underground circuits. 

There are no underground circuits proposed as part of the Gen-Tie Line. 

3.2 Includes the following information in PSC Table 6 for each estimated magnetic field 

scenario. 

3.2.1 Estimate the proposed lines at 80 percent and at 100 percent of peak load for one 

year post-construction and 10 years post-construction. For existing lines, use present 

day loadings to estimate the magnetic fields levels. 

3.2.2 Provide expected current levels for 80 and 100 percent of peak load at one and ten 

years post-construction. 

PSC Table 6 is provided in Appendix M. 

3.3 Provide all assumptions used to model magnetic field levels including: 

3.3.1 Phase ID and angles. 

3.3.2 Pole design diagram that includes the dimensions of pole arms, dimensions of 

conductor locations, horizontal distance from the pole to the conductors, and the 

distance of conductors from the ground at the pole. 

3.3.3 Height of lowest conductor(s) at mid-span. 

3.3.4 Depth from ground surface to circuits, for underground construction. 

3.3.5 Estimated background magnetic field caused by the Earth in the area of each 

segment. 

Please refer to Appendix C, Appendix S, and Appendix M. There are no underground circuits 

proposed as part of the Gen-Tie Line. 

4. Project Costs 

Cost tables should be based on the projected in-service year. Tables must be 

submitted in a Microsoft Excel format, in addition to Adobe Acrobat (*.pdf) format. 

4.1 Transmission Route Cost Estimate Tables 

Provide table(s) detailing the projected total costs for each proposed route broken 

into the major categories listed below. Indicate if project costs include Allowance for 

Funds Used During Construction.  Each major category of costs should be broken 

down into logical components and/or contracts. If portions of the route are to be 

constructed underground, those costs should be separated from overhead 
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construction costs. Substation costs should also be separated out (see Substation 

Application Filing Requirements). 

• Material Costs 

• Labor Costs 

• Other Costs 

• Pre-certification Costs 

• High-Voltage Transmission Impact Fees 

• Operation and Maintenance Costs 

4.2 For 345 kV projects: Provide a summary table of total costs (transmission and 

substation) for each proposed route, broken down by the following voltage classes. 

• 345 kV 

• Less than 345 kV 

• Distribution 

 

The Gen-Tie Line is required to electrically connect the Project to the existing high-voltage 

transmission system. Based on pre-application discussions with PSC staff, Dawn Harvest Solar 

understands that Section 4 is not applicable to Dawn Harvest Solar. 

5. Routing and Siting Information 

5.1 Describe the factors considered in the applicant’s evaluation of potential routes and 

locations for the transmission line and its associated facilities. 

5.1.1 Identify route(s) that were considered and explain why those corridors were or were 

not chosen. Provide a map of these routes, if available. 

Dawn Harvest Solar considered potential Gen-Tie Line route options between the Collector 

Substation and Interconnection Switchyard and identified two proposed routes in accordance 

with the routing priorities identified in Wis. Stat. § 1.12(6). To the greatest extent feasible, the 

route corridors will be used in order of priority as provided below: 

• Existing utility corridors. 

• Highway and railroad corridors. 

• Recreational trails, to the extent that the facilities may be constructed below ground and 

that the facilities do not significantly impact environmentally sensitive areas. 

• New corridors. 

 

Consistent with Wis. Stat. § 1.12(6), consideration was also given so that routes included 

economic and engineering considerations, reliability of the electric system, and protection of the 

environment. In addition to the statutory siting criteria, Dawn Harvest Solar considered criteria 

including but not limited to: 

• Property rights and landowner preferences; 

• Preferences of ATC and MISO; 

• Sensitive habitats; 

• Threatened and endangered species; 

• Cultural resources; 
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• Wetlands; 

• Waterways; 

• Floodplains; 

• Existing residences; and 

• Agricultural operations. 

 

The Proposed and Alternative Gen-Tie Line Routes both represent feasible route options from 

the Collector Substation to the Interconnection Switchyard. However, the Proposed Gen-Tie Line 

Route is strongly preferred by the participating landowners and Dawn Harvest Solar. Routes that 

did not adequately meet the criteria above are not presented for consideration. 

5.1.2 Describe the use of any weighting criteria used to evaluate potential routes. 

As stated in Section 5.1.1, Dawn Harvest Solar utilized numerous criteria to evaluate potential 

Gen-Tie Line routes and weighted the criteria equally. 

5.1.3 Describe how the transmission line siting priorities in Wis. Stat. § 1.12(6) were 

considered. 

The transmission line siting priorities in Wis. Stat. § 1.12(6) were evaluated during preliminary 

evaluation of the potential Gen-Tie Line route options. The existing ROWs listed in Wis. 

§1.12(6) are limited between the Collector Substation and Interconnection Switchyard. Dawn 

Harvest Solar determined that siting the Gen-Tie Line along U.S. Highway 14 would 

substantially increase the length and impact of the Gen-Tie Line and as such, elected to not 

propose a route option parallel to U.S. Highway 14. Dawn Harvest Solar is seeking a CPCN as a 

merchant plant facility, not a Utility, and therefore does no have condemnation authority. Thus, 

Dawn Harvest Solar is seeking to construct the Gen-Tie Line on land that is participating in the 

Project through voluntary lease agreements. 

5.1.4 Describe contacts or consultations held with government entities, landowners, and 

other interested parties prior to application submittal regarding alternative project 

routes. 

The Proposed Gen-Tie Line Route was selected to be the most efficient, least impactful, and 

shortest route option available. Ultimately, the Proposed Gen-Tie Line Route is the most direct 

route option and has the least amount of environmental and visual impacts. The spacing of select 

transmission structures was chosen based on landowner feedback to minimize impact to existing 

agricultural operations based on agricultural equipment dimensions. 

5.1.5 Identify any issues and concerns raised. 

The primary issue raised during transmission easement agreement negotiations was the impact 

the Gen-Tie Line will have on agricultural operations. 

5.1.6 Describe how the issues and concerns were addressed in the selection of the 

proposed routes. 

Concerns were addressed by discussing existing agricultural practices with landowners, 

designing the Gen-Tie Line to have a minimal amount of physical footprint, and siting select 

transmission structures to minimize impact to existing agricultural practices. 
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5.2 Easements and existing utility infrastructure 

If the proposed project contains segments that share part or all of an existing 

transmission ROW submit the following for each of those segment(s): 

5.2.1 Identify if existing easements would be modified to accommodate the proposed 

facilities, or if new easements would be pursued. Provide an example of a standard 

easement agreement that would be utilized for the proposed project, if approved. 

5.2.2 Describe changes to the location or width of existing electric ROW. 

5.2.3 Provide a description of the existing ROW that would be shared with the proposed 

project and identify the potential issues and impacts that may be encountered by 

constructing the proposed facilities. 

5.2.4 State if the existing easements are to be renegotiated and/or rewritten. If so, indicate 

the reason (for example language modernization, change in easement size, change in 

transmission, etc.). 

The Gen-Tie Line Routes do not share any existing transmission line easements. The Gen-Tie 

Line will cross an existing distribution line ROW west of U.S. Highway 14. 

5.3 Route Segments 

5.3.1 If the route(s) has been broken up into segments, provide the number of, names of, 

and total length of each segment for each proposed route. 

The Gen-Tie Line Routes have not been broken up into segments. 

5.3.2 For each route segment describe and/or show the following. Figures and/or 

illustrations may be necessary to adequately convey the following: 

5.3.2.1 Type and dimensions of structure and foundation (such as 

underground/overhead, single-pole/H-frame, direct embed/concrete caisson, type 

of material, typical span length, etc.) 

The Gen-Tie Line will be a single-circuit 138 kV overhead transmission line with a monopole 

transmission structure design. Tangent transmission structures will be approximately 80 to 100 

feet tall and turning and dead-end transmission structures will be approximately 85 to 100 feet 

tall. Transmission structures will be placed approximately 500 to 800 feet apart with conductors 

approximately 20 to 30 feet above ground level, meeting applicable requirements under the 

National Electric Safety Code. Transmission structures will utilize a delta or vertical cross-arm 

configuration. Tangent structures will likely be directly embedded. Turning and dead-end 

transmission structures will likely be placed on concrete foundations. Guy wires may secure 

turning and dead-end transmission structures. The transmission structures will likely be made of 

weathered steel. Typical transmission structure designs are provided in Appendix C. 

5.3.2.2 Transmission configuration (single-circuit, double-circuit, etc.) 

The Gen-Tie Line will be a single-circuit design. 

5.3.2.3 Conductor information (for example size, voltage, etc.) 
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The Gen-Tie Line will operate at 138 kV. Conductor size will be determined during final 

engineering. The preliminary design utilizes a 556.5 KCMil ACSR Dove conductor. 

5.3.2.4 Height of structures and span length 

Tangent transmission structures will be approximately 80 to 100 feet tall and turning and dead-

end transmission structures will be approximately 85 to 100 feet tall. Transmission structures will 

be placed approximately 500 to 800 feet apart with conductors approximately 20 to 30 feet above 

ground level, meeting applicable requirements under the National Electric Safety Code. 

5.3.2.5 Number of structures 

The Proposed Gen-Tie Line Route is anticipated to have 9 transmission structures. The 

Alternative Gen-Tie Line Route is anticipated to have 10 transmission structures. 

5.3.2.6 Existing transmission affected by proposed project 

Pursuant to the GIA, no network upgrades or standalone network upgrades are to be constructed 

by Dawn Harvest Solar. The GIA and MISO DPP3-2019 Final Impact Study Report for the 

Project are provided in Appendix W. 

5.3.2.7 Existing distribution affected by the proposed project 

The Gen-Tie Line will cross an existing distribution line ROW west of U.S. Highway 14. No 

impacts to the existing distribution line are anticipated. 

5.3.2.8 ROW size. For rebuild project to be built in the same ROW as the existing line, 

indicate if an off-set is needed, and if so, the size of the offset. 

The Gen-Tie Line will require a new ROW up to 100 feet wide. The Gen-Tie Line is not a 

rebuild project. 

5.3.2.9 Shared ROW configuration 

The Gen-Tie Line will cross U.S. Highway 14 and an existing distribution line. The crossing of 

U.S. Highway 14 and the distribution line is near perpendicular, so is not considered a shared 

ROW. 

5.4 PSC Impact Tables 

Complete the PSC Impact Tables 1-7 (identified below) in the Microsoft Excel 

spreadsheets provided. For each table, indicate the type and date of source material 

and the methods used to determine the table inputs. All proposed facilities should be 

included in these impact tables, for example off-ROW access roads, laydown yards, 

substations, etc. Instead of filing each table as a separate file, applicants are 

encouraged to submit one excel file that contains separate sheets for each table. 

• Table 1 – General Route Impacts 

• Table 2 – Land Cover 

• Table 3 – Federal, State, Local, and Tribal Lands 

• Table 4 – Distances of Schools, Daycare Centers, and Hospitals from ROW 

Centerline 
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• Table 5 – Distances of Residential Buildings from ROW Centerline 

• Table 6 – Estimated Magnetic Field Data 

• Table 7 – Route Impact Summaries 

The PSC Tables are provided in Appendix M. 

5.5 Construction Impacts 

5.5.1 Discuss the proposed construction sequence for both overhead and underground 

lines in the project. 

The Gen-Tie Line will be an overhead transmission line. Construction of an overhead 

transmission line generally follows a sequence of pre-construction surveying, ROW clearing, mat 

placement (if necessary), foundation installation, structure assembly and erection, conductor and 

shield wire installation, ground rod installation, and site restoration and demobilization. 

 

Surveyors will stake the construction ROW and the transmission structure locations in 

preparation for the construction crew. Erosion control measures will be installed in accordance 

with the Project’s Erosion Control and Storm Water Management Plan (“ECSWMP”) and 

applicable permit conditions. Environmentally sensitive areas will be marked for avoidance. The 

workspace will then be cleared and graded, as necessary, to provide for construction access and 

safe movement of equipment and personnel. 

 

The general construction laydown yard required for construction of the solar energy generating 

facility will be shared with the transmission facility. Transmission structures will be delivered to 

staging areas, sorted, and loaded onto structure trailers for delivery to the staked locations. When 

it is time to install the structures, the structures will be delivered to the staked locations and 

placed within the Gen-Tie Line ROW until the structure is set. Insulators and other hardware will 

be attached while the structure is on the ground. Transmission structures will either be secured 

using concrete foundations or directly embedded and backfilled with crushed rock or native soils. 

Topsoil and subsoil will be excavated for the structure foundations, concrete will be poured, and 

piles driven to establish the foundation. The structure will then be lifted, placed, and secured 

using a crane. Construction mats may be placed in wet or soft soil locations and in narrow 

ditches to minimize disturbance. 

5.5.2 Describe the construction impacts associated with each phase of construction, 

including: 

5.5.2.1 The size of excavations for foundations or other underground structures. 

5.5.2.2 The type of construction machinery that would be used. 

5.5.2.3 The construction disturbance zone, if different from the ROW. 

5.5.2.4 How spoil materials would be managed on and off-site. 

5.5.2.5 If any underground line installation will occur, identify the installation 

method(s), such as directional bore, open-cut trench, plow, etc. 

Typical construction equipment used for the Gen-Tie Line may include but is not limited to tree 

removal equipment, mowers, cranes, backhoes, digger-derrick trucks, track mounted drill rigs, 

dump trucks, front-end loaders, bucket trucks, bulldozers, flatbed tractor trailers, flatbed trucks, 
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pickup trucks, concrete trucks, puller-tensioner equipment, and various trailers. The construction 

impacts associated with each phase of the construction sequence are described below. 

 

Pre-Construction Surveying 

The construction impacts associated with pre-construction surveying are limited. Minimal 

impacts are anticipated due to pickup truck use and small all-terrain vehicle access along the 

ROW. 

 

ROW Clearing 

The typical construction impacts associated with ROW clearing are minor vehicle rutting and 

post cut, vegetative debris that will be disposed of per permit requirements or landowner 

requests. Given the land cover and topography of the Gen-Tie Line Routes, minimal ROW 

clearing and grading is expected. 

 

Mat Placement 

If deemed necessary, wood mat paths will be installed and maintained to minimize impacts to the 

ROW and working areas around transmission structure locations. The typical construction 

impacts associated with the pick/place/haul of wood matting are minimal as mats are usually 

placed in advance of vehicle offloading. 

 

Foundation Installation  

Transmission structures that are considered medium angle, heavy angle, or dead-end structures 

will have concrete foundations. Concrete foundation installation involves excavating and placing 

temporary steel casing, rebar, concrete and anchor bolt cages. The base of concrete foundations 

typically project 1 to 2 feet above grade. Holes will be drilled in preparation for concrete 

foundations. 

 

Tangent and light angle structures may be placed on poured concrete foundations or directly 

embedded. Direct embedding involves drilling or digging a hole for each structure, filling the 

hole partially with crushed rock, and then setting the structure on the top of the rock base. The 

area around the structure is then backfilled with crushed rock or soil once the structure is set. 

Any excess soil from the excavation will be spread and leveled near the structure.  

 

Foundations may vary from approximately 3 to 8 feet in diameter and 20 to 30 feet or more in 

depth, both dimensions will depend on soil conditions observed during geotechnical 

investigation and final engineering. The construction impacts associated with foundation 

installation are expected to be localized to the work area surrounding each structure location and 

vehicular traffic to and from each structure location along the ROW. 

 

Structure Assembly and Erection  

For the medium angle, heavy angle, and dead-end structures, after the concrete foundation is set 

and properly cured, the structure will be assembled on the ground, erected, and then bolted to the 

foundation. For larger structures, the bottom section is bolted to the foundation independently 

and the upper structures are attached from the top down using a crane. 
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For tangent and light angle structures, if the structure is placed on a poured concrete foundation 

assembly and erection will follow the same process as medium angle, heavy angle, and dead-end 

structures, If the structure is directly embedded, the structure will be assembled on the ground 

then installed into the hole prepared for the structure. 

 

The construction impacts associated with structure assembly and erection are expected to be 

localized to the work area surrounding each structure location and vehicular traffic to and from 

each structure location along the ROW. 

 

Conductor and Shield Wire Installation 

Conductor and shield wire installation will require temporary access to each structure to secure 

and string the wires between structures. Temporary guard or clearance structures will be installed 

as needed over existing distribution or communication lines, roads, navigable waterways, or 

other obstructions after the necessary notifications are made or permits obtained. This effort will 

protect the wires from damage and ensure that installation will not obstruct traffic or contact 

existing energized distribution conductor or other overhead cable. The construction impacts 

associated with conductor and shield wire installation operations are expected to be minimal as 

all vehicular traffic will occur along the ROW and in a localized area surrounding each structure 

location. 

 

During construction, crews will limit ground disturbance wherever possible. However, areas will 

be disturbed during the normal course of work. Dawn Harvest Solar will take steps to lessen the 

impact of the Gen-Tie Line on the surrounding environment by restoring areas disturbed by 

construction in accordance with best management practices (“BMP”) and the Project’s permit 

conditions. Disturbed areas will be restored to their pre-construction condition to the maximum 

extent practicable. To the extent practicable, all spoil material will be managed and kept on-site 

and will be spread and leveled with the surrounding topography in the immediate vicinity of the 

excavation. Each directly embedded transmission structure will have approximately 30 to 40 

square feet of permanent land cover impact, and each transmission structure placed on a concrete 

foundation will have approximately 100 square feet of permanent land cover impact. 

5.5.3 For unique construction methods (e.g., directional boring, jack and bore, helicopter, 

vibratory caissons, etc.), provide the following: 

5.5.3.1 The location and reason for the construction method. 

5.5.3.2 A description of the construction method. 

5.5.3.3 The temporary construction needs and limitations such as boring pits, staging 

areas, frac-outs, timing, weather, etc. 

No unique construction methods or technologies are expected to be used for the Gen-Tie Line. 

5.5.4  Describe any special construction methods that would be used in/around 

agricultural lands, forest lands, grasslands, surface waters, or wetlands. 

No special construction methods are expected to be used for the Gen-Tie Line. 



 
 

141 

5.5.5 Describe the dewatering method(s) that may be utilized during excavation activities, 

such as pit/trench dewatering or high capacity wells. Identify treatment methods 

that would be utilized to treat the discharge, and the discharge location. 

If necessary, ground water will be pumped into a filter bag and velocity dissipator located in a 

nearby upland location. Pumping and treatment of water generated during construction will be 

implemented according to the WDNR Technical Standard 1061 for Dewatering Practices for 

Sediment Control. 

5.6 Identify and describe the location, footprint, and existing land use of staging areas 

and any additional temporary workspace. 

Please refer to Figures 4.1.1, 4.1.2, and 4.1.7.4 in Appendix A and Sections 2.3.1.2, 2.3.5.1, and 

5.4 of the Solar AFR. 

5.7 Off-ROW Access Roads 

5.7.1 Identify those areas along the proposed routes where off-ROW access roads may be 

required. Provide the number of off-ROW access roads proposed, and an 

identifying name or number for each off-ROW access road. 

5.7.2 For each route, provide the dimensions (length and width) and construction method, 

including if any modifications would be needed to utilize the off-ROW access roads, 

such as road widening, road fill placement, or tree clearing. 

5.7.3 Discuss the reasons for the necessity for off-ROW access roads such as topography, 

rivers/wetlands, etc. If protection of a natural resource is a reason, discuss how the 

resource would be protected during construction and operation of the proposed 

project. 

5.7.4 Provide quantitative land cover information for off-ROW access roads similar to 

the information provided in PSC Impact Tables. 

5.7.5 If the off-ROW access roads would be modified post-construction, provide details. 

Off-ROW access may be required for the portion of the Gen-Tie Line west of U.S. Highway 14 

to avoid creating traffic hazards on U.S. Highway 14. The off-ROW access route will likely 

extend east around the Interconnection Switchyard to reach the Gen-Tie Line ROW. The off-

ROW access route will utilize a combination of existing driveway and seasonal wooden mats 

over native ground to minimize impacts. The off-ROW access route will be approximately 750 

feet long and 20 feet wide. The off-ROW access route will be located on land generally classified 

as commercial / industrial and grassland / old field. Access to the Gen-Tie Line ROW east of 

U.S. Highway 14 will be made directly along the Gen-Tie Line ROW or via land under 

agreement for the Project. For more information about land cover impacts associated with the 

off-ROW access route, please refer to Solar AFR PSC Table 1 provided in Appendix M. 

6. Natural Resource Impacts 

6.1 Forested Lands 

Forested lands are defined as an upland area of land covered with woody perennial 

plants reaching a mature height of at least six feet tall with definite crown (closure 

of at least 10%). For the purposes of these AFRs, forested lands would not include 
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narrow windbreaks located between agricultural areas, but would include 

shrublands and forested riparian areas. 

6.1.1 For each route segment describe the forested lands that would be impacted by the 

proposed project. Include the following information in the description. 

• Type of forest. 

• Dominant species. 

• Average age, size of trees. 

• Ownership (private, county, etc.). 

• Use (recreation, timber, riparian habitat, etc.). 

• Timing of clearing activities, and; 

• Equipment to be used. 

The Gen-Tie Line Routes do not cross any forested land. 

6.1.2 Managed Forest Law (MFL) and Forest Crop Law (FCL) 

6.1.2.1 Identify properties within proposed ROWs that are enrolled in the MFL or FCL 

programs. For properties enrolled in MFL, include the anticipated amount of 

forested areas that would be cleared on each property. 

6.1.2.2 Discuss how the proposed project would affect the properties enrolled in the 

MFL or FCL programs and how landowners would be compensated for that 

impact. 

There are no properties enrolled in the Managed Forest Law (“MFL”) or Forest Crop Law 

(“FCL”) programs within the Gen-Tie Line Route ROWs; therefore, the Gen-Tie Line will not 

affect any properties enrolled in these programs. 

6.1.3 Provide specific details for mitigating or minimizing construction impacts in and 

around forested lands. 

There are no forested lands within or adjacent to the Gen-Tie Line Route ROWs; therefore, there 

will be no impacts to forested lands. Incompatible vegetation within the ROW that may interfere 

with access and the safe and reliable operation of the Gen-Tie Line will be removed and 

managed. Clearing of vegetation in the ROW will occur prior to installation activities and during 

regular maintenance intervals. 

6.2 Grasslands 

Grasslands are defined as lands covered by non-cultivated herbaceous (non-woody) 

vegetation predominated by perennial grasses and forbs. 

6.2.1 For each route segment describe the grasslands that would be impacted by the 

proposed project. Include the following information in the description. 

• Type of grassland (prairie, pasture, old field, etc.). 

• Dominant species. 

• Ownership (private versus public). 

• Use (agricultural, non-productive agricultural, recreation, natural area, etc.). 
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There are 0.24 acres of grassland/old field within the Gen-Tie Line Route ROWs near the 

Interconnection Switchyard. This area appears to have been cultivated cropland prior to the 

construction of the Interconnection Switchyard and is currently uncropped vegetation. This area 

is under private ownership. 

6.2.2 Provide specific details for mitigating or minimizing construction impacts in and 

around grasslands. 

No transmission structures are sited in the grassland/old field adjacent to the Interconnection 

Switchyard within the Gen-Tie Line ROW. Disturbed areas will be restored to their pre-

construction condition to the maximum extent practicable and invasive species will be managed 

in accordance with the VMS provided in Appendix I and Section 5.5.2 of the Solar AFR. 

6.3 Invasive Species 

6.3.1 Describe areas where invasive species or disease-causing organisms have been 

observed or are a concern for the construction of the project (e.g., invasive plants, 

oak wilt, emerald ash borer, etc.). State if invasive species surveys have occurred or 

will be conducted. If invasive species surveys have been conducted, provide 

documentation showing where surveys occurred and locations of invasive species 

found, indicating which species. 

Resource Environmental Solutions, LLC conducted a field reconnaissance for Dawn Harvest 

Solar in December 2023 as part of the development of the VMS provided in Appendix I. The 

Gen-Tie Line Route ROWs are on lands predominantly used for row crop agriculture that have 

nearly eliminated the presence of any invasive species populations. Several invasive species 

were observed outside of, but near the Gen-Tie Line ROWs such as common reed grass 

(Phragmites australis) and reed canary grass (Phalaris arundinacea). 

6.3.2 Describe mitigation methods that would be used to prevent the introduction and the 

spread of invasive plants or disease-causing organisms and comply with Wis. 

Admin. Code ch. NR 40, such as cleaning of machinery, etc. 

Please refer to Appendix I and Section 5.5.2 of the Solar AFR. 

6.4 Archeological and Historic Resources 

Confidential information includes only the specific location and other sensitive 

details of archaeological and human burial sites (e.g. maps). Confidential 

information should be submitted on ERF as a confidential version in addition to a 

redacted public version. The Wisconsin Historical Society (WHS) can provide a list 

of qualified archaeologists, architectural historians, human burial specialists, or 

tribal preservation officers who may be required to perform steps of this review. 

Access to the Wisconsin Historic Preservation Database (WHPD) is required to 

complete this review. Access to WHPD is free at the WHS headquarters or can be 

used online for a fee. Depending on the outcome of this review, the Commission may 

be required to consult with the State Historic Preservation Office (SHPO). SHPO 

consultation may take up to an additional 30 days. The Guide for Public Archeology 

in Wisconsin, provides information about best management practices. 
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6.4.1 Provide maps and a description of all archaeological sites, historic buildings and 

districts, and human burial sites within the project’s area of potential effect (APE). 

For archaeological and historic sites, the APE is comprised of the physical project 

area where any ground disturbing activity may occur (e.g. digging, heavy equipment 

movement, etc.). For historic buildings and districts, the APE consists of the 

distance that the project may be visible from the outside of the project area. Maps of 

archaeological and burial sites must be submitted confidentially. 

6.4.2 For archaeological sites and historic buildings or districts within the APE, 

determine the boundaries, historic significance, and integrity of each resource. 

Additional field surveys may be required to make these determinations. In some 

cases, such as a landowner not granting land access, field surveys may instead be 

performed following the approval of a project. 

6.4.3 Identify the potential project effects on each resource. 

6.4.4 Describe modifications to the project that would reduce, eliminate, avoid, or 

otherwise mitigate effects on the resources. Examples of modifications include 

changes to construction locations, modified construction practices (e.g. use of low-

pressure tires, matting, etc.), placement of protective barriers and warning signage, 

and construction monitoring. 

6.4.5 For any human burial sites within the APE, contact WHS to determine whether a 

Burial Site Disturbance Authorization/Permit is required. 

6.4.6 Provide an unanticipated archaeological discoveries plan. The plan should outline 

procedures to be followed in the event of an unanticipated discovery of 

archaeological resources or human remains during construction activities for the 

project. 

6.4.7 Notify Wisconsin Tribal Historic Preservation Officers of any Native American 

human burial sites and significant prehistoric archaeological sites within the APE. 

Provide copies of all correspondence. 

No adverse impacts to archaeological or architectural resources are anticipated. Please refer to 

Appendix Q and Section 5.14 of the Solar AFR for more information. 

6.5 Conservation Easements 

6.5.1 By route segment, for each route identify properties with conservation easement 

agreements. 

Based on a review of data available from the National Conservation Easement Database, United 

States Geological Survey (“USGS”) Protected Areas Database of U.S. (“PADUS”), the Nature 

Conservancy, the WDNR and Wisconsin Department of Agriculture Natural Resources 

Conservation Service Easements there are no properties with known conservation easements 

within the Gen-Tie Line Route ROWs. 

6.5.2 For each conservation easement that would be crossed by a route, identify and 

discuss: 

6.5.2.1  The holder and type of easement 

6.5.2.2  The conditions of the easement 

6.5.2.3  The approvals necessary to construct on the property. 
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6.5.2.4  The potential impacts to the landowner, including costs, penalties etc. 

6.5.2.5  Whether the proposed project is consistent with the stated goals of the easement. 

No properties with known conservation easements are being crossed be the Gen-Tie Line Routes. 

6.6 Restoration of Disturbed Areas 

Provide a detailed re-vegetation and site restoration plan which discusses the 

following items: 

6.6.1 Type of re-vegetation proposed for impacted areas (e.g. traditional restoration seed 

mixes, specialty native seed mixes for restoration of high quality habitats or habitat 

enhancement such as seeding with a pollinator species). 

Provided that the Gen-Tie Line Route ROWs are on lands predominately used for row crop 

agriculture, following construction of the Gen-Tie Line, landowners will continue use of their 

land in accordance with their land management program to the extent that it does not interfere 

with Project operations. Any disturbed areas that require permanent stabilization will be seeded 

with a perennial seed mix that complies with Wis. Admin. Code § ATCP 20.01(27) related to 

prohibited noxious weed seeds. Permanent seeding will comply with WDNR Conservation 

Practice Standard 1059 Seeding for Construction Site Erosion Control. Seeding activities will 

occur in accordance with Appendix I. 

6.6.2 Vegetative monitoring criteria (number of post-construction years or percent cover 

achieved) and methods. 

Inspection of the revegetation and restoration activities will occur during and after construction. 

These inspection activities will be completed in accordance with Wis. Admin. Code Ch. NR 216 

and the WPDES general permit conditions. The methodologies and documentation of the 

monitoring inspections will comply with WDNR requirements. 

6.6.3 Invasive species monitoring and management 

The Gen-Tie Line Route ROWs are on lands predominantly used for row crop agriculture that 

have nearly eliminated the presence of any invasive species populations. The mitigation methods 

for the Gen-Tie Line construction will be the same as used for construction of other portions of 

the Project, as described in Appendix I and Sections 5.5.3 and 5.6.2.4 of the Solar AFR. 

6.7 Contaminated Sites 

6.7.1 Using the Wisconsin Remediation and Redevelopment Database (WRRD), 

http://dnr.wi.gov/topic/Brownfields/WRRD.html, identify any contaminated sites 

(open and closed) within the project area and within two miles of the project area. 

6.7.2 Using the Historic Registry of Waste Disposal Sites, 

http://dnr.wi.gov/topic/Landfills/registry.html, identify any Environmental Repair 

and Solid Waste disposal sites within the project area and within two miles of the 

project area. 

Please refer to Section 5.10 of the Solar AFR. 
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6.8 Floodplains 

6.8.1 Identify any work occurring in floodplains. 

6.8.2 Discuss if impacts to the floodplain have been evaluated, and how impacts to the 

floodplain will be avoided or minimized 

6.8.3 Provide information on any discussions that have occurred with the application 

floodplain zoning authority, and how the project will comply with local floodplain 

ordinance(s). This requirement is not intended to preclude or otherwise modify Wis. 

Stat. §196.491(3)(i). 

The Gen-Tie Line Route ROWs do not cross any floodplains, and there will be no work 

associated with the Gen-Tie Line occurring in floodplains. 

7. Community Impacts 

7.1 Communication with Potentially Affected Public 

7.1.1 List all attempts made to communicate with and provide information to the public. 

7.1.2 Provide a description of public information meetings and who was invited. 

7.1.3 Submit copies of public outreach mailings and handouts. 

Please refer to Appendix N and Section 7.2 of the Solar AFR. Communications about the Project 

generally included information about the Gen-Tie Line. 

7.1.4 Provide electronic copies of written public comments (e.g., letters, emails, forms, 

etc.) submitted prior to filing the application with the PSC.   

There are no written public comments regarding the Gen-Tie Line that have been submitted prior 

to the filing of this Application. 

7.2 Community Issues 

List and discuss the concerns that groups, local governments and potentially 

impacted communities have raised about the project. 

Please refer to Section 5.12.6 of the Solar AFR. 

7.3 Land Use Plans 

Provide relevant portions of land-use plans that describe future land uses potentially 

impacted by the project (Land use plans include recreational plans, agricultural 

plans, etc.). 

Please refer to Appendix P and Section 5.13 of the Solar AFR. 

7.4 Agriculture 

For each route, by route segment, provide the following: 

7.4.1 Type of farming: pasture, row crops, or other type (e.g., orchards, tree plantations, 

cranberry bogs, etc.). 
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The Gen-Tie Line Route ROWs pass through approximately 93% row crop agricultural fields, 

5% developed land, and 2% grassland/old field. Please refer to Appendix F and Section 5.4 of 

the Solar AFR for more information. 

7.4.2 Any agricultural practices that may be affected by the project (construction or 

operation), such as irrigation systems, aerial seeding or spraying, windbreaks, 

organic farms, and drainage systems (tiles, ditches, laterals). 

Dawn Harvest Solar is not aware of any agricultural practices such as irrigation systems, organic 

farms, or drainage tile systems that may be affected by the Gen-Tie Line. Inquiries with local 

landowners determined that the use of limited, targeted aerial application services for fungicide 

occurs annually within the Project Area. Aerial spraying is not anticipated to continue within the 

Gen-Tie Line ROW during construction and operations. Impacts to agricultural practices from 

the Gen-Tie Line are addressed by the terms of the lease agreements with participating 

landowners. 

7.4.3 Identify the number and size of parcels enrolled in farmland preservation programs 

and permanent agricultural or conservation easements that may be affected by the 

proposed project. 

The Gen-Tie Line Routes are within a DATCP-approved Agricultural Enterprise Area pursuant to 

Wis. Stat. Ch. 91 and Wis. Admin. Code Ch. ATCP 49. No property participating in the Project is 

subject to a Farmland Preservation Agreement or enrolled in the Managed Forest Law program.  

7.4.4 Specific details for mitigating or minimizing construction impacts in and around 

agricultural lands. 

Please refer to Section 5.5 for details regarding mitigating or minimizing construction impacts in 

and around agricultural lands. Provided that the Gen-Tie Line Route ROWs are on lands 

predominately used for row crop agriculture, following construction of the Gen-Tie Line, 

landowners will continue use of their land in accordance with their land management program to 

the extent that it does not interfere with Project operations. 

7.4.5 Identify any parcels of land in the project area that may impact a Drainage District, 

and identify the Drainage District if applicable. The following applies when any part 

of a project impacts a Drainage District. 

7.4.5.1 The County Drainage Board will need to be notified before undertaking any 

action, including any change in land use that will alter the flow of water into or 

from a district drain, increase the amount of soil erosion, or the movement of 

sediment solids to a district drain or affect the operation of the drainage district, 

or the costs incurred by the Drainage District. This applies to parcels of land that 

receive water from, or discharge water to a Drainage District, regardless of 

whether the land is included in the Drainage District. 

No portion of the Gen-Tie Line ROWs are located within a Drainage District. 

7.4.6 Agricultural Impact Statement (AIS) – Wisconsin Department of Agriculture, 

Trade, and Consumer Protection (DATCP). If the project is a transmission line of 
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100kV or more, is longer than one mile, and would affect any properties used for 

agricultural purposes, submit one of the following, either:  

7.4.6.1 A completed Agricultural Impact Notice (see DATCP web site and search 

“Agricultural Impact Notice” for appropriate form). 

7.4.6.2 A release letter from DATCP stating that an AIS will not be written for this 

proposed project. 

The DATCP Agricultural Impact Statement (“AIS”) is not required since Dawn Harvest Solar is 

a wholesale merchant plant, not a public utility, and as such, does not have the authority to utilize 

powers of eminent domain. 

7.4.7  Neutral-to-Earth Voltage (NEV) and Induced Voltage 

Provide for each route and/or route segment: 

7.4.7.1 The number of confined animal dairy operations within one-half mile of the 

proposed centerline. 

There are no confined animal dairy operations located within one-half mile of the Gen-Tie Line 

Routes. 

7.4.7.2 The number of agricultural buildings located within 300 feet of the proposed 

centerline. 

No agricultural buildings are located within 300 feet of the Gen-Tie Line Routes. 

7.4.7.3 Discuss NEV and induced voltage issues as they relate to the project and routes. 

Dawn Harvest Solar does not anticipate issues with induced (stray) voltage as a result of the 

Project. Induced voltage issues are generally caused by improperly grounded and/or isolated 

electrical circuits found in older buildings, factories, or barns. 

 

Dawn Harvest Solar will be constructed to meet the standards of Wis. Admin. Code Chapters 

SPS 316, SPS 371, and PSC 114 – Wisconsin State Electrical Code, and the National Electric 

Safety Code. Following the adopted electric codes and guidelines will ensure the system is 

designed correctly and potential issues of induced voltage are mitigated in accordance with 

applicable law. 

7.5 Residential and Urban Areas 

7.5.1 Discuss anticipated impacts to residential/urban neighborhoods and communities 

such as ROW clearance and temporary construction impacts, including noise, dust, 

duration of construction, time-of-day of construction, road congestion, impacts to 

driveways, etc. 

7.5.2 Discuss how anticipated impacts would be mitigated. 

The nearest residential/urban neighborhood to the Gen-Tie Line Routes is approximately 0.7 

miles northwest in the City of Janesville. Impacts to residential/urban neighborhoods and 

communities are not anticipated. 

 



 
 

149 

Noise 

Noise will be created during construction by vehicles mobilizing to and from work areas, ROW 

clearing, foundation installation, and other construction activities. In general, most truck and 

equipment noise will occur Monday through Friday during daylight hours. Please refer to 

Appendix J and Section 5.19 of the Solar AFR for more information. 

 

Dust 

Drilling will occur during installation of transmission structures and foundations, as necessary. 

Dust impacts from vehicular access along the Gen-Tie Line ROW will be minimized to the 

extent practicable. The speed of ingress and egress to work areas will be limited to 10 miles per 

hour. Excess dirt and mud tracked onto roads will be cleaned up each day. Tracking pads will be 

constructed at frequently used access points as necessary to minimize mud being tracked onto 

public roads. Sweeping will be used as needed to minimize dust. A traffic control plan will be 

developed and implemented prior to any deliveries. 

 

Duration of Construction 

The preliminary construction schedule provided in Table 3.1.1 of the Solar AFR estimates 

construction of the Gen-Tie Line to commence in August 2025 and be completed by March 

2026. 

 

Time-of-Day Construction 

Construction activities will typically be conducted during daylight hours Monday through Friday. 

The workday will vary slightly depending upon the time of year, access constraints, and weather 

conditions. In addition, there may be occasions where extended working hours are required to 

perform work on weekends or at night due to the electrical system or access constraint 

requirements. 

 

Road Congestion 

A traffic control plan will be developed and implemented prior to any deliveries. All traffic 

control measures will be followed while equipment is on public roadways. Conductor stringing 

over road ROWs will commence per permit requirements and during hours of low community 

traffic. Please refer to Section 3.3.5 of the Solar AFR for more information. 

 

Driveways 

Private residential driveways are not anticipated to be utilized for equipment parking, travel, or 

access to the Gen-Tie Line ROW. Commercial or agricultural driveways may be utilized and will 

be evaluated prior to use as surface protection may be required. Any damage caused by 

construction access will be repaired to the extent practicable. 

7.6 Aesthetic Impacts 

7.6.1 Submit photo simulations of the project for public-valued views based on 

collaboration with the agencies. 

Please refer to Section 4.3 of the Solar AFR. 
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7.6.2 Identify scenic roads within the project area and discuss the potential impact of the 

project. 

There are no WisDOT classified scenic byways nor are there any county classified rustic roads in 

proximity to the Gen-Tie Line Routes. 

7.7 Parks and Recreation Areas 

7.7.1 Identify any parks and recreation areas or trails that may be impacted by the 

proposed project and the owner/manager of each recreation resource. 

7.7.2 Provide any communications with these owners/managers 

7.7.3 Discuss how short- and long-term impacts to these resources might be mitigated, 

including access. 

The Gen-Tie Line Routes do not cross any federal, state, or county recreation areas. Please refer 

to Section 5.9 of the Solar AFR for more information. 

7.8 Airports 

7.8.1 Identify the location of all private and public airports/airstrips in the project area. 

7.8.2 Describe the airports/airstrips, their runways (length, orientation), and type of use. 

7.8.3 Describe any potential for impact to aircraft safety and intrusion into navigable 

airspace (runway approaches).  

7.8.4 Identify potential construction limitations and permit issues. 

7.8.5 Provide documentation of consultation with the WisDOT Bureau of Aeronautics 

and the Federal Aviation Administration. 

No airports or landing strips exist within the Project Area. The closest public use airport, the 

Southern Wisconsin Regional Airport, is approximately 4.45 miles southwest of the Project Area. 

Dawn Harvest Solar utilized the FAA’s Notice Criteria Tool to evaluate potential notice 

requirements for the Gen-Tie Line structures. The Notice Criteria Tool indicated that notice may 

be required based on proximity to nearby facilities. As a result of this analysis, Dawn Harvest 

Solar plans to file a notice with the FAA but does not anticipate that any changes or alterations to 

the Project design will be needed based on the language of CFR Title 14, Part 77.9. No 

construction limitations or WisDOT high structure permits are required for the Project under 

Wis. Stat. § 114.135(7). 

7.9 Communication Towers 

7.9.1 Discuss any potential interference to the function of communication towers within 

the project area by the proposed project. 

No interference with communication towers is expected from the Gen-Tie Line. The Gen-Tie 

Line structures should not obstruct microwave beam paths, degrade broadcast communications, 

or interfere with cell phone communications or radio broadcasts. Although unlikely, if any 

resident or business were able to show impacts to line of-sight or broadcast communications due 

to the Gen-Tie Line, such impacts will be mitigated to the extent practicable. Please refer to 

Section 5.17 of the Solar AFR for more information. 
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7.9.2 Provide GIS location information for communications facilities evaluated in Section 

7.9.1. Include in the GIS information the communications technologies used for each 

facility. 

The requested GIS information is provided in Appendix K. 

7.10 Community Income from High-Voltage Transmission Impact Fees 

7.10.1 Provide an estimate of all fee payments that must be made to the Department of 

Administration as required under Wis. Stat. §196.491(3g). 

7.10.2 Identify which components of the total project cost were used as the base cost and 

how the fees were calculated. 

7.10.3 Provide estimates of one-time and annual payments that would be made to each 

affected city, village, town, or county. 

Pursuant to Wis. Stat. 196.491(3g), this Section is not applicable to Dawn Harvest Solar as the 

Gen-Tie Line will operate at 138 kV. 

8. Waterways/Wetland Permitting Activities 

This section covers information required by DNR for wetland and waterway 

permits. The following subsections apply to all proposed project sites or routes. 

These sections should be consistent with the wetlands and waterways included in 

DNR Tables 1 and 2 and associated wetland and waterway maps. See the Wetlands 

and Waterways section of the Introduction portion of this document on what to 

include in DNR Tables 1 and 2 regarding waterway resources. Questions about this 

section should be directed to DNR Office of Energy’s Energy Project Liaison staff. 

8.1 Waterway Activities 

This section should be consistent with the waterways included in DNR Tables 1 and 

2 and associated maps. This section should apply to the proposed and alternative 

sites/routes (if applicable) and their associated facilities (for example, off-ROW 

access roads, staging areas, permanent structures, new substations and/or expansion 

of existing substations (including associated driveways and permanent storm water 

management features to be constructed). 

8.1.1 Identify the number of waterways present, including DNR-mapped waterways and 

additional field identified waterways. Also identify the number of times the 

waterway meanders in and out of the project area and indicate the number of 

waterway crossings. 

There are no field-delineated or DNR-mapped waterways within the Gen-Tie Line ROWs. 

8.1.2 Identify any waterways in the project route(s) that are classified as Outstanding or 

Exceptional Resource Waters, Trout Streams, Wild Rice Waters, and/or Wild or 

Scenic Rivers. 

There are no waterways classified as Outstanding or Exceptional Resource Waters, Trout 

Streams, Wild Rice Waters, and/or Wild of Scenic Rivers within the Gen-Tie Line ROWs. 
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8.1.3 State if you are requesting DNR staff perform a navigability determination on any 

of the DNR mapped waterways and/or field identified waterways that will be 

impacted and/or crossed by project activities. If a navigability determination is 

requested, provide the following information in a separate appendix with the 

application filing: 

• A table with columns for: 

o The crossing unique ID, 

o Waterbody Identification Code (WBIC) for each waterway (found in the 

Surface Water Data Viewer or in the GIS data for the DNR mapped 

waterways), 

o Latitude and longitude for each crossing, 

o Waterway name, 

o Waterway characteristics from field investigation, and; 

o Any other pertinent information or comments. 

• Site photographs, clearly labeled with the photo number, direction, date photo 

taken, and crossing unique ID. A short description of what the photo is showing, 

and any field observation must also be included in the caption. 

• Aerial photograph review of multiple years, including historical photos. 

• Project map showing the following: 

o Aerial imagery (leaf-off, color imagery is preferred), 

o DNR mapped waterways (labeled with their unique ID), 

o Field identified waterways (labeled with their unique ID), 

o The location of each site photograph taken (labeled with the photo number), 

o The project area, and; 

o Call out box/symbol for each DNR mapped waterway crossing where the 

navigability determination is requested (labeled with their unique ID). 

A navigability determination is not being requested for the Project, including the Gen-tie Line. 

Please refer to Section 8.1.3 of the Solar AFR for more information. 

8.1.4 Provide the following information: 

8.1.4.1 How many waterway crossings are proposed to be traversed with equipment and 

how that crossing will be accomplished (i.e. placement of temporary clear span 

bridges (TCSB), use of existing bridge or culvert, driving on the bed, etc.). 

8.1.4.2 How many structures are proposed to be placed below the ordinary high water 

mark (OHWM) of a waterway. Indicate if structures are temporary or 

permanent. 

8.1.4.3 Indicate if any other waterways would be impacted and/or crossed by other 

construction activities regulated under Chapter 30 Wis. Stats. (i.e. placement of a 

new storm water pond within 500 feet of a waterway, stream relocation, staging 

areas, placement of riprap, etc.). 

8.1.4.4 For underground installation only: Indicate the amount of waterway crossings 

via underground installation and specify the installation method (i.e. X 

waterways will be bored, Y waterways will be trenched, etc.) 

No waterway crossings are proposed for the construction of the Gen-Tie Line. 
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8.1.5 Provide the methods to be used for avoiding, minimizing, and mitigating 

construction impacts in and near waterways. This discussion should include, but not 

be limited to, avoiding waterways, installation methods (i.e. directional bore versus 

open-cut trenching or plowing), equipment crossing methods (i.e. for temporary 

access, the use of TCSB versus temporary culvert; for permanent access, the use of 

permanent bridge versus permanent culvert), sediment and erosion controls, 

invasive species protocols for equipment, etc. 

No construction activities associated with the Gen-Tie Line are proposed near waterways. 

8.1.6 For waterways that will be open-cut trenched, provide the following: 

8.1.6.1 State if any waterways are wider than 35 feet (measured from OHWM to 

OHWM). 

8.1.6.2 The machinery to be used, and where it will operate from (i.e. from the banks, in 

the waterway channel) and if a TCSB is needed to access both banks. 

8.1.6.3 The size of the trench (length, width, and depth) for each waterway crossing. 

8.1.6.4 Details on the proposed in-water work zone isolation/stream flow bypass system 

(i.e. dam and pump, dam and flume, etc.). 

8.1.6.5 Duration and timing of the in-stream work, including the installation and 

removal of the isolation/bypass system and the trenching activity. 

8.1.6.6 How impacts to the waterway will be minimized during in-water work (i.e. 

energy dissipation, sediment controls, gradually releasing dams, screened and 

floating pumps, etc.). 

8.1.6.7 How the waterway bed and banks will be restored to pre-existing conditions. 

No waterway crossings are proposed for the construction of the Gen-Tie Line. 

8.1.7 For waterways that will be directionally bored, provide the following: 

8.1.7.1 The location and size of any temporary staging and equipment storage. 

8.1.7.2 The location and size of bore pits and their distance from waterways. 

8.1.7.3 Provide a contingency plan for bore refusal and a plan for the containment and 

clean-up of any inadvertent releases of drilling fluid (e.g. a frac-out). 

No waterway crossings are proposed for the construction of the Gen-Tie Line. 

8.1.8 For waterways that will have a TCSB installed across them, provide the following: 

8.1.8.1 Description of the TCSB proposed, including dimensions, materials, and 

approaches. Verify the TCSB will completely span the waterway. 

8.1.8.2 State if any waterways are wider than 35 feet (measured from OHWM to 

OHWM), and/or if any in-stream supports will be used. 

8.1.8.3 State how the TCSB placement and removal will occur (i.e. carried in and placed 

with equipment, assembled on site, etc.) and if any disturbance would occur to 

the bed or banks for the installation and removal, including bank grading or 

cutting. 

8.1.8.4 Duration of the placement of the TCSB. 
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8.1.8.5 Sediment controls that will be installed during the installation, use, and removal 

of the TCSB’s. 

8.1.8.6 How the TCSB’s will be inspected during use and how they will be anchored to 

prevent them from being transported downstream. 

8.1.8.7 State if the required 5-foot clearance will be maintained, or if the standards in 

NR 320.04(3), Wis. Adm. Code will be complied with. 

8.1.8.8 How the waterway bed and banks will be restored when the TCSB is removed. 

No waterway crossings are proposed for the construction of the Gen-Tie Line. 

8.1.9 Describe the proposed area of land disturbance and vegetation removal at waterway 

crossings. Include a description of the type of vegetation to be removed (e.g. shrub, 

forest), and if this vegetation removal will be temporary (allowed to regrow) or 

permanent (maintained as cleared). 

No waterway crossings are proposed for the construction of the Gen-Tie Line. 

8.1.10 If any of the following activities are proposed, provide the information as detailed 

on the applicable permit checklist: 

• New culvert placement: 

https://dnr.wi.gov/topic/waterways/documents/PermitDocs/GPs/GP-

CulvertWPEDesign.pdf 

https://dnr.wi.gov/topic/Waterways/documents/PermitDocs/IPs/IP-culvert.pdf 

(General Permit) or (Individual Permit). 

• New permanent bridge placement: 

https://dnr.wi.gov/topic/waterways/documents/PermitDocs/GPs/GP-

ClearSpanBridge.pdf 

https://dnr.wi.gov/topic/Waterways/documents/PermitDocs/IPs/IP-

bridgeTempCross.pdf (General Permit, no in-stream supports) or (Individual 

Permit, in-stream supports). 

• New storm water pond placed within 500 feet of a waterway: 

https://dnr.wi.gov/topic/waterways/documents/PermitDocs/GPs/GP-

StormwaterPond.pdf. 

 

No waterway crossings are proposed for the construction of the Gen-Tie Line. No storm water 

basins are anticipated to be located within 500 feet of a waterway for construction of the Gen-Tie 

Line. 

8.2 Wetland Activities 

This section should be consistent with the waterways included in DNR Tables 1 and 

2 and associated maps. This section should apply to the proposed and alternative 

sites/routes (if applicable) and their associated facilities (for example, off-ROW 

access roads, staging areas, permanent structures, new substations and/or expansion 

of existing substations (including associated driveways and permanent storm water 

management features to be constructed). 
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8.2.1 Describe the method(s) used to identify wetland presence and boundaries within the 

project area (i.e. wetland field delineation, wetland field determination, conservative 

desktop review, etc.). If conservative desktop review was the only method used to 

identify the presence of wetlands, state if any areas will be field-verified (and when). 

If a combination of methods were used, describe which project areas utilized which 

method. The associated delineation report and/or desktop review documentation 

should be uploaded to the PSC’s website as part of the application filing. 

Methods used to identify wetland presence and boundaries within the Gen-Tie Line ROWs are 

described in Sections 8.1.1 and 8.2.1 of the Solar AFR. Delineated wetlands are shown in Figures 

8.3.1 and 8.3.2 in Appendix A. Figure 8.3.3 in Appendix A depicts the delineation method used. 

Areas with Project infrastructure within the Desktop Delineation Area will be field delineated in 

2024 and the final Project Layout will be adjusted to avoid impacts to delineated features should 

additional water resources be identified. 

8.2.2 Identify the number of wetlands present and by wetland type, using the Eggers and 

Reed classification. Provide as an overall project total, as well as broken down by 

the proposed site and the alternative site(s) (if applicable) and their associated 

facilities. 

One seasonally flooded basin (W8) was field delineated within a portion of the ROW shared by 

the proposed and alternative Gen-Tie Lines (WDNR Table 2 and Figures 8.3.1 and 8.3.2, 

Appendix A). 

8.2.3 Wetland functional values: 

8.2.3.1 Discuss the existing functional values of the wetland present. Functional values 

include but are not limited to floristic diversity, fish and wildlife habitat, flood 

storage, water quality, groundwater discharge and recharge, public use, etc. 

8.2.3.2 Discuss how the project may impact existing functional values of wetlands. 

8.2.3.3 Provide Wisconsin Rapid Assessment Methodology (WRAM) forms, or other 

assessment methodology documentation, if completed. 

No wetland impacts are anticipated for the Gen-Tie Line; therefore, assessments of functional 

values, impacts to functional values, and procurement of WRAM forms or similar documentation 

is not provided. Observations made by a field biologist during the field delineation concluded the 

wetland delineated in the Gen-Tie Line ROWs was of lower quality and degraded from 

agricultural practices. 

8.2.4 Identify any wetlands in the project area that are considered sensitive and/or high-

quality wetlands, including, but not limited to: 

8.2.4.1 Any wetlands in or adjacent to an area of special natural resource interest 

(ASNRI) (NR 103.04, Wis. Adm. Code). 

No wetlands are in or adjacent to an area of special natural resource interest. 

8.2.4.2 Any of the following types: deep marsh, northern or southern sedge meadow not 

dominated by reed canary grass, wet or wet-mesic prairie not dominated by reed 

canary grass, fresh wet meadows not dominated by reed canary grass, coastal 
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marsh, interdunal or ridge and swale complex, wild rice-dominated emergent 

aquatic, open bog, bog relict, muskeg, floodplain forest, and ephemeral ponds in 

wooded settings. 

No wetlands of the above types are present within the Gen-Tie Line ROWs. 

8.2.4.3 Any wetlands with high functional values based on factors such as abundance of 

native species and/or rare species, wildlife habitat, hydrology functions, etc. 

No wetlands with high functional values are present within the Gen-Tie Line ROWs. 

8.2.5 Provide the following: 

8.2.5.1 The number of wetlands that would have construction matting placed within 

them to facilitate vehicle access and operation and/or material storage. Provide 

the total amount of wetland matting, in square feet. 

The one wetland present within a portion of the Gen-tie Line ROW, as included in Transmission 

AFR WDNR Table 2, (Appendix M) and Figures 8.3.1 and 8.3.2 in Appendix A, will be 

avoided during construction.  No matting in wetlands is proposed for Project construction.  Areas 

within the Gen-tie Line ROWs that haven’t been field delineated will be delineated in 2024 and 

the construction access adjusted to avoid impacts should additional wetlands be identified. 

8.2.5.2 The number of structures that would be constructed within wetlands. Indicate if 

structures are temporary or permanent. Provide the total square footage of 

permanent and temporary wetland impact for the placement of structures. 

No transmission structures will be constructed in the wetland. Areas with Project infrastructure 

within the Desktop Delineation Area will be field delineated in 2024 and the final Project Layout 

will be adjusted to avoid impacts to delineated features should additional water resources be 

identified. 

8.2.5.3 How many wetlands will have permanent fill placed within them. Provide the 

total amount of permanent wetland fill, in square feet. 

8.2.5.4 How many shrub and/or forested wetlands would be cleared for construction. 

Provide the total amount of shrub and/or forested wetland conversion, in square 

feet. 

8.2.5.5 How many wetlands will be impacted and/or crossed by other construction 

activities regulated under 281.36 Wis. Stats. (i.e. road building activities such as 

grading and cutting, substation upgrades, new tie-ins, vehicle/equipment access 

across wetland resulting in soil mixing or soil rutting, etc.). 

8.2.5.6 For underground installation only: how many wetlands will be crossed by 

collection lines and specify the installation method (i.e. X wetlands will be bored, 

Y wetlands will be trenched, etc.). 

Only a portion of one wetland is present within the Gen-Tie Line ROW, which can be avoided 

during construction activities; therefore, no wetland impacts are anticipated for the Gen-Tie Line. 

8.2.6 Describe the sequencing of matting placement in wetlands and the anticipated 

duration of matting placement in wetlands. For matting placed in any wetland for 
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longer than 60 consecutive days during the growing season, prepare and submit a 

wetland matting restoration plan with the application filing. 

No matting in wetlands is proposed for construction of the Gen-tie Line. 

8.2.7 For wetlands that will be open-cut trenched, provide the following: 

8.2.7.1 Provide details on the total disturbance area in wetland, including how total 

wetland disturbance was calculated. Include the size of the trench (length, width, 

and depth), where stockpiled soils will be placed (i.e. in upland, in wetlands on 

construction mats, etc.), and where equipment will operate. 

8.2.7.2 Provide details on the proposed trench dewatering, including the method(s) that 

may be used (pumps, high capacity wells, etc.), how discharge will be treated, and 

where the dewatering structure will be located. 

8.2.7.3 Duration and timing of the work in wetlands. 

8.2.7.4 How the wetlands will be restored to pre-existing conditions. 

No wetland crossings are proposed for the construction of the Gen-Tie Line. 

8.2.8 For wetlands that will be directionally bored, provide the following: 

8.2.8.1 How bored wetlands and associated bore pits will be accessed. 

8.2.8.2 The location and size of any temporary staging and equipment storage. 

8.2.8.3 The location and size of bore pits and the distance from wetlands. 

8.2.8.4 Provide a contingency plan for bore refusal and a plan for the containment and 

clean-up of any inadvertent releases of drilling fluid (e.g. a frac-out). 

No wetland crossings are proposed for the construction of the Gen-Tie Line. 

8.2.9 For wetlands that will be plowed, resulting in a discharge of fill (soil mixing and/or 

soil rutting), provide the following: 

8.2.9.1 Provide details on the total disturbance area in wetland, including how total 

wetland disturbance was calculated. 

8.2.9.2 Duration and timing of the work in wetlands. 

8.2.9.3 How the wetlands will be restored to pre-existing conditions. 

Note: Plowing through saturated or wet/soggy wetlands would likely result in soil 

mixing and rutting, and thus the plowing would then be 281.36 Wis. Stats. 

regulated activity. 

No wetland crossings are proposed for the construction of the Gen-Tie Line. 

8.2.10 For wetlands that will be crossed/accessed by vehicle/equipment resulting in a 

discharge of fill (soil mixing and/or soil rutting), provide the following: 

8.2.10.1 Details on the total disturbance area in wetland, including how total wetland 

disturbance was calculated. 

8.2.10.2 Duration and timing of the work in wetlands. 

8.2.10.3 How the wetlands will be restored to pre-existing conditions. 



 
 

158 

Note: Vehicle/equipment access through saturated or wet/soggy wetlands would 

likely result in soil mixing and rutting, and thus the plowing would then be 281.36 

Wis. Stats. regulated activity. 

No wetlands will be crossed by vehicles or equipment for the construction of the Gen-Tie Line. 

8.2.11 For wetland vegetation that will be cleared or cut for construction, provide the 

following: 

8.2.11.1 Justification for why wetland trees and shrubs are proposed to be cleared, and 

what construction activity the clearing is associated with (e.g. transmission line 

installation, off-ROW access road, staging area, etc.). 

8.2.11.2 The timing and duration of vegetation removal 

8.2.11.3 Describe the type of equipment that will be used, and if the vegetation removal 

will result in soil disturbance, including rutting and soil mixing. 

8.2.11.4 The type of wetland and type of vegetation to be cleared. 

8.2.11.5 State if tree and shrubs that are removed will be allowed to regrow or be 

replanted, or if cleared areas will be kept free of trees and shrubs long-term. 

8.2.11.6 Indicate the plan for handling and disposing of the debris (brush piles, tree 

trunks, wood chips, etc.) resulting from vegetation clearing in wetlands. State if 

debris would be removed from all wetlands to be cleared and disposed of in 

upland or other non-wetland locations. 

8.2.11.6.1 If debris is not proposed to be removed from all wetlands during clearing, explain 

why disposal in non-wetland areas is not feasible. 

8.2.11.6.2 If debris is not proposed to be removed from all wetlands during clearing, state 

how debris left in wetland will not restrict re-vegetation growth, will not alter 

surface elevations, and will not obstruct water flow. If wood chips will be placed 

in wetlands, state the depth (in inches) proposed. 

8.2.11.6.3 If debris is not proposed to be removed from all wetlands during clearing, state 

how these wetlands will be monitored to ensure re-vegetation growth, surface 

elevations, and water flow are not impacted, and that the proposed depth of chip 

cover is adhered to. If re-vegetation growth becomes impeded, surface elevations 

become altered, and/or water flow becomes obstructed from wood chip 

placement, state how these impacts will be addressed and corrected, if they 

should occur. 

No clearing of wetland vegetation is anticipated for the construction of the Gen-Tie Line. 

8.2.12 Provide the methods to be used for avoiding, minimizing, and mitigating 

construction impacts in and near wetlands. This discussion should include, but is 

not limited to, how wetland impact was first avoided then minimized by shifting the 

project boundary, relocating structures and/or fill outside of wetland, minimizing 

construction ROW through wetland, by installation methods (i.e. directional bore 

versus open-cut trenching, soil segregation during trenching, etc.), equipment 

crossing methods (i.e. use of construction matting, frozen ground conditions, etc.), 
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sediment and erosion controls, invasive species protocols for equipment, etc. 

Additional guidance to prepare this discussion can be found here: 

https://widnr.widen.net/s/fxdd8pmqgg/paasupp3utility. 

Impacts to wetlands will be avoided through siting and construction methods. Please refer to 

Section 8.2.14 of the Solar AFR. 

8.2.13 Indicate if an environmental monitor will be employed during project construction 

and restoration activities. If so, describe the monitors roles and responsibilities, 

frequency of visits, etc. 

Please refer to Section 8.2.15 of the Solar AFR. 

8.2.14 Describe how all wetlands within the project area will be restored. This discussion 

should include details on the seeding plan, maintenance and monitoring, restoring 

elevations and soil profiles, restoring wetland hydrology, etc. 

No wetlands will be impacted by construction of the Gen-tie Line.  Please refer to Section 8.2.16 

of the Solar AFR. 

8.3 Mapping Wetland and Waterway Locations, Impacts, and Crossings 

Provide the following map sets, as described below, for each proposed and alternative 

sites/routes (if applicable) and their associated components. Each map set should 

include an overview or index page that includes page extents for the corresponding 

smaller-scale map pages within the remainder of the map set. The smaller-scale map 

pages should show the project and resources in greater detail, include pages 

numbers to reference to the overview page, and have consistent scales throughout 

the pages. 

8.3.1 Aerial Map Imagery showing the following: 

• Delineated wetlands, labeled with the feature unique ID, 

• Wisconsin Wetland Inventory (“Mapped Wetlands” SWDV layer) and hydric 

soils (“Wetland Indicators & Soils” SWDV layer), if a delineation was not 

conducted, 

• DNR-mapped waterways, labeled with the feature unique ID, 

• Field identified waterways, labeled with the feature unique ID, 

• Vehicle crossing method of waterways for both permanent and temporary 

access, labeled by the crossing method (i.e. TCSB, installation of culvert, 

installation of bridge, installation of ford, use of existing culvert, use of existing 

bridge, use of existing ford, driving on the bed), 

• ROW, 

• Locations of temporary and permanent structures, 

• Transmission line route, 

• Segment names and nodes, 

• Access paths (both on and off-ROW). Off-ROW access roads should be labeled 

with an identifying name or number, 
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• Staging areas, laydowns, and any temporary workspaces, such as crane 

pads(labeled with identifying name or number), 

• Footprint of new substations and/or footprint of existing substations to be 

expanded, and associated driveways and permanent storm water management 

features to be built (ponds, swales, etc.), 

• Placement of construction matting in wetlands, 

• Underground line installation only: symbolize the line route to indicate 

installation method (directional bore, open-cut trench, plow etc.). This includes 

the excavation areas in wetlands (i.e. bore pits, open-cut trench, etc.), and; 

• Locations of any other waterway or wetland impacting activity regulated under 

Wis. Stats. Chapter 30 and 281.36. 

8.3.2 A map showing which method(s) were used to identify wetland presence and 

boundaries within the project area (i.e. wetland field delineation, wetland field 

determination, conservative desktop review). 

Please refer to Figure 8.3.3 in Appendix A. 

9. Endangered, Threatened, Special Concern Species, and Natural 

Communities 

In the Introduction, page ii of this document, additional details are provided on how 

to perform an Endangered Resources (ER) screening and about performing habitat 

assessments, if required. 

9.1 Provide a copy of the completed ER screening and all supporting materials for all 

project areas, including all applicable components such as off-ROW access routes, 

staging areas, new substations, and expansion of existing substations. 

A WDNR Endangered Resource Review (“ERR”) for the overall Project Area, which includes 

the Gen-tie Line ROWs, was completed on February 2, 2024 (ERR #23-883) and is provided in 

Appendix F. 

9.2 Submit results from habitat assessments and biological surveys for the proposed 

project, if completed or if required to be completed per the ER screening. If surveys 

or assessments are required to be completed prior to construction but have not yet 

been completed, state when these surveys will be completed. Results from additional 

surveys conducted during the review of the application, prior to the start of 

construction, and/or post-construction must be submitted as they are completed. 

No pre-construction wildlife surveys were required through the ERR or following consultation 

and coordination with WDNR and United States Fish and Wildlife (“USFWS”) staff. Westwood 

Professional Services, Inc. (“Westwood”) conducted a field reconnaissance for the Dawn Harvest 

Solar Project Area, which includes the Gen-Tie Line ROWs, on November 8, 2023, to document 

areas where land cover types may provide habitat for special status species; identify intact 

natural communities; document ecological features that may attract wildlife; take photographs of 

representative habitats, and; record incidental wildlife observations while on-site. The field 

reconnaissance followed a desktop assessment of the biological resources within the Project 
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Area, and results of both of these assessments are presented in the Site Characterization Report 

(“SCR”) provided in Appendix F. 

9.3 Species as identified in the completed ER screening and/or field assessments. 

The ERR and USFWS Information for Planning and Consultation (“IPaC”) Official Species List 

are provided in Appendix F. Please refer to Section 5.7 of the Solar AFR for more information 

on wildlife. 

9.3.1 For any required follow-up actions that must be taken to comply with endangered 

species law, discuss how each required action would affect the proposed project, and 

how the required action would be complied with. 

No WDNR required actions were identified in the ERR and no USFWS permits or actions are 

required for the Project, which includes construction of the Gen-Tie Line. 

9.3.2 For any recommended follow-up actions to help conserve Wisconsin’s rare species 

and natural communities, discuss if and how any recommended actions would be 

incorporated into the proposed project. 

One recommended follow-up action was included in the ERR. The Project plans to incorporate 

this action into the Project, as described in Section 5.8.3 of the Solar AFR. 

9.3.3 If any recommended follow-up actions are not planned to be incorporated into 

project construction or operation, state the reasons why. 

No additional follow-up recommended actions were included in the ERR. 

9.4 Provide communications with DNR and U.S. Fish and Wildlife Service, as 

applicable. 

Please refer to Appendix F and Section 1.8.2 of the Solar AFR. 

10. DNR Information regarding Erosion Control and Storm Water 

Management Plans (not PSC requirements) 

This section serves as guidance for development of Erosion Control and Storm 

Water Management Plans associated with DNR NR 216 Permits. These are not 

requirements for a PSC CPCN or CA. 

10.1 Erosion Control and Storm Water Management Plans 

DNR requires a detailed description of temporary and permanent erosion and 

sediment control measures to be utilized during and after construction of the 

project. 

 

If the project would involve one or more acres of land disturbance, the applicant’s 

request for permits under Wis. Stat. § 30.025 must identify the need for coverage 

under the Construction Site Storm Water Runoff General Permit [PDF] from DNR. 

The permit application itself must be submitted through DNR’s electronic Water 
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Permits system after the PSC order. This permit may also authorize construction 

site dewatering discharges under certain conditions. 

 

The Storm Water Permit and Wis. Admin. Code ch. NR 216 require a site-specific 

Erosion Control Plan, Site Map, and Storm Water Management Plan. The permittee 

would be required to implement and maintain, as appropriate, all erosion and 

sediment control practices identified in the plans from the start of land disturbance 

until final stabilization of the site. Final stabilization means that all land-disturbing 

construction activities at the construction site have been completed and that a 

uniform perennial vegetative cover has been established with a density of at least 70 

percent of the cover for the unpaved areas and areas not covered by permanent 

structures or equivalent stabilization measures. 

 

The Erosion Control Plan, Site Map, Storm Water Management Plan, and any 

supporting documentation (such as modeling input/output, design specifications, 

geotech/soil report, site photos, etc.) must be submitted with the Storm Water 

Permit application through the DNR’s ePermitting system. 

 

Erosion Control Plan - See Wis. Admin. Code § NR 216.46 for details regarding 

information required in the Erosion Control Plan as part of a complete permit 

application. Sections include: 

• Site-specific plans. 

• Compliance with construction performance standards in Wis. Admin. Code § 

NR 151.11. 

• Details about the site and the project. 

• List and schedule of construction activities. 

• Site map(s) with site, project, and erosion and sediment control details. 

• Description of temporary and permanent erosion and sediment controls. 

• Compliance with material management, velocity dissipation, and inspection 

schedule requirements. 

 

Storm Water Management Plan – See Wis. Admin. Code § NR 216.47 for details 

regarding information required in the Storm Water Management Plan as part of a 

complete permit application. Sections include: 

• Compliance with applicable post-construction performance standards in Wis. 

Admin. Code § NR 151.121 through § NR 151.128. 

• 30 

• Description of permanent storm water management practices at the site and 

technical rationale. 

• Groundwater and bedrock information if using permanent infiltration devices. 

• Separation distances of permanent storm water management practices from 

wells. 

• Long-term maintenance agreement for site vegetation and any other permanent 

storm water management features. 
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An ECSWMP will be completed and provided during final engineering documenting compliance 

with Wis. Admin. Code § NR 216 and Wis. Admin. Code § NR 151, respectively. The ECSWMP 

will include those items listed in Wis. Admin. Code § NR 216.46 and Wis. Admin. Code § NR 

216.47 as well as written responses and documentation for compliance with the applicable post-

construction performance standards in Wis. Admin. Code § NR 151.121 through § NR 151.128. 

A Notice of Intent will be submitted and coverage under the WDNR Construction Site Storm 

Water Runoff General Permit will be obtained prior to construction. 
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