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SECTION 09 6813
TILE CARPETING

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Carpet tile, fully adhered.
1.02 RELATED REQUIREMENTS

A. Section 01 6116 - Volatile Organic Compound (VOC) Content Restrictions.
1.03 REFERENCE STANDARDS

A. ASTM D2859 - Standard Test Method for Ignition Characteristics of Finished Textile Floor
Covering Materials; 2006 (Reapproved 2011).

B. ASTM E648 - Standard Test Method for Critical Radiant Flux of Floor-Covering Systems Using
a Radiant Heat Energy Source; 2014c.

C. NFPA 253 - Standard Method of Test for Critical Radiant Flux of Floor Covering Systems Using
a Radiant Heat Energy Source; 2015.

1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements, for submittal procedures.
B. Product Data:  Provide data on specified products, describing physical and performance

characteristics; sizes, patterns, colors available, and method of installation.
C. Samples:  Submit two carpet tiles illustrating color and pattern design for each carpet color

selected.
D. Maintenance Materials:  Furnish the following for Owner's use in maintenance of project.

1. See Section 01 6000 - Product Requirements, for additional provisions.
2. Extra Carpet Tiles:  Quantity equal to 5 percent of total installed of each color and pattern

installed.
1.05 FIELD CONDITIONS

A. Store materials in area of installation for minimum period of 24 hours prior to installation.
PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Tile Carpeting:
1. Tandus:  www.tandus.com.
2. Interface, Inc:  www.interfaceinc.com.
3. Milliken & Company:  www.milliken.com.
4. Mannington Commercial;  www. manningtoncommercial.com
5. Shaw
6. Tandus/Centiva
7. J+J Invisions

2.02 MATERIALS
A. Tile Carpeting:  Tufted, manufactured in one color dye lot.

1. Tile Size:  24 by 24 inch, nominal.
2. Color:  Various, Coordinate with Spectrum Health Interior Designers.
3. Pattern: Lay in an Ashlar or Brick pattern.
4. Critical Radiant Flux:  Minimum of 0.22 watts/sq cm, when tested in accordance with

ASTM E648 or NFPA 253.
5. Surface Flammability Ignition:  Pass ASTM D2859 (the "pill test").
6. VOC Content:  Comply with Section 01 6116.
7. Stitches:  9-12 per inch.

http://global.ihs.com/doc_detail.cfm?rid=BSD&document_name=ASTM%20E648
http://global.ihs.com/doc_detail.cfm?rid=BSD&document_name=ASTM%20E648
http://global.ihs.com/doc_detail.cfm?rid=BSD&document_name=ASTM%20E648
http://global.ihs.com/doc_detail.cfm?rid=BSD&document_name=ASTM%20E648


09 6813 - 2 TILE CARPETING

2.03 ACCESSORIES
A. Edge Strips:  Rubber, TBD color.
B. Stair Nosing:  As specified in Section 09 6500.
C. Carpet Tile Adhesive:  Recommended by carpet tile manufacturer; releasable type.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that sub-floor surfaces are smooth and flat within tolerances specified for that type of
work and are ready to receive carpet tile.

B. Verify that sub-floor surfaces are dust-free and free of substances that could impair bonding of
adhesive materials to sub-floor surfaces.

C. Cementitious Sub-floor Surfaces:  Verify that substrates are dry enough and ready for flooring
installation by testing for moisture and pH.
1. Obtain instructions if test results are not within limits recommended by flooring material

manufacturer and adhesive materials manufacturer.
3.02 PREPARATION

A. Prepare floor substrates as recommended by flooring and adhesive manufacturers.
B. Remove sub-floor ridges and bumps.  Fill minor or local low spots, cracks, joints, holes, and

other defects with sub-floor filler.
C. Apply, trowel, and float filler to achieve smooth, flat, hard surface.  Prohibit traffic until filler is

cured.
D. Vacuum clean substrate.

3.03 INSTALLATION
A. Starting installation constitutes acceptance of sub-floor conditions.
B. Install carpet tile in accordance with manufacturer's instructions.
C. Blend carpet from different cartons to ensure minimal variation in color match.
D. Cut carpet tile clean.  Fit carpet tight to intersection with vertical surfaces without gaps.
E. Lay carpet tile in square or ashlar pattern, with pile direction parallel to next unit, set parallel to

building lines.
F. Fully adhere carpet tile to substrate.
G. Trim carpet tile neatly at walls and around interruptions.
H. Complete installation of edge strips, concealing exposed edges.

3.04 INSTALLATION ON STAIRS
A. Use one piece of carpet for each tread and the riser below.  Apply seam adhesive to all cut

edges.
B. Lay carpet with pile direction in the length of the stair.
C. Adhere carpet tight to stair treads and risers.

3.05 CLEANING
A. Remove excess adhesive without damage, from floor, base, and wall surfaces.
B. Clean and vacuum carpet surfaces.

END OF SECTION 09 6813
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